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CONFIDENTIAPŸ

Form3160-3 FORM APPROVED
(April2004) OMBNo.1004-0137

ExpiresMarch31,2007UNITED STATES
DEPARTMENT OF THE INTERIOR 5. LeaseSerialNo.

UTU -004049

BUREAU OF LAND MANAGEMENT

APPLICATION FOR PERMIT TO DRILL OR REENTER
6. If Indian,Allotee or TribeName

n/a

O 2 IfUnitor CAAgreement,NameandNo.la. Typeofwork: DRILL REENTER
PETER'S POINT/ UTU-063014

8. Lease NameandWellNo. '
lb. Typeof Well: OilWell Ga Well Other SingleZone MultipleZone Peters Point UF 3-36-12-16

2. Nameof Operator 9. API WellNo.
BILL BARRETT CORPORATION pending «Q

3a. Address 1099 18th Street, Suite 2300 Denver CO 80202 3b. PhoneNo.(include area cod) 10.FieldandPool,drExploratory
(303) 312-8134 Peter's Point/Wasatch-Mesaverde

4. Locationof Well (Report locationclearly and in acœnfance with any State requirements.*) 11.Sec.,T.R.M.or Blk.andSurveyor Area

At surfacegg gO $ NENW, 572' FNL, 2184' FWL

Atproposedprod.zone same ŸÊ¾Ê 'jjÔ Ô9Ä ÁfO Section 36-T12S-R16E S.L.B.&M.

14. Distanceinmilesanddirectionfromnearesttownory oñee* 12.Countyor Parish 13. State
approximately 52 miles from Myton, UT Carbon UT

15. Distancefromproposed* 16. No.of acresinlease 17. SpacingUnitdedicatedto thiswell
locationtonearest
property or leaseline,ft
(Alsotonearestdrig.unit line,if any) 572' 280 160 acres

18. Distancefromproposedlocation* 19.ProposedDepth 20. BLMlBIABondNo.onfile
tonearestwell,drilling,completed,
appliedfor,on thislease,ft. 1073' (36-2) 7200' Nationwide Bond #WYB000040

21. Elevations(Showwhether DF,KDB,RT,GL,etc.) 21 Approximatedateworkwillstart* 23. Estimatedduration
6732' ungraded ground 06/01/2007 45 days

24. Attachments
The following,completedinaccordance withthe requirementsof OnshoreOilandGasOrderNo.1, shallbe attachedto thisform:

1. Wellplatcertifiedbya registeredsurveyor. 4. Bondtocoverthe operationsunlesscovered byan existingbondon file (see
2. ADrillingPlan. Item20 above).
3. A SurfaceUse Plan (if thelocationis on NationalForest SystemLands,the 5. Operatorcertification

SUPO shallbe filedwiththeappropriateForestServiceOffice). 6. Suchothersite specificinformationand/or plansas maybe requiredby the
authorizedofficer.

25. Signature
.

Name(Printed/Typed) Date
Tracey Fallang 03/08/2007

Title
ronme u tory Analyst

vedby i t e) Name (Printed/Typed) Date

RRADI FY HILL
Title <' OfŸNVIRONMENTALMANAGER

Applicationapprovaldoesnotwarrantorcertifythattheapplicantholdslegalorequitabletitletothoserights inthesubjectleasewhichwouldentitletheapplicantto
conductoperationsthereon.
Conditionsofapproval,ifany,areattached.

Title 18U.S. S tion1001andTitle43 U.S.C.Section1212,make it a crime foranypersonknowinly and willfullytomaketoany departmentor agencyof the United
Statesanyfalse,fictitiousor fraudulent statementsor representationsas toanymatterwithinitsjuris etion.

*(Instructionsonpage 2)
RECEIVED

Federa/Approvaintthls MAR1 22007
Action Is Necesso y -

DIV.OFOIL,GAS&



BILL BARRETT CORPORATION
Ti2S, Ri6E, S. L.B. &M• Well location, PETER'S POINT #3-36-12-16,

roer er.ss co; located as shown in the NE 1/4 NW 1/4 ofa urg,.,Piis or
5269.44' (G.L.o.) Section 36, T12S, R16E, S.L.B.&M. Carbon

County, Utah.
89 44

' oog. BASIS OF ELEVATION
(G.L.O.) ??' o

---.. COTTON TRIANGULATIONSTATION, LOCATED IN THE NW 1/4 OFPETER'S PO/NT /J--J6-12-16 SECTION 31, T12S, R16E, S.L.B.&M. TAKEN FROM THE TWIN
Elev. Ungraded Ground = 67J2' HOLLOW,CARBON COUNTY, QUADRANGLE,7.5 MINUTE QUAD.

(TOPOGRAPHICMAP) PUBLISHEDBY THE UNITED STATES
DEPARTMENTOF THE INTERIOR, GEOLOGICALSURVEY. SAID
ELEVATIONIS MARKED AS BEING 7386 FEET.

BASIS OF BEARINGSI

BASIS OF BEARINGSIS A G.P.S. OBSERVATION.

1961 Brass Cap
O.5' H/gh, Pile of NStones

o o o oDI o O - o

SCALEo
CERTIFICATE

THIS IS TO CERTIFYTHAT THE ABOVE PLAT ÄiÑERARED FROM
FIELD NOTES OF ACTUALSURVEYS MAQÈhY EÃëROJ MY
SUPERVISIONAND THATTHE SAMEARETRGE AND COA THE
BESTOF MY KNOWLEDGEAND BEIJRR

. §
1617
EE afeiswadšñëavoaf

RIEÖ)STRÁTIONÑOS61319 /T12S I STÅTE OE•UTAH

T REVISED: 01-10-06 1 so --

.. .g13S EAST - 5280.00' (G.L.O.)

UINNH ENGINEERING & AND YING
85 SOUTH 200 EAST - VERNAL, UTAH 84078

(AUTONOMOUS NAD 83) (435) 789-1017
LEGEND: LATlTUDE =

39°44'09.43" (39.735953) SCALE DATE SURVEYED: DATEDRAWN:
LONGITUDE=

110°04'27.82" (110.074394) 1" = 1000' 09-29-05 10-03-05
=

90° SYMBOL PARTY REFERENCES
. (AUTONOMOUSNAD 27) D.R. A.H. L.K. G.L.O. PLAT= PROPOSl;D WELL HEAD· LATITUDE =

39°44'09.56" (39.735989) WEATHER FILEA = SECTION CORNERS LOCATED. LONGITUDE=
110°04'25.28" (110.073689) WARM BILL BARRETT
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HAZARDOUS MATERIAL DECLARATION

FOR WELL NO. Peter's Point Unit Federal #3-36-12-16
LEASE NO. UTU 004049

Bill Barrett Corporation guarantees that during the drilling and completion of the above referenced well, we
will not use, produce, or store, transport or dispose 10,000#annually of any of the hazardous chemicals
contained in the Environmental Protection Agency's consolidated list of chemicals subject to reporting
under Title III Super Amendments and Reauthorization Act (SARA) of 1986.

Bill Barrett Corporation guarantees that during the drilling and completion of the above referenced well,
we will use, produce, store, transport, or dispose less than the threshold planning quantity (TPQ)of any
extremely hazardous substances as defined in 40 CFR
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DRILLING PLAN

BILL BARRETT CORPORATION
Peter's Point Unit Federal #3-36-12-16

NENW, 572' FNL, 2184' FWL, Sec. 36, T12S-Rl6E
Carbon County, Utah

1 - 3 Estimated Tops of Geological Markers and Formations Expected to Contain Water, Oil and
Gas and Other Minerals

Formation Depth
Wasatch 2820'
North Horn 4560'
Dark Canyon 6150'
Price River 6350'
TD 7200'

*PROSPECTIVE PAY
Members of the Mesaverde formation and Wasatch (inclusive of the North Horn)
are primary objectives for oillgas.

4. Casing Program

Hole SETTING DEPTH Casing Casing Casing
Size (FROM} (TO) Size Weight Grade Thread Condition

12 ¼" surface 1,000' 9 5/8" 36# J or K 55 ST&C New
7 7/8" surface 7200' 5 ½" 17# N-80 or I-80 LT&C New

Note: Pending evaluation of anticipated stress on the production casing, BBC may use 5 ½",
20# P-110 LT&C production casing instead of the 17# N-80. BBC is also evaluating the benefit
of using 4-1/2", 11.6#, I-80, LT&C production casing and wishes to have that option approved in
this APD. The 4-1/2" casing design sheet is included in this package. Cement volumes would
be adjusted accordingly.

5. Cementing Program

9 5/8" Surface Casing Approximately240 sx Halliburton Light Premium with
additives mixed at 12.7 ppg (yield = 1.85 fŸ/sx) and 170 sx
Premium cement with additives mixed at 15.8 ppg (yield =

1.16 fŸ/sx)circulated to surface with 100% excess
5 ½" Production Casing Approximately 720 sx 50/50 Poz Premium cement with

additives mixed at 13.4 ppg (yield = 1.49 fÝ/sx).Top of
cement to be determined by log and sample evaluation;
estimated TOC 2500'.

Page
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Bill Barrett Corporation
Drilling Program
Peter's Point Unit Federal #3-36-12-16
Carbon County, Utah

6. Mud Program

Interval Weight Viscosity Fluid Loss Remarks
(API filtrate)

0 - 40' 8.3 - 8.6 27 - 40 - Native Spud Mud
40' - 1000' 8.3 - 8.6 27 - 40 15 cc or less Native/Gel/Lime
1000' - TD 8.6 - 9.5 38 - 46 15 cc or less LSND/DAP
Note: Sufficient mud materials to maintain mud properties, control lost circulation and to contain
"kicks" will be available at wellsite. BBC may require minor amounts of diesel to be added to its
fluid system in order to reduce tork and drag.

7. BOP and Pressure Containment Data

Depth Intervals BOP Equipment
0 - 1000' No pressurecontrol required
1000' - TD 11" 3000# Ram Type BOP

11" 3000# Annular BOP
- Drilling spool to accommodate choke and kill lines;
- Ancillary and choke manifold to be rated @3000 psi;
- Ancillary equipment and choke manifold rated at 3,000#. All BOP and BOPE tests will be in

accordance with the requirements of onshore Order No. 2;
- The BLM and the State of Utah Division of Oil, Gas and Mining will be notified 24 hours in

advance of all BOP pressuretests.
- BOP hand wheels may be underneath the sub-structure of the rig if the drilling rig used is set up

to operate most efficiently in this manner.

8. Auxiliary equipment

a) Upper kelly cock; lower Kelly cock will be installed while drilling
b) Inside BOP or stab-in valve (available on rig floor)
c) Safety valve(s) and subs to fit all string connections in use
d) Mud monitoring will be visually observed

9. Testing, Logging and Core Programs

Cores None anticipated;
Testing None anticipated; drill stem tests may be run on shows of interest;
Sampling 30' to 50' samples; surface casing to TD. Preserve samples all show intervals; i
Surveys Run every 1000' and on trips, slope only;
Logging DIL-GR-SP, FDC-CNL-GR-CALIPER-Pe-Microlog, Sonic-GR (all TD to surface).

Page
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Bill Barrett Corporation
Drilling Program
Peter's Point Unit Federal #3-36-12-16
Carbon County, Utah

10. Anticipated Abnormal Pressures or Temperatures

No abnormal pressures or temperatures or other hazards are anticipated.

Maximum anticipated bottom hole pressure equals approximately 3557 psi* and maximum
anticipated surface pressure equals approximately 1973 psi** (bottom hole pressure minus the
pressure of a partially evacuated hole calculated at 0.22 psi/foot).

*Max Mud Wt x 0.052 x TD = A (bottom hole pressure)
**Maximum surface pressure = A - (0.22x TD)

11. Drilling Schedule

Location Construction: May 2007
Spud: June 2007
Duration: 15 days drilling time

30 days completion time

Page
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BIII Barrett Corporation

NINE MILE CEMENT VOLUMES

Peter's Point UF #3-36-12-16

Surface Hole Data: Calculated Data:

Total Depth: 1,000' Lead Volume: 219.2 ft"
Top of Cement: O' Lead Fill: 700'

OD of Hole: 12.250" Tail Volume: 94.0 ft
OD of Casing: 9.625" Tail Fill: 300'

Cement Data: Calculated # of Sacks:

Production Hole Data: Calculated Data:

Total Depth: 7,200' Lead Volume: 814.3 ft
Top of Cement: 2,500' Lead Fill: 4,700'

OD of Hole: 7.875"
OD of Casing: 5.500"

Cement Data: Calculated # of
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Peter's Point UF #3-36-12-16 Proposed Cementing Program

Job Recommendation Surface Casing

Lead Cement - (700' - O')
Halliburton Light Premium Fluid Weight: 12.7 lbm/gal

2.0% Calcium Chloride Slurry Yield: 1.85 ft3/ sk
0.125 lbm/sk Ploy-E-Flake Total Mixing Fluid: 9.9 Gal/sk

Top of Fluid: O'
Calculated Fill: 700'

Volume: 78.09 bbl
Proposed Sacks: 240 sks

Tail Cement - (1000' - 700')
Premium Cement Fluid Weight: 15.8 lbm/gal

94 lbm/sk Premium Cement Slurry Yield: 1.16 ft3|Sk

2.0% Calcium Chloride Total Mixing Fluid: 4.97 Gal/ sk
0.125 lbm/sk Ploy-E-Flake Top of Fluid: 700'

Calculated Fill: 300'
Volume: 33.47 bbl

Proposed Sacks: 170 sks

Job Recommendation Production Casing

Lead Cement - (7200' - 2500')
50/50 Poz Premium Fluid Weight: 13.4 lbm/gal

3.0 % KCL Slurry Yield: 1.49 ft"|sk

0.75% Halad®-322 Total Mixing Fluid: 7.06 Gal/sk
3.0 lbm/sk Silicalite Compacted Top of Fluid: 2,500'
0.2% FWCA Calculated Fill: 4,700'
0.125 lbm/sk Poly-E-Flake Volume: 188.53 bbl
1.0 lbm/sk Granulite TR 1/4 Proposed Sacks: 720



name: Utah: West Tavaputs Field
tor: Bill Barrett

tungtype: Surface

ocanon· Carbon County, UT

Design parameters: Minimum design factors: Environment:
Collapse * Collapse: H2S considered? No
Mud weight: 9.50 ppg Design factor 1.125 Surfacetemperature: 75.00 *F

Bottom hole temperature: 89 'F
Design Is based on evacuatedpipe. Temperature gradient: 1.40 °F/100R

Minimumsection length: 1,00Q it

Burst:
Design factor 1.00 Cement top: Surface

Max antIcipated surface
pressure: 2,735 psi

Intemal gradient: 0.22 psi/ft
Calculated BHP 2,955 psi Tension: Non-directional string.

8 Round STC: 1.80 (J)
8 Round LTC: 1 80 (J)

Annular backup: 9.50 ppg Buttress: 1.80 (J)
Premium: 1.80 (J)
Body y¡eld: 1.80 (B) Re subsequent sfr¡ngs:

Next setting depth: 10,000 ft
Tension is based on buoyed weight. Next mud weight: 9.500 ppg
Neutral point: 859 R Next setting BHP: 4,935 pal

Fracture mud wt: 10.000 ppg
Fracture depth: 10,000 11
Injection pressure 5,195 psi

Run Segment Nominal End True Vert Measured Drift Internal
Seq Length Size Weight Grade Finish Depth Depth D¡ameter Capacity

(ft) (in) (IbsMt) (ft) (ft) (In) (ff)
1 1000 9.625 36.00 J/K-55 ST&C 1000 1000 8.796 71.2

Run Collapse Collapse Collapse Burst Burst Burst Tension Tension Tension
Seq Load Strength Design Load Strength Design Load Strength Design

(psi) (psi) Factor (psi) (psi} Factor (Kips) (Kiþs) Factor
1 493 2020 4.094 2735 3520 1.29 31 453 14.64 J

Prepared Dominic Spencer Phone: (303) 312-8143 Date: August 1,2003
by: BillBarrett FAX: (303) 312-8195. Denver, Colorado

Remartes:
Collapse is based on a velticaldepth of 1000 it, a mud welgntof 9.5 ppg The casMgis considered to be evacuated for collapseputposes.
Collapsestrength is based on the Westcoff. Dunlop &Kemier methodof blaWalconecdonfor tension.

Burst strength is not adjusted for tenson.

Engineedng responsiblI¡ty for use of thisdesign wi/Ibe that of the
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wenname: Utah: West Tavaputs
operatoc sixBarrett
sumetype: Production

t.ocaron: Carbon County,UT

Des¡gn parameters: Minimum design factors: Environment:
Collapse Collapse: H2S considered? No
Mudweight: 9.50 ppg Design factor i.125 Surfacetenperature: 75.00 'F

Bottom hole temperature: 215 'F
Design is based on evacuated pipe. Temperature gradient: 1.40 'F/100/1

Minimum sectionlength: 1,500 ft

Design factor 1.00 Cement top: 2,375 If
B.unit
Ma× andcipatedsurface

pressure: 4,705 psi
intemal gradient' 0.02 psiðt
Calculated BHP 4,935 psi Tenslan: Non4irectional string.

BRound STC: 1.80 (J)
8 Round LTC: 1.80 (J)

Annular backup: 9.50 ppg Buttress; 1.80 (J)
Premium: 1.80 (J)
Bodyyield: 1,80 (8)

Tension is based on buoyed weight
Neutral point: 8,559 il

Run Segment Nominal End True Vert Measured Drlft internal
See f.ength Size VVelght Grade Finish Depth .Depth Diameter Capacity

(ft) (in) (Ibs/#) (fr} (ft) {in) [IF)
1 10000 5.5 77.00 N-80 LT&C 10000 10000 4.767 344.6

Run Coñapse CoHapse Collapse Burst Burst Burst Tension Tension Tension
Seq Load Strength Design Load Strength Design Load Strength Design

(psi) (psi) Factor (psi) (psl} Factor {Kips) (Kips) Factor
1 4935 6290 1.275 4705 7740 f.65 146 348 2.39 J

Prepared DorninicSpencer Phone: (303) 312-8143 Date: August 1,2003
by: Bi/IBarrett FAX:(303) 312-8795 Denver,Colorado

Remarks
CONapseIt based ona ef ficaldeptb of 70000 II,a mud weight of Ro ppg The casingis considetidto be evacuated ibr collapsepurposes.
Conapse saengthis based onthe westcou,Dunlop&Icemler method ofhinaisiconecuon forrensica.

Burst s engthis not argustedfor tension.

Eng¡needng responsibility for use of thisdesign wt7Ibe thatof the
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wenname: West Tavaputs General
Operator B¡IIBarrett
Stringtype: Production

Locaram: Carbon County,Utah

Design parameters: Minimum design factors: Env¡ronment:
Collapse Collapso: H2S considered? NoMud weght: 9.50 ppg Dèsign factor 1.125 Suliace temperature: 75.00 'F

Bottomhole temperature: 189 *F
Design is based on evacuated pipe. Temperatute gradient: 1.40 'F/100It

Minimumsection length: 1,500 ft

Design factor 1.00 Cement top: 2,500 ft

Max anticipated surface
pressure: 2,226 psI

intemal gradient: 0.22 psilit
Calculated BHP 4,016 þsi Tension: Dîrectional Info•Build &Drop

8 Round STC: 1.80 (J) Kick-off point 1000 ft
8 Round LTC: . 1.80 (J) Departure at shoe: 2165 ft

No backup mud specif¡ed. Buttress: 1.60 (J) Ma×imum dogleg; 2 */100ft

Premium: 1.50 (J) InclinaUon at shoe: 0 *

Bodyyleid: 1.50 (B)

Tension is based on buoyed weight.
Neutral point: 7,560 ft

Run Segment Nominal End True Vert Measured Drift Internal
Seq Length SIze Weight Grade Finish Depth Depth Diameter Capacity

{ft) (in) {lbs/ft) (ft) (it) (in) (ff)
1 8730 5.5 20.00 P-110 LT&C 8138 8730 4.653 353.3

Run Collapse Collapse Collapse Burst Burst Burst Tension Tenslon Tension
Seq Load Strength Design Load Strength DesIgn Load Strength Design

(psi) (psi) Factor (psi) (psl} Factor (Klps) (Kips) Factor
1 4016 11100 2.764 4016 12630 3.14 139 548 3.93 J

Prepared Dominic Spencer Phone: (303) 312-8143 Date: August 25,2004
by BißBarrettCorporation FAX: (303)312-8i95 Denver, Colorado

Remasks·

Codapse is based on a verfícaldepth of Of38 A.a mud weá2ht of 9.5 ppg The casing is conshiesed to be evacuated forcotlapse purposes.
Collapse strength is based on theWestcof f. Dunlop&Kernier method ofbiakial correcton for tension.

Burst strength is not adjusted for tension.
CoUapse sitength ¡s (biaxially} derated for daglegs in directonal weNs by muffiplyktgthe tensßestress by the cross section area to calculate a tensie load which
is addedto theaxial Joad.

EngineeringresponshiFify for use of this design waiDe that of the



0 *
name: West Tavaputs General

Bill Barrett Corporat¡on
type: Production

Design parameters: Min¡mum design factors: Environment:
Collapse CoHapse: H2S considered? No
Mud weight: 9.50 ppg Design factor 1.125 Surface temperature: 60.00 "F

Des/gn is based on evacuated pipe. Bottom hole temperature: 200 *F

Temperature gradient: 1.40 °F/100It

Minimumsectionlength: 1,500 ft
§.urst

. Cement top: 2,500 11
Design factor 1.00

Max anticipated surface
pressure: 2,735 psi

Internal gradient: 0.22 psi/11
Calculated BHP 4.935 psi Tension: Non-directional sWng.

8 Round STC: 1.80 (J)
No backup mud speciñed. 8 Round LTC: 1.80 {J)

Buttress: 1.80 (J)
Premium: 1.80 (J)
Body yield: 1.80 (8)

Tension is based on buoyed weight
Neutral point: 8,580 ft

Run Segment Nominal End True Vert Measured Drift Internal
Seq Length Size We¡ght Grade F¡nish Depth Depth Diameter Capacity

{ft) (in) (Ibs/ft) (ft) (ft) (ih} (it')
1 10000 4.5 11.60 I-80 LT&C 10000 10000 3.875 231.8

Run Collapse Collapse Collapse Burst Burst . Burst Tens¡on Tension Tension
Seq Load Strength Design Load Strength Design Load Strength Des¡gn

(psi) (psi) Factor (ps!) (psi) Factor (Kips) (Kips) Factor
1 4935 6350 1.287 4935 7780 1.58 100 223 2.24 J

Prepared Dominic Spencer Phone: (303) 312-8143 Date: December 13,2005
by: BRIBarrett FAX: (303) 312-8795 Denver, Colorado

Remadcs:
Collapseis based on a vertical depth of 10000 ft, a mud weight of 9.5ppg The casing is consideredto be evacuated for collapsepurposes.
Collapsestrength is based on the Westcott, Dunlop &Kemier method of biaxial correction for tension.

Burst strength is not adjusted for tension.

Engineedng responsibsty for use of thisdesign wf! be that of the



PRESSURE CONTROL EQUIPMENT -- Schematic Attached

A. Type: Eleven (11) Inch Double Gate Hydraulic BOP with Eleven (11) Inch
Annular Preventer. The blow out preventer will be equipped as follows:

1. One (1) blind ram (above).
2. One (1) pipe ram (below).
3. Drilling spool with two (2).side outlets (choke side 3-inch minimum, kill side

2-inch minimum).
4. 3-inch diameter choke line.
5. Two (2) choke line valves (3-inch minimum).
6. Kill line (2-inch minimum).
7. Two (2) chokes.
8. Two (2) kill line valves, one of which shall be a check valve (2-inch

minimum).
9. Upper kelly cock valve with handles available.
10. Safety valve(s) & subs to fit all drill string connections in use.
11. Pressure gauge on choke manifold.
12. Fill-up line above the uppermost preventer.

B. Pressure Rating: 3,000 psi

C. Testing Procedure:

Annular Preventer

At a minimum, the Annular Preventer will be pressure tested to 50% of the rated
working pressure for a period of ten (10) minutes or until provisions of the test are
met, whichever is longer.

At a minimum the above pressure test will be performed:

1. When the annular preventer is initially installed;
2. Whenever any seal subject to test pressure is broken;
3. Following related repairs; and
4. At thirty (30) day intervals.

In addition, the Annular Preventer will be functionally operated at least weekly.

Blow-Out Preventer

At a minimum, the BOP, choke manifold, and related equipment will be pressure
tested to the approved working pressure of the BOP stack (if isolated from the
surface casing by a test plug) or to 70% of the internal yieldstrength of the surface
casing (if the BOP is not isolated from the casing by a test plug) Pressure will
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maintained for a period of at least ten (10) minutes or until the requirmentsof the
test are met, whichever is longer.

At a minimum, the above pressure test will be performed:

1. When the BOP is initially installed;
2. Whenever any seal subject to test pressure is broken;
3. Followingrelated repairs; and
4. At thirty (30) day intervals.

In addition the pipe and blind rams will be activated each trip, but not more than
once each day. All BOP drills and tests will be recorded in the IADC driller's
log.

D. Choke Manifold Equipment:

All choke lines will be straight lines unless turns use tee blocks or are targeted
with running tees, and will be anchored to prevent whip and vibration.

E. Accumulator:

The accumulator will have sufficient capacity to open the hydraulically-controlled
choke line valve (if so equipped), close all rams plus the annular preventer, and
retain a minimum of 200 psi above precharge on the closing manifold without the
use of closing unit pumps. The fluid reservoir capacity will be double the usable
fluid volume of the accumulator system capacity and the fluid level of the
reservoir will be maintained at the manufacturer's recommendations.

The BOP system will have two (2) independent power sources to close the
preventers. Nitrogen bottles (3 minimum) will be one (1) of these independent
power sources and will maintain a charge equal to the manufacturer's
specifications.

The accumulator precharge pressure test will be conducted prior to connecting the
closing unit to the BOP stack and at least once every six (6) months thereafter.
The accumulator pressure will be corrected if the measured precharge pressure is
found to be above or below the maximum or minimum limits specified in the
Onshore Oil & Gas Order Number 2.

A manual locking device (i.e. hand wheels) or automatic locking device will be
installed on all systems of 2M or greater. A valve will be installed in the closing
line as close as possible to the annular preventer to act as a locking device. This
valve will be maintained in the open position and will be closed only when the
power source for the accumulator is
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Remote controls shall be readily accessible to the driller. Remote controls for all
3M or greater systems will be capable of closing all preventers. Remote controls
for 5M or greater systems will be capable of both opening and closing all
preventers. Master controls will be at the accumulator and will be capable of
opening and closing all preventers and the choke line valve (if so equipped).

F. Miscellaneous Information:

The Blow-Out Preventer and related pressure control equipment will be installed,
tested and maintained in compliance with the specifications in and requirements
of Onshore Oil & Gas Order Number 2. The choke manifold will be located
outside the rig sub-structure. The hydraulic BOP closing unit will be located at
least twenty-five (25) feet from the well head but readily accessible to the driller.
Exact locations and configurations of the hydraulic BOP closing unit will depend
upon the particular rig contracted to drill this hole.

A flare line will be installed after the choke manifold, extending 125 feet
(minimum) from the center of the drill hole to a separate flare
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SURFACE USE PLAN

BILL BARRETT CORPORATION
Peter's Point Unit Federal #3-36-12-16

NENW, 572' FNL, 2184' FWL, Sec. 36, T12S-Rl6E
Carbon County, Utah

The onsite for this location was conducted on 11/21/2006.

The dirt contractor will be provided with an approved copy of the surface use plan of operations before
initiating construction.

1. Existing Roads:

A. The proposed well site is located approximately 52 miles from Myton, Utah. Maps
reflecting directions to the proposed well site are included (see Topographic maps A and
B).

B. The use of roads under State and County Road Department maintenance is necessary to
access the Peter's Point Unit. However, an encroachment permit is not anticipated since
no upgrades to the State or County road systems are proposed at this time.

C. All existing roads will be maintained and kept in good repair during all phases of
operation.

D. Vehicle operators will obey posted speed restrictions and observe safe speeds
commensurate with road and weather conditions.

E. Since no improvements are anticipated to the State, County or BLM access roads, no
topsoil stripping will occur.

F. An off-lease federal right-of-way for the access road and utility corridor is not anticipated
at this time since existing roads are being utilized into the Peter's Point Unit area. AII
new construction will be within the Unit.

2. Planned Access Road:

A. From the existing Peter's Point road, an access is proposed trending northeast
approximately 850' to the proposed well site. A road design plan is not anticipated at
this time.

B. The new access road will consist of an 18' travel surface within a 32' disturbed area. The
proposed access has been placed to minimize impact to the environment and natural
drainage of the area.

C. BLM approval to construct this new access road is requested with this application.

D. A maximum grade of 10% will be maintained throughout the project with minimum cuts
and fills, as necessary, to access the well.

E. A turnout is not proposed as adequate site distance exists in all
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F. 18" diameter culverts will be installed as necessary. Adequate drainage structures, where
necessary, will be incorporated into the remainder of the road.

G. No surfacing material will come from Federal or Indian lands. BBC believes adequate
gravel material exists in Section 2, T13S-RI6E, to accommodate any additional materials
needs.

H. No gates or cattle guards are anticipated at this time.

I. Surface disturbance and vehicular travel will be limited to the approved location access
road. Adequate signs will be posted, as necessary, to warn the public of project related
traffic.

J. All access roads and surface disturbing activities will conform to the appropriate
standard, no higher than necessary, to accommodate their intended function adequately as
outlined in the Bureau of Land Management and Forest Service publication: Surface
Operating Standards for Oil and Gas Exploration and Development, Fourth Edition -

2_0.!L6.

K. The operator will be responsible for all maintenance of the access road including drainage
structures. It is BBC's intent to maintain the newly constructed access road to this
wellsite.

3. Location of Existing Wells:

B. Following is a list of existing wells within a one-mile radius of the proposed well:

i. water wells none
ii. injection wells none
iii. disposal wells none
iv. drilling wells none
v. temp shut-in wells one
vi. producing wells fourteen
vii. abandoned wells one

B. Topographic Map C may not include all wells noted in A. above.

4. Location of Production Facilities:

A. All permanent above-ground structures will be painted a flat, non-reflective Olive Black
to match the standard environmental colors. All facilities will be painted the designated
color at the time of installation. Facilities required to comply with the Occupational
Safety and Health Act (OSHA) may be excluded.

B. Site security guidelines identified in 43 CFR 3162.7-5 and Onshore Oil and Gas Order
No. 3 will be adhered to.
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C. A gas meter run will be constructed and located on lease within 500 feet of the wellhead.
Meter runs will be housed and/or fenced. All gas production and measurement shall
comply with the provisions of 43 CFR 3162.7-3, Onshore Oil and Gas Order No. 5, and
American Gas Association (AGA) Report No. 3. Use of.an electronic flow meter
(EFM) for gas measurement purposes is requested with this application.

D. A tank battery(s) will be constructed on this lease; it will be surrounded by a dike
sufficient to contain the storage capacity of 1.5 times the single largest tank inside the
berm. All loading lines and valves will be placed inside the berm surrounding the tank
battery or will have a secondary containment vessel. All liquid hydrocarbon production
and measurement shall conform to the provisions of 43 CFR 3162.7-2 and Onshore Oil
and Gas Order No. 4 for the measurement of oil. BBC requests permission to install the
necessary production/operation facilities with this application.

E. Any necessary pits will be properly fenced to prevent any wildlife and livestock entry.

F. All access roads will be maintained as necessary to prevent erosion and accommodate
year-round traffic as practicable. The roads will be maintained in a safe, useable
condition.

G. The site will require periodic maintenanceto ensure that drainages are kept open and free
of debris, ice and snow, and that surfaces are properly treated to reduce erosion, fugitive
dust, and impacts to adjacent areas.

H. A gas pipeline (approximately 850' of up to 10" pipe) is associated with this application
and is being applied for at this time. The proposed gas pipeline will leave the south end
of the well site and tie into an existing surface-laid 12" pipeline.

I. The proposed steel gas pipeline will be buried, where soil conditions permit, within a 20'
utility corridor immediately adjacent to the 32' disturbed area for the road (see
Topographic Map D).

J. As referred to in I. above, the line will not be buried in areas with bedrock at or near
surface that would require blasting to loosen rock before excavation for burial of the
pipeline. A table of the actual pipeline corridor width required is noted below for the
different scenarios. BBC is requesting a 20' utility corridor but actual disturbance
will be based on the applicable scenario.

Surface-Laid: 20' utility corridor + 32' road corridor = 52' TOTAL
Estimated disturbance for utility to be minimal, if any, within the 20'
requested. Total disturbance would be 32'.

Buried: 20' utility corridor + 32' road corridor = 52' TOTAL
Estimated disturbance for utility to include all 20' requested. Total
disturbance would be 52'.

K. The determination to bury or surface lay the pipeline will be made by the Authorized
Officer at the time of construction.
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L. BBC intends on stringing the pipeline on the surface, welding many joints into long
lengths, dragging the long lengths into position and then completing a final welding pass
to join the long lengths together. The welded jointswill either remain on the surface or
will be placed within the trench, dependent on the scenario. BBC intends on connecting
the pipeline together utilizing conventional welding technology.

5. Location and Type of Water Supply:

A. Bill Barrett Corporation will utilize an existing water well located in Cottonwood Canyon
on State Lands: Sec 32, Tl2S-Rl6E. BBC was granted this authorization by the SITLA
Right of Entry #4534 (Water Right 90-1542) on August 21, 2002. In addition, if
necessary, BBC may utilize water from Nine Mile Creek consistent with approvals
granted for such by the Utah State Engineers Office.

6. Source of Construction Material:

A. The use of materials will conform to 43 CFR 3610.2-3.

B. No construction materials will be removed from BLM.

C. If any gravel is used, it will be obtained from a State approved gravel pit. BBC also has
in place Materials Permit #345 covering all of Section 2-T13S-R16E.

7. Methods of Handline Waste Disposal:

A. All wastes associated with this application will be contained and disposed of utilizing
approved facilities.

B. Drill cuttings will be contained and buried on site.

C. The reserve pit will be located outboard of the location along the west side of the pad.

D. The reserve pit will be constructed so as not to leak, break or allow any discharge.

E. If necessary, the reserve pit will be lined with 12 mil minimum thickness plastic nylon
reinforced liner material. The liner will overlay a felt-liner pad only if rock is
encountered during excavation. The pit liner will overlap the pit walls and be covered
with dirt and/or rocks to hold it in place. No trash, scrap pipe, etc., that could puncture
the liner will be disposed of in the pit. Pit walls will be sloped no greater than 2:1. A
minimum 2-foot freeboard will be maintained in the pit at all times during the drilling and
completion operations.

F. The reserve pit has been located in cut material. Three sides of the reserve pit will be
fenced before drilling starts. The fourth side will be fenced as soon as drilling is
completed and shall remain until the pit is dry. After the reserve pit has dried, all areas
not needed for production will be rehabilitated.

G. No chemicals subject to reporting under SARA Title III (hazardous materials) in an
amount greater than 10,000 pounds will be used, produced, stored, transported or
disposed of annually in association with the drilling, testing or completion of the well.
Furthermore, no extremely hazardous substances, as defined in 40 CFR 355, in threshold
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planning quantities will be used, produced, stored, transported or disposed of in
association with the drilling, testing or completion of the well.

H. Trash will be contained in a trash cage or roll-off container and hauled away to an
approved disposal site as necessary but no later than at the completion of drilling
operations. The contents of the trash container will be hauled off periodically to the
approved Carbon or Uintah County Landfill.

I. Produced fluids from the well other than water will be produced into a test tank until such
time as construction of production facilities is completed. Any spills of oil, gas, salt water
or other produced fluids will be cleaned up and removed.

J. After initial clean-up and based on volumes, BBC will install a tank (maximum size 400
barrel capacity) to contain produced waste water. After first production, produced
wastewater will be confined to a lined pit or storage tank for a period not to exceed ninety
(90) days. Thereafter, produced water will be used in further drilling and completion
activities, evaporated in the pit, or hauled to R & I Disposal, a State approved disposal
facility.

K. Any salts and/or chemicals, which are an integral part of the drilling system, will be
disposed of in the same manner as the drilling fluid.

L. Sanitary facilities will be on site at all times during operations. Sewage will be placed in
a portable chemical toilet and the toilet replaced periodically utilizing a licensed
contractor to transport by truck the portable chemical toilet so that its contents can be
delivered to the Price or Vernal Wastewater Treatment Facility in accordance with state
and county regulations.

M. Any liquid hydrocarbons produced during completion work will be contained in test tanks
on the well location. The tanks will be removed from location at a later date.

N. A flare pit may be constructed a minimum of 110' from the wellhead and may be used
during completion work. In the event a flare pit proves to be unworkable in this
situation, a flare stack will be installed. BBC will flow back as much fluid and gas as
possible into pressurized vessels, separating the fluid from the gas. The fluid will then be
either returned to the reserve pit or placed into a tank. Gas will be then directed into the
flare pit or the flare stack and a constant source of ignition will be on site. This should
eliminate any fires in and around the reserve pit. Natural gas will be directed to the
pipeline as soon as pipeline gas quality standards are met. By eliminating condensate on
the reserve pit and discharge of gas within the reserve pit, potential for damage to the pit
liner will be minimized.

O. Any hydrocarbons floating on the surface of the reserve pit will be removed as soon as
possible after drilling and completion operations are finished.

P. If hydrocarbons are present on the reserve pit and are not removed shortly after drilling or
completion operations cease, the reserve pit will be flagged overhead or covered with
wire or plastic mesh to protect migrating birds.
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8. Ancillary Facilities:

A. Garbage containers and portable toilets are the only ancillary facilities proposed in this
application

9. Well Site Lavout:

A. The well will be properly identified in accordance with 43 CFR 3162.6.

B. The rig layout and cross section diagrams are enclosed (see Figure #1 and #2).

C. The pad and road designs are consistent with BLM specifications.

D. The pad has been staked at its maximum size of 375' x 170' with a reserve pit size of
200' x 100'.

E. All surface disturbing activities will be supervised by a qualified, responsible company
representative who is aware of the terms and conditions of the APD and specifications in
the approved plans.

F. All cut and fill slopes will be such that stability can be maintained for the life of the
activity.

G. Diversion ditches will be constructed as indicated on the plat to prevent surface waters
from entering the well site area.

H. The stockpiled topsoil (first 6 inches or maximum available) will be stored in a windrow
on the uphill side of the location to prevent any possible contamination. All topsoil will
be stockpiled for reclamation in such a way as to prevent soil loss and contamination.

I. Pits will remain fenced until site cleanup.

J. The blooie line will be located at least 100 feet from the well head.

K. Water application may be implemented if necessary to minimize the amount of fugitive
dust.

10. Plan for Restoration of the Surface:

A. Site reclamation for a producing well(s) will be accomplished for portions of the site not
required for the continued operation of the well(s) on this pad.

B. The operator will control noxious weeds along access road use authorizations, pipeline
route authorizations, well sites or other applicable facilities by spraying or mechanical
removal. A list of noxious weeds may be obtained from the BLM or the appropriate
county extension office. On BLM administered land it is required that a Pesticide Use
Proposal be submitted and approved prior to the application of herbicides, pesticides or
possibly hazardous chemicals.
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C. Upon well completion, any hydrocarbons in the pit shall be removed in accordance with
43 CFR 3162.7-1. The reserve pit will be allowed to dry prior to the commencement of
backfilling work. No attempts will be made to backfill the reserve pit until the pit is free
of standing water. Once the reserve pit is dry, the plastic nylon reinforced liner shall be
torn and perforated before backfilling of the reserve pit. Rat and mouse holes will be
filled and compacted from bottom to top immediately upon release of the drilling rig from
location.

D. The reserve pit and that portion ofthe location not needed for production
facilities/operations will be recontoured to the approximate natural contours. Areas not
used for production purposes will be backfilled and blended into the surrounding terrain,
reseeded and erosion control measures installed. Erosion control measures will be
adhered to after slope reduction. Mulching, erosion control measures and fertilization
may be required to achieve acceptable stabilization. Back slopes and fore slopes will be
reduced as practical and scarified with the contour. The reserved topsoil will be evenly
distributed over the slopes and scarified along the contour. Slopes will be seeded with the
BLM specified seed mix. Reclamation operations for the well pad are expected to require
one week and will begin when the fluids in the reserve pit have evaporated. Seeding will
take place either during the fall (prior to ground frost) or spring (after frost leaves the
ground) months. Restoration of un-needed portions of the pad will commence as soon as
practical after the installation of production facilities.

E. The cut and fill slopes and all other disturbed areas not needed for the production
operation will be top-soiled and revegetated. Prior to reseeding, all disturbed areas will
be scarified and left with a rough surface. The site will then be seeded and/or planted as
prescribed by the BLM. The BLM recommended seed mix will be detailed within their
approval documents. Topsoil salvaged from the drill site and stored for more than one
year will be placed at the location indicated on thewell site layout drawing and graded to
a depth optimum to maintain topsoil viability, seeded with the BLM prescribed seed
mixture and covered with mulch for protection from wind and water erosion and to
discourage the invasion of weeds.

F. Salvaged topsoil from the road (if any) and the drill site will be evenly re-spread over cut
and fill surfàces not actively used during the production phase. Upon fmal reclamation at
the end of the project life, topsoil spread on these surfaces will be used for the overall
reclamation effort.

11. Surface and Mineral Ownership:

A. Surface ownership - Federal under the management of the Bureau of Land Management -

Price Field Office, 125 South 600 West, Price Utah 84078; (435) 636-3600.

B. Mineral ownership - Federal under the management of the Bureau of Land Management
- Price Field Office, 125 South 600 West, Price Utah 84078; (435) 636-3600.

12. Other Information:

A. Montgomery Archaeological Consultantshas conducted a Class III archeological survey.
A copy of the report was submitted under separate cover to the appropriate agencies by
Montgomery as MOAC Report No. 05-480, dated December 12, 2005. The access road
and pipeline were moved to avoid the sites indicated in this report.
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B. BBC will identify areas in our drilling program where fluids escaping the wellbore and
exiting onto a hillside might occur. In those cases, BBC will be ready with cement and/
or fluid loss compounds (types of lost circulation fluids) to heal up vags and cracks.
Upon individual evaluation of the proposed well sites, BBC may air drill the hole to
surface casing depth if necessary.

C. A combustor may be installed at this location for control of associated condensate tank
emissions. A combustor ranges from 24" to 48" wide and is approximately 10' tall.
Combustor placement would be on existing disturbance and would not be closer than 100'
to any tank or wellhead.

13. Operator's Representative and Certification:

Title Name Office Phone
Company Representative (Roosevelt) Fred Goodrich (435) 725-3515
Company Representative (Denver) Tracey Fallang (303) 312-8134

Certification:

I hereby certify that the statements made in this plan are, to the best of my knowledge and belief, true and
correct; and that the work associated with the operations proposed herein will be performed by Bill Barrett
Corporation and its contractors and subcontractors in conformity with this plan and the terms and conditions
under which it is approved. This statement is subject to the provisions of 18 U.S.C. 1001 for the filing of a
false statement.

/fLÖ Date: March 8, 2007
Tracey Fallang, E ental/Regulatory st
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WORKSHEET
APPLICATION FOR PERMIT TO DRILL

APD RECEIVED: 03/12/2007 API NO. ASSIGNED: 43-007-31271

WELL NAME: PP UF 3-36-12-16

OPERATOR: BILL BARRETT CORP ( N2165 ) PHONE NUMBER: 303-312-8134

CONTACT: TRACEY FALLANG

PROPOSED LOCATION: INSPECT LOCATN BY: / /
NENW 36 120S 160E .Tech Review Initials Date
SURFACE: 0572 FNL 2184 FWL

BOTTOM: 0572 FNL 2184 FWL Engineering

COUNTY: CARBON
Geology

LATITUDE: 39.73593 LONGITUDE: -110.0736

UTM SURF EASTINGS:579380 NORTHINGS: 4398650 Surface

FIELD NAME: PETER'S POINT ( 40 )

LEASE TYPE: 1 - Federal

LEASE NUMBER: UTU-004049 PROPOSED FORMATION: WSMVD

SURFACE OWNER: 1 - Federal COALBED METHANE WELL? NO

RECEIVED AND/OR REVIEWED: LOCATION AND SITING:

p/' Plat R649-2-3.

V7' Bond:Fed[1] Ind[] Sta[] Fee[]
Unit: PETERS POINT

(No. WYBOOOO40 )
kÁ Potash (Y/N) R649-3-2. General

Oil Shale 190-5 (B) or 190-3 or 190-13 Siting:460 From Qtr/Qtr & 920' Between Wells

Water Permit R649-3-3. Exception
(No.90-1542 )

Drilling Unit
RDCC Review (Y/N)

Board Cause No: 157-06(Date: )
Eff Date: pg-p

AlP Fee Surf Agreement (Y/N) Siting:

Intent to Commingle (Y/N) R649-3-11. Directional Drill

COMMENTS:

STIPULATIONS: Len rg/7
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OPERATOR: BILL BARRETT CORP (N2165)

SEC: 36 T.12S R.16E

FIELD: PETER'S POINT (40)

COUNTY: CARBON

CAUSE: 157-03 / 5-29-2001 Wells Status
| GASINJECTION Utah 00 Gas and M a
o GAS STORAGE U
× LOCATION ABANDONED
e NEW LOCATION NField Status Unit Status <>- PLUGGED & ABANDONED
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PP OIL g WATER SUPPLY PREPARED BY: DIANA MASON
SECONDARY g WATER DISPOSAL DATE: 13-MARCH-2007
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JON M. HUNTSMAN, JR.

Governor

GARY R. HERBERT
Lieutenant Governor

State of Utú March 13, 2007

Department of
Natural Resources

MICHAEL R. STYLER
ExecutiveDirector Bill Barrett Corporation
Division of 1099 18th St., Ste. 2300

Oil, Gas & Mining Denver, CO 80202

JOHN R. BAZA
Division Director

Re: Peter's Point UF 3-36-12-16 Well, 572' FNL, 2184' FWL, NE NW, Sec. 36,
T. 12 South, R. 16 East, Carbon County, Utah

Gentlemen:

Pursuant to the provisions and requirements of Utah Code Ann.§ 40-6-1 et
seq., UtahAdministrative Code R649-3-1 et seq., and the attached Conditions of
Approval, approval to drill the referenced well is granted.

This approval shall expire one year from the above date unless substantial and
continuous operation is underway, or a request for extension is made prior to the
expiration date. The API identification number assigned to this well is 43-007-31271.

Sincerely,

Gil Hunt
Associate Director

pab
Enclosures

cc: Carbon County Assessor
Bureau of Land Management, Moab District Office

1594 West North Temple, Suite 1210, PO Box 145801, Salt Lake City,UT 84114-5801
telephone (801) 538-5340 •facsimile (801) 359-3940•TTY (801) 538-7458



O O
Operator: Bill Barrett Corporation
Well Name & Number Peter's Point UF 3-36-12-16

API Number: 43-007-31271
Lease: UTU-004049

Location: NE NW Sec._3_6_ T. 12 South R. 16 East

Conditions of Approval

1. General
Compliance with the requirements of Utah Admin. R. 649-1 et seq., the Oil and Gas
Conservation General Rules, and the applicable terms and provisions of the approved
Application for permit to drill.

2. Notification Requirements
Notify the Division with 24 hours of spudding the well.

• Contact Carol Daniels at (801) 538-5284.

Notify the Division prior to commencing operations to plug and abandon the well.
• Contact Dustin Doucet at (801) 538-5281 office

(801) 733-0983 home

3. Reporting Requirements
All required reports, forms and submittals will be promptly filed with the Division,
including but not limited to the Entity Action Form (Form 6), Report of Water
Encountered During Drilling (Form 7), Weekly Progress Reports for drilling and
completion operations, and Sundry Notices and Reports on Wells requesting approval of
change of plans or other operational actions.

4. State approval of this well does not supersede the required federal approval, which must be
obtained prior to



cocama AdOO
Fonn3160-3gg(g jVgQ FORMAPPROVED

(ApËÑ½FIELDOFFICE (gå nå.,
UNITED STATES .

D ARTMENTOF THE INTERIOR 5. LeaseSerialNa

200US \ 2 P !2 UREAUOFLAND MANAGEMENT
UTU-004049

6. IfIndian,AlloteeorTribeName
APPLICATIONFOR PERMIT TO DRILL OR REENTER

n/a

la. Typeof work: DRILL REENTER
7 IfUnitor CAAgreement,NameandNo.

PETER'S POINT/ UTU-063014¾

8. LeaseNameandWel1No.
Ib. Typeof Well: 08 Weu Gu Well Mer SingleZone MultipleZone Peters Point UF 3-36-12-16

2. NameofOperator 9. API WellNo.
BILL BARRETT CORPORATION

3a. Address 1099 18th Street, Suite 2300 Denver CO 80202 3b. PhoneNo.(include area cok) 10.FieldandPool,or Exploratory
(303) 312-8134 Peter's Point/Wasatch-Mesaverde

4. Locationof Well(Reportloca#onclearly and in acconianœ uith wry Stateaquiremens.*) l 1.Sec.,T.R.M. or Blk.andSurveyor Alea

At surface NENW, 572' FNL, 2184' FWL
Section 36-T12S-R16E S.L.B.&M.

Atproposedprod.zone same

14. Distanceinmilesanddirectionfromnearesttownorpostofice* 12.CountyorParish 13. State

approximately 52 miles from Myton, UT Carbon UT

15. Distancefromproposed* 16.No.of acresinlease 17. SpacingUnitdedicatedtothiswell
locationtonearest
propertyor leaseline, it
(Alsotonearestdrig.unit line,ifany) 572' 280 160 acres

18. Distancefromproposedlocation* 19.ProposedDepth 20. BLM/BIABondNo.on file
to nearestwell,drilling,completed,
appliedfor,on thislease,ft. 1073' (36-2) 7200' Nationwide Bond #WYBOOOO40

21. Elevations(ShowwhetherDF,KDB,RT,GL,etc.) 22. Approximatedateworkwillstart* 23. Estimatedduration

6732' ungraded ground 06/01/2007 45 days

24. Attachments

The following,completedinaccordancewith therequirementsof OnshoreOilandGasOrderNo.1, shallbeattachedto thisform:

1. Wellplatcertifiedbya registeredsurveyor. 4. Bondtocover the operationsunlesscovered byan existingbondon file(see

1 ADrillingPlan, Item20 above).

3. A SurfaceUsePlan (if the location is on NationalForestSystemLands,the 5. Operatorcertification

SUPO shallbe filedwiththeappropriateForest ServiceOffice). 6. Suchother site specific informationand/orplans as mayberequiredbythe
authorizedofficer.

25. Signature .

Name(Printed/7)ped) Date

,
I Tracey Fallang 03/08/2007

Title

Approvedby

Ennvironmen latory Analyst

Name(Print e Date

Title ASSÍSÍ25tField 98 gef, office Div!Sion of C;S

ApplicationapprovaWAWWI N G.EEWatantholdslegalorequitabletitlelo
those0righbts

su et ee whichwouldentitletheapplicantto

conductoperationsthereon.
Conditionsofapproval,ifany,are attached.

Title 18U.S.C.Section1001andTide43U.S.C.Section1212,make ita crimeforanypersonknowinglyand willfullytomaketoany departmentor agencyofthe United
Statesanyfalse,fictitiousor fraudulentstatementsor representationsas toanymatterwithinitsjurisdiction.

*(Instruction

CONDITIONSOFAPPROVALATTACHED



BILL BARRETT CORPORATION
T12S, Ri6 E, S. L.B. &M• Well location, PETER'S POINT #3-36-12-16,

ÖH P of lOcated as shown in the NE 1/4 NW 1/4 of
see,,,, 5269.44' (G.L.O.) Section 36, T12S, R16E, S.L.B.&M. Corbon

County, Utah.
BASIS OF ELEVATION

COTTONTRIANGULATIONSTATION, LOCATEDIN THE NW 1/4 OF
PE7ER'S POINT /J-J6-12-16 SECTION31, T12S, R16E, S.LB.&M. TAKENFROMTHE TWIN
Elev. Ungraded Ground = 67J2' HOLLOW,CARBONCOUNTY, QUADRANGLE,7.5 MINUTEQUAD.

(TOPOGRAPHICMAP) PUBLISHEDBY THE UNITEDSTATES
DEPARTMENTOF THE INTERIOR, GEOLOGICALSURVEY. SAID
ELEVATIONIS MARKEDAS BEING 7386 FEET.

BASIS OF BEARINGS
BASIS OF BEARINGSIS A G.P.S. OBSERVATION.

Starres 36
I

o o - o

SCALE

CERTIFICATE
THIS IS TO CERTIFYTHAT THE ABOVE Pl.ATWÄ EPAREDFROM
FIELDNOTES OF ACTUALSURVEYS MAGE B E MY
SUPERVISIONANDTHAT THESAME ARE TRGEAND cd 10 TNE
BEST OF MY KNOREDGEAND B

RR
i 6 i'7

R STRÁTIONÑO 6131Ti2S ST OE•UTAH
.

Ti3S EAST - 5280.00' (G.LO.)
REVISED: 01-10-06

UnrrAH ENGINEERING &c a
85 SOUTH 200 £AST - VERNA UTAH 84078

(AUTONOMOUSNAD 83) (435) 789-1017

LEGEND: LATlTUDE =
39°44'09.43" (39.735953) SCAŒ DATESURVEYED: DATEDRAWN:

LONGITUDE=
110°04'27.82" (110.074394) 1" =

1000° 09-29-05 10-03-05
=

90° SYMBOL (AUTONOMOUSNAD 27) "^""D.R A.H L.K G . PLAT
= PROPOSEDWELLHEAD· LATlTUDE =

39°44'09.56" (39.735989) BTHER FlŒ
A = SECTION CORNERS LOCATED- LONGITUDE=

110°04'25.28" (110.073689) w^RM BILLBARRETT



BillBarrett Corporation
Peters Point Unit Federal 3-36-12-16
Peters Point Unit
Lease UTU-04049
NE/NW Sec. 36, T12S, R16E
Carbon County, Utah

A COMPLETE COPY OF THIS APPROVED PERMIT and Conditions of Approval shall be
maintained on location during all construction and drilling operations, and shall be
available to contractors to ensure compliance.

CONDITIONS OF APPROVAL

Approval of this application does not warrant or certifythat the applicant holds legal or equitable
title to those rights in the subject lease which would entitle the applicant to conduct operations
thereon.

Be advised that BillBarrett Corporation is considered to be the operator of the above well and is
responsible under the terms and conditions of the lease for the operations conducted on the
leased lands.

Bond coverage for this well is provided by WYBOOOO40(Principal -- BillBarrett Corporation) via
surety consent as provided for in 43 CFR 3104.2.

This office will hold the aforementioned operator and bond liable until the provisions of
43 CFR 3106.7-2 continuing responsibility are met.

This permit will be valid for a period of one year from the date of approval. After permit
termination, a new application must be filed for approval.

All lease operations will be conducted in full compliance with applicable regulations
(43 CFR 3100), Onshore Oil and Gas Orders, lease terms, notices to lessees, and the approved
plan of operations. The operator is fully responsible for the actions of his subcontractors.
Failure to comply with the provisions of this permit, including applicable regulations, stipulations,
and/or approval conditions, will be considered a violation subject to the enforcement provisions
of 43 CFR Subpart



A. DRILLING PROGRAM

1. The proposed 3M BOP system is adequate for anticipated conditions.
Installation, testing and operation of the system shall be in conformance with
Onshore Oil and Gas Order No. 2.

2. Concurrent approval from the State of Utah, Division of Oil,Gas & Mining
(DOGM) is required before conducting any surface disturbing activities.

3. The proposal included a provision for using minor amounts of diesel in the drilling
fluid system. Diesel may be added to the system only after cementing the surface
casing into place.

4. The proposal included options for using one of three different grades of
production casing. Any of the three options may be used.

5. The production casing shall be cemented such that the top-of-cement extends a
minimumof 100 feet into the surface casing.

6. A cement bond log (CBL) or other appropriate tool for determining top-of-cement,
shall be run on the production casing string, unless cement is circulated to
surface.

7. If logging reveals that the cementing objectives were not met, remedial cementing
will be required.

8. Locally, the Green River Formation is known to contain oil, gas, oil shale and tar
sand deposits. However, the lateral occurrence, distribution and grade of the oil
shale and tar sand deposits are not well defined. The operator shall pay
particular attention to this section, and shall attempt to identify and describe any
of these resources that may be penetrated. Any information obtained on these
resources shall be included as part of the Well Completion
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Peters Point 3-36-12-16

B. SQRFACEUSE

1. The following appendicesare attached for your reference. Theyare to be
followed as conditionsof approval:

' SM-A,Seed Mixture for Berms,Topsoit Piles, Pad Margins
SM-B,Seed Mixture for Final Reclamation (buried pipelines, abandoned
pads, roads, etc.)
TMC1,Browse Hand Planting Tubeling Mixtures
Lease Stipulations,see attached Table 2.3 from EAfor West Tavaputs
Plateau DrillingProgram.
Applicant-committedenvironmentalprotection measures, see attached
Appendix B

2. The mud pit will be lined with an impermeable liner. Fin from the pit would
be stockpiledwithin a drainage controlberm along the edge of the pit and
adjacent edgeof the well pad.

3. Within six months of installation, surface structuresshallbe painted in the
followingflat, earth tone color: Olive Black(5WA20-6). This Futter O'Brien
color is for reference only. Any brand of paint may be usedprovided the colors
match. Any facilities that mustbe painted to complywith OSHAstandardsare
exempt.

4. In areas where the soit surface showsevidence of biological soitcrusts, the top
uppermost (1/4-inch) of undisturbed biological sottsfrom adjacent an
undisturbed area shall be randomtycollectedfrom sman areas (approximately
12-inch squares) and cast overthe reclaimed site immediately following final
reclamation to the facilitate re-establishment of soilcrusts. Suchactions would
mitigate impacts to soilcrustsin the long·term, althoughshort-termimpacts
would remain.

5. BBCshall provide the authorized officerwith an annualreport of water
consumed for the entire field for drilling, completion, and dust-suppression
activities. This reportshalldetait the amountsused and the source of the
water.

6. Where appropriateuse brush-hogor similarequipment to minimizeimpact to
vegetation and enhance re.growth and revegetation
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7. Feather edges of disturbed area by creating a vertical transitionfrom talter to
shortervegetation along disturbed edges. Varywidth of disturbance and
preserve someplant masses to create a more naturally appearingedge and
therebyavoid straight,sweeping,and convergingtinesin the landscape.

8. Reduce overallwidth of surfacedisturbance by workingwith equipmenton the
road, and takingadvantageof the access alreadyprovidedby the roadway,

9. BBCshall implement an effective revegetation plan, including installation of
shrubs and tubetings,thus establishing larger plants early.

10. Use rocksand downedvegetation to "break up" new texturescreated by
disturbance andexposureof soits,and to provide "planting pockets" for the
establishment of new plant materials.

11. At streamcrossingskeep att equipmentaway from edgeof escarpmentsand
stream banks therebyminimizing impacts to escarpmentedge, and stabilize
these edges pre-Construction using vegetative or mechanicatmethods.

12. Refer to TMC1,Browse Hand Planting Tubeting Mixtures to easilyestablishfast-
growing shrubsin seed mix and as tubelings,

13. To minimize the chance of undesirable plant species (especiallyseeds) from
being carried into the WTPPA,equipmentwould be power-washedbefore being
brought in.

14. Heavyequipmentwould not mobilizeor demobilizethroughNineMile Canyon
on weekends or holidays.

15. Recontour att disturbed surfaces to more naturat•appearing tandform,similarin
topographyto pre-disturbance and surroundinglandscape. Prepare the soitsfor
proper revegetationand implement best management practices for
revegetation and erosion control.

16. The MexicanSpotted OwlConservationMeasures to avoidimpacts:
1. Employbest available technologyon production wetts and compression

equipmentwithin .5 milesof canyon habitat modet.
2. Upondiscoveryof individuals or sightingsof this species,hatt

construction/drilling activities and notify authorizedofficial.

17. No construction/drilling activitiesshall occur duringthe time of the year
November 1 through May 15 for sage-grousewinter
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18. Mute deer on critical winter ranges shaltbe protected by seasonal restrictions
on Construction from November 1 throughMay 15 wherefederat permits are
required.

19. Elkon high priority and critical winter rangeswould be protected by seasonal
restrictions on construction from November i throughMay 15

20. • A Paleontologist acceptableto the BL.Mwitt monitor during surface disturbing
activities.If paleontologicresourcesare uncovered duringsurfacedisturbing
activities,the paleontologist shalt immedtately nottfythe AuthorizedOfficer
(AO).The AOwill arrange for a determination of significanceand, if necessary,
recommenda recoveryor avoidance plan.

21. There is an eligiblesite, 42Cb2085,whichis located along the access road.
The hearth at 42Cb2085is located about16 meters front the existingpipeline
that will be reptaced. A temporary fence shalt be constructedalong the site
boundary to assist with avoidanceduringconstruction.A qualtfied archeologist
shalldirect the placement of the fence. All disturbance activity shall be
limited to the bladed road, and in the vicinity of site 42Cb2085, the new
pipeline shall be "boomed"into place, to further avoidthe eligible site.

22. The companyshall providegeo-referenced spatial data depicting as-built
locations of all facilities, welts, roads, pipetines, power lines, andother related
facilities to BLMby November 1 of each year until completionof project
constructionactivities has occurred.

GENERALCONSTRUCTION

23. Operator shall contact the Price BLAOfficeat least forty-eight hours prior to
the anticipated start of constructionand/or anysurface disturbingactivities.
The BLMmay requireand schedule a preconstruction conferencewith the
operator prior to the operatorcommencingconstructionand/or surface
disturbing activities. The operator and the operator'scontractor,or agents
involved with constructionand/or any surface disturbingactivitiesassociated
with the project, shallattend this conference to review the conditionsof
Approvat and plan of development. The operator'sinspector will be designated
at the pre-dritt conference,and is to be givenan approvedcopyof all maps,
permits andconditionsof apprOYal before the start of construction. The BLM
will alsodesignate a representative for the project at the preconstruction
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24. The operator shall designate a representative(s)who shalt have the authority
to act upon and to implement instructions from the BLM. The operator's
representative shall be avaitablefor communication with the BLA within a
reasonable time when construction or other surface disturbing activities are
underway.

25. Any archaeology/culturalresourcediscovered by the operator, or any person
working on his behalf, on public tandare to be immediately reported to the
Price Bl.MOffice. The operator will suspendatt operations in the immedtate
area of such discovery until written authorization to proceed is issued by the
Price BLAOffice. An evaluation of the discovery win be made by the BLMto
determine appropriate actions to prevent the toss of significant cultural or
scientific values. The operator is responsible for the cost of evaluation of any
site found during construction. The BLMwill determine what mitigationis
necessary.

26. During project construction,surface disturbance and vehicle travet shatt be
limited to the approved location and access routes. Any additionalarea
needed must be approved by the Price BLAOfficeprior to use.

27. The operator must provide a trash cage for the collectionand containmentof
all trash. The trash shalt be disposed in an authorized landfill. The location
and accessroadsshall be kept litter free.

28. Vegetation removal necessitated by construction shall be confinedto the limits
of actual construction. Removed vegetation will be stockpfted for use in
reclamation or removed from the constructionsite at the direction of the BLN.

29. Prior to surface disturbance, topsoit is to be separately removed and
segregated from other material. Topsoit depth will be decided onsite by BLM.
If the topsoit is less than 6 inches, a 6-inch layer that includes the A horizon
and the unconsolidated material immediately below the A horizon shatt be
removed and the mixture segregated and redistributed as the surface soit
layer.

Generally topsoil shall be stored within the pad site or adjacent to access
roads. The company in consultation with BLMshalt determine stockpile
locations and dimensions at the onsite. If the topsoit stockpites witt not be
redistributed for a period in excessof one (1) year, the stockpiles are to be
seeded with seed mixture SM-A(attached).

ROADgn¢ PIPELINE
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30. Operator shalt provide an inspector under the direction of a registered
professional engineer (PE)at all timesduring road construction. A PE shall
certify (statement with PE stamp) that the road was constructed to the
required Bureau of LandManagement (BLM)roadstandards.

31. Roadconstruction or routine maintenance activitíes are to be performed during
periods when the soilcan adequatelysupportconstructionequipment. If such
equipment creates ruts more than 6 inches deep, the soil is deemed too wet to
adequately support constructionequipment. Whenever dust plumes exceed
200 feet the companyshaltwater the roadto abate the dust

32. The operator is responsible for maintenance of all roads authorizedthroughthe
lease or a right-of-way. Constructionand maintenanceshall complywith Class
ll or III Road Standards as described in BLMManual Section 9113 and the Moab
District Road Standards, except as modified by Bl.M. Maintenance may include
but is not limited to grading, applying gravel, snowremoval, ditch cleaning,
heedcut restoration/prevention.

33. Topsoil from access roadsand pipelines are to be wind rowed alongthe uphill
side of the road or stored in an approved manner. When the road and pipetine
is rehabilitated, this soilwill then be used as a top coating for the seed bed.

34. Eroston-controlstructuressuchas water bars, diversionchannels,and terraces
will be constructed to divert water and reduce soilerosion on the disturbed
area. Road ditch turnouts shallbe equippedwith energy dissipaters as needed
to avoiderosion.Where roads interrupt overland sheet-flow and convert this
runoff to channel flow, ditch turnouts shall be designed to reconvert channet
flow to sheet flow. Rockenergydissipaters and gravet dispersion fans maybe
used or any other design which would accomplishthe desired reconversion of
flow regime. As necessary cut banks, road drainages, and road crossingsshall
be armoredor otherwise engineered to prevent headcutting.

PAD CONSTRUCTION

35. During the construction of the drill pad, suitabte topsoilmaterial is to be
stripped and conserved in a stockpileon the pad. If stockpitesare to remaín
for more than a year, they shallbe seededwith the seed mixture in appendix
SM-A,attached.

36. Generally, drilt pads are to be designed to prevent overland flow of water from
enteringor leavingthe site. The pad is to be slopedto drain spillsandwater
into the reserve pit. The drill pad shall be designed to disperse diverted
overlandflow and to regulate flowvelocity soas to prevent or
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erosion. Well pad diversionoutlets shattbe equipped with rockenergy
dissipators and gravel-bedded dispersionfans.

37, In the event construction can't be completed prior to winter closures,
measures to prevent erosionfrom upcomingspringsnowmeltshalt be takenas
follows:

a. Loose earth anddebris will be removedfrom drainages, and flood
plains.

b. Earth and debris shallnot be stockpitedon drainage banks.
c. Road drainages shall be checked to ensure there are nonewith
uncontrotted outtets.

1. Se sure alt ditch drainages have anouttet to prevent ponding.
2. If necessary, build temporarysedimentponds to capture
runofffrom unrectalmed areas.
3. Re.route ditches as needed to avoidchannetingwater through
loosened soft.

38. Excess materiat from road blading must not be plowed into drainages. Remove
excess material and deposit at approved locations.

RENAgluTATION PROCEDURES

Site Preparation

39. The entire roadbedshouldbe obliterated and brought back to the approximate
originalcontour. Drainage control is to be reestablished as necessary. All
areas affected by road constructionare to be recontoured to blend in with the
existing topography. Allberms are to be removedunlessdetermined to be
beneficial by BLM. In recontouring the disturbed areas, care should be taken
to not disturb additionalvegetation.

Seedbed Preoaration

40. An adequate seedbedshould be prepared for all sites to be seeded. Areasto
be revegetatedshouldbe chiseled or disked to a depth of at least 12 inches
unless restrained by bedrock.

41. Ripping of fitt materials shouldbe completedby a bulldozerequipped with
single or a twin set of ripper shanks. Ripping should be done on4-foot centers
to a depth of 12 inches. The process shouldbe repeated until the compacted
area is loose and friable, and then shall be followed by final grading. Seedbed
preparation will be considered complete when thesoilsurface is
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roughened and the number of rocks (if present) on the site is sufficientto
cause the site to match the surroundingterrain.

42. After final grading, the stockpiled topsoil shaltbe spread eventy acrossthe
disturbed area.

Fertilizatio_n

43. Commercialfertilizer with a formula of 16•16-8 is to be appliedat a rate of 200
pounds per acre to the site. The rate may be adjusted depending on soil.

44. Fertilizer is to be applied not more than 48 hours before seeding,and shall be
cultivated into the upper 3 inches of soil.

45. Fertilizer is to be broadcast overthe soit usinghand-operated "cyclone-type"
steders or rotary broadcast equipmentattached to construction or
revegetation machineryas appropriateto stope. Allequipmentshouldbe
equippedwith a meteringdevice. Fertilizer application is to take place before
the final seedingpreparation treatment. Fertilizer broadcasting operations
shouldnot be conducted when windvelocities would interfere with even
distribution of the material.

Mulching

46. When it is time to reclaim this location, the Price BLMOfficewill determine
whether it will be necessary to use mulch in the reclamation process. The type
of mulch should meet the following requirements:. Wood cettulosefiber shalt
be naturat or cooked,shalt disperse readily in water, and shallbe nontoxic.
Mulch shall be thermally produced and air dried. The homogeneousslurryor
mixture shalt be capable of appticationwith power spray equipment. Acolored
dye that is noninjuriousto plant growth may be used when specified. Wood
cellulosefiber is to be packaged in new, tabeledcontainers. A minimum
applicationof 1500 pounds per acre shallbe applied, A suitable tackifiershall
be appliedwith the mulchat a rate of 60 to 80 pounds per acre.

An alternative method of mutchingon small sites would be the
application of straw or hay mulchat a rate of 2000poundsper acre.
Hay or straw shaltbe certified weed free. Following the applicationof
straw or hay, crimpingshalt occur to ensure retention.
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47. All disturbed areas are to be seededwith the seed mixture required by the
Bl.M. The seed mixture(s)shallbe planted in the fait of the year (Sept-Nov), in
the amountsspecified in poundsof pure live seed (PLS)/acre. If fatt seedingis
not feasible, the seed mixture(s)shall be planted April 30•May31. There shall
be no noxtousweed seed in the seed mixture. Seed will be tested and the
viability testing of seed shallbe done in accordance with State law(s)and
within 12 months prior to planting. Commercial seedwitt be either certified
or registered seed. The seed mixture container shallbe.tagged in accordance
withState law(s) and available for inspection by the BLM.Seed is to be
planted usinga drift equippedwith a depth regulatortoensureproper depth of
planting where drilling is possible. The seed mixture shaltbe eventy and
uniformlyplanted over the disturbed area. (Smatter/heavier seeds tend to
drop to the bottom of the drilt and are planted first. Appropriate measures
should be taken to ensure this does not occur.) Where drilling is not possible,
seed is to be broadcast and the area raked or chained to cover the seed.
Woody species with seeds that are too targefor the dritt witt be broadcast.
When broadcastingthe seed, the poundsper acre notedbelow are to be
increased by 50 percent.

Reseeding may be required if a satisfactory stand is not establishedto the
surfacerights owner'sspecifications. Evaluationof the seeding'ssuccess will
not be made before completion of the second growingseasonafter the
vegetation becomes established. The Price BLMOffice is to be notified a
minimumof seven days before seeding a project.

48. The disturbed areas for the road andpipeline must be seededin the fall of the
year, immediately after the topsoil is replaced. The prescribed seed mixtureis
attached as appendixSM-B.

General

49. Prior to the use of insecticides, herbicides, fungicides, rodenticides and other
siniitar substances, the operator must obtain from BLM,approvatof a written
plan. The plan mustdescribe the typeandquantity of material to be used, the
pest to be controlled, the method of application, the location for storageand
disposat of containers, and other information that BLMmay require. A
pesticide may be used only in accordance with its registered uses andwithin
other agencylimitations. Pesticides must not be permanentty storedon public
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Seed Mix A'
Temporary Disturbance

(for berms,topsoitpiles, pad margins)

Porbes Lbs

Yellow Sweetelover 2.0 lbs/acre
Ladak Alfalfa 2.0 lbs/acre
Cicer Milkvetch 1.0 lbs/acre
Palmer Penstemon 0.5 lbs/acre

Grasses Lbs

Casted Wheatgrass 2.0 lbs/acre
OrcatBasin W11drye 2.0 lbs/acre
Intermediate wheatgrass 2.0 lbs/acre

Total 11.5 lbs/acre
i Seed mixA is designedfor rapid establishment,soilholdingability, andnitogen fixing capability.
C-4 EA, West Tavapuis Plateau Dril/Ing Program

Seed Mix B
Final Reclamation

(for buried pipe lines,abandoned pads, road, etc.)

Forbes Lbs

Palmer Penstemon 0.5 lbs/aco
Golden Cryptantha 0.25 lbs/acre
Utah Sweetvetch 0.5 lbs/acre
YellowSweetelover 2.0 lbs/acre
LewisFlax 1.0 lbs/acre

Grpsses Lhs

Indian Ricegrass I.0 lbs/acre
Needle & Thread Grass 1.0 lbs/acre
Intermediate Wheatgrass 2.0 Ibs/aco
Blue Grama 0.5 lbs/acre
Galletia 0.5 lbs/acre
Great Basin Wildryc 2.0 lbs/acre

Woo¢V Plants Lbs

Fourwing Saltbush 2.0 lbs/acre
Winterfat 0.5 lbs/acre
WyomingBig Sagebrush 0.25 lbs/acre
Utah Serviceberry 1.0 lbs/aco
Blue Elderberry(Raw Sceds) 1,0
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Total 16.0 Ibs/acre
i YellowSweetoloveris plantedas a nurse cropto provide solarprotection,soil bindingand
nitrogen
fixing. It willnormallybe crowdedout in 2 to 3
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TMC 1: Browse Hand Planting
TubeMug Mixtures

oneof the two browsespecieslists(checkedbelow) am to be hand planted at the prescribed
applicationrate and accordingto the followingprescribod methods on areas thatare undergoing

longterm reclamation. Thewould includeall pipelinecorridors,bermaroundedge of drill pads,

miscellaneous disturbedamas associatedwith constructionsuch as staging.areas for equipment,
sidecaston road cuts, alongside upgradedor now mads upto and includingborrowditch and in
the terminationofredundant accessroads beingolosed. Thisplantingshall be completedin the
first planting window followingcompletionof construction and on all other disturbedareas upon

final rec1ämation.

Planting Methods:

Plantingshall be accomplishedusing a laborforcewith specific experience in landscape
restoration, hand plantingmethodsand handlingand care of browsetublingandor batcrootstock
plants.

Browseplants to be utilized can be bateroot stockor tubling stock plants of 1 yearold age class

or greater.

Browseseedling protectorswill be used to provideprotection from browsingungulates for two

years. Seedfingprotectorswill be of an open mesh rigid designthat will breakdownwhen
exposed to sunlight and that measuresa minimumof 12 inches in length and 4 inches indiameter.

Planting shall be completedin the spring(March i-April 1)andor fall (November1-December 1)

planting windows.

Browse plants shall be storedandhandled in such a manneras to maintainviability, according to
the type of browsestockbeing used.

Planting Species and Application Rate:

[ ] Sagebrush-Grass [ ] Pinyon-

Juniper
Plants PerAcro

Species

Wyoming Sagebrush(GordonCreek) 100 50
Fourwing Saltbush(Utahseed source colicoted 100 50

at or above 5,000feetelevation)
True Mountain Mahogany (Utahseed source) 0 50
AntelopeBitterbrush (Utah seedsourec) 0 50

Total 200 200

Smitable Substitutions:

Utah Serviceberry no 50

Winterfat 100
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EA, WestTavaputsPlateau Drilling Program
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i APPENDIX 8:

APPLICANT-COMMITTEDENVIRONMENTAL PROTECTION MEASURES
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I EA, WestTavaputsPlateau Drilling Program B-1

I 1.0 INTRODUCTION

1 AppendixB ispart of BBC's Proposed Action for the WTPDPas describedin Chapter 2.0, and BBCwill

comply withthe standards,pocedures, and requirementscontained in Appendix8 when implementing

the Alternatives unlessotherwise provided for by the BLM AuthorizedOfBcer(AO). Appendix B

describesstandardpracticesutilized to mitigate adverseeffectscaused by surface-disturbingactivitics.

I
I i

I

i
l
I

i
i
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FA, WestTawrputsPlateau Drilling Pragmm B-3

6. On newly constructed roads and permanentroads, the placement of topsoil,seeding,and stabilization
will be required onall outandfillslopesunlessconditionsprohibit this (e.g., rock). No unnecessary
side·castingof material(e.g., maintenance)on steepslopeswillbe allowed.

7. Reclamation of abandoned roadswiU include requírements for reshaping, recontouring, resurfacing
with topsoil, installationof water bars, and seedingon the contour. Road beds, welipads,and other
compactedareas will be ripped to a depthof 1.0foot on 1.5feet centersto reduce compaction prior to
spreading the topsoil across the disturbed area. Stripped vegetationwill be spread over the
distabance for nutrient recycling, where practical. Fertilization or fencingof thesedisturbances will
not normallybe required. Additional erosion controlmeasures (e.g., fibermating)and road barriers
to discourage travel may be required. Graveled roads, wellpads, and other sites will be stripped of
usable gravet and hauled to new constmetion sitesprior to ripping as deemed necessaryby the AO.
The removal of structures sucha*bridges, culverts,cattleguards,and signs will usually be required.

8. Main artery roads, regardless of th¢ primary user, will be crowned,ditched, drained, and, if deemed
appopriate by the AO, surfacedwith gravel:

9. Unnecessary topographic alterations will be mitigatedby avoiding, where possible, steep slopes,
rugged topography, and peremtialand ephemeral/intermittent drainages, and by minimising the area
disturbed.

I 10. Upon completion of construction and/or production activitÍes,the Companies will restore, to the
extent practicable,the topography to near prwxisting contours at well sites, access roads, pipelines,
and other facility sites.

I1. Existin8 roads will be used to the maximum extent possible and upgraded as necessary.

11 BBCwill comply with existingfedeml, state, and county requirements and restrictions to protect road
networksand the travelingpublic.

13. Specialarrangementswill be madewith the Utah Department of Transportationto transportoversisc
loads to the project area. Otherwise,load limits win be observed at all times to prevent damage to
existing road surfaces,

i 14. All development activities along approved ROWs will be restricted to areas authorized in the
approvedROW.

15. Roadsand pipelines will be locatedagacent to existing linearfacilitieswherever practical.

16. BBC and/or their contractors will post appropriatewarningsigns and requireproject vehicles to

I adhere to appropriate speed limits on prqject-required roads,as deemednecessaryby theAO,

16. BBC will be responsible for necessary preventativeand corrective road maintenancefor the duration
of the project. Maintenance responsibilities may include, but are not limited to, blading, gravel
surfacing, cleaningditches and drainage facilities, dust abatement, noxious weed control, or other
requirementsas directedby the AO.

I
i
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EA, WestTavaputsPlateau Drilling Program B-13

anyoil, glycol or producedwater and shall be constructed so that anydischarge from a primary
containment systeur, such as a tank or pipe, will not drain, infiltrate, or otherwise escape to
grounder surfacewaters beforecleanupis completed.

• Treaters, dehydrators and other productionfacilities that have the potential to leak or spill oil,
glycol, producedwater, or otherfluidwhjchmay constitutea hazard to public healthor safety,
shall be placed on or within appropriate contaimnentand/or diversionary structure to prevent
spiHedor leaking fluid from reaching ground or surfacewaters. The appropriatecontainment
and/ordiversionary structure will be sufficiently impervious to oil, glycol, producedwater, or
other fluid and will be installedso that any spill or Jeakagewill not drain, infiltrate,or otherwise
escape to ground or surfacewaters prior to completion of cleanup.

• Notice of any spill or leakage,as defined in BLM NTL 3A, will be immediately reported to the
AO by the Companies as wcUas to suchother federaland state officialsas required by law, Orat
notice willbe given as soon as possible, but within no more than 24 hours, and those oral noticca
will be confirmedin writingwithin72 hours of any such occurrence.

5

I
i
i
i
I



C. REQUIRED APPROVALS, REPORTS AND NOTIFICATIONS

Required verbal notifications are summarized in Table 1, attached.

Soud- Submit written notification (Sundry Notice, Form 3160-5) to the Moab Field Office within
24-hours after spud, regardless of whether using a dry hole digger or big rig.

Daily Drillinq Reports- Daily drilling reports that describe the progress and status of the well shall
be submitted to the Moab Field Office on at least a weekly basis. This report may be in any
format customarily used by the operator.

Oil and Gas Operations Reports (OGORs)- Production from this well shall be reported to
Minerals Management Service (MMS)on a monthly basis.

Sundry Notices- Any modification to the proposed drilling program shall be submitted to the
Moab Field Office on a Sundry Notice (Form 3160-5). Regulations at 43 CFR 3162.3-2 describe
which operations require prior approval, and which require notification.

Drillinq Suspensions- Operations authorized by this perrnit shall not be suspended for more than
30 days without prior approval of the Moab Field Office. AIIconditions of this approval shall be
applicable during any operations conducted with a replacement rig.

Undesirable Events- Spills,blowouts, fires, leaks, accidents, or any other unusual occurrences
shall be immediately reported to the BLM in accordance with requirements of NTL-3A.

Cultural Resources- If cultural resources are discovered during construction, immediately notify
the Price Field Office, and work that might disturb the cultural resources shall cease.

First Production- A first production conference willbe scheduled as soon as the productivity of
the well is apparent. This conference should be coordinated through the Price Field Office.

Notify the Moab Field Officewhen the well is placed into production. Initial notificationmay be
verbal, but must be confirmed in writing within five business days. Please include the date
production started, the producing formation and production volumes.

Well Completion Report- Whether the well is completed as a dry hole or as a producer, a Well
Completion or Recompletion Report and Log (Form 3160-4) shall be submitted to the Moab
Field Office within thirty-daysafter completion of the well. Two copies of all logs, core
descriptions, core analyses, well test data, geologic summaries, sample description, and all
other surveys or data obtained and compiled during the drilling, workover, and/or completion
operations, will be filed with Form 3160-4. When requested, samples (cuttings and/or samples)
will be submitted to the Moab Field



VentinqlFlarinq of Gas- Gas produced from this well may not be vented/flared beyond an initial,
authorized test period of 30 days or 50 MMcf, whichever first occurs, without the prior, written
approval of the Moab Field Office. Should gas be vented or flared without approval beyond the
authorized test period, the well may be ordered to be shut-in untilthe gas can be captured or
untilapproval to continue the venting/flaring pursuant to NTL-4A is granted. Compensation shall
be due for gas that is vented/flared without approval.

Produced Water- An application for approval of a permanent disposal method and location will
be submitted to the Moab Field Office for approval pursuant to Onshore Oil and Gas Order No.7.

Off-Lease Measurement, Storaqe, Comminqling- Prior approval must be obtained from the Moab
Field Office for off-lease measurement, off-lease storage and/or commingling of production prior
to the sales measurement point. The term "commingling" describes both the combining of
production from different geologic zones and/or combining production from different leases or
agreement areas.

Pluqqinq and Abandonment- If the well is a dry hole, plugging instructions must be obtained from
the Moab Field Office prior to initiating plugging operations.

A "Subsequent Report of Abandonment" (Sundry Notice, Form 3160-5) will be filed withthe
Moab Field Office within thirty-days following completion of the well for abandonment. This
report will indicate where plugs were placed and the current status of surface restoration. Upon
completion of approved plugging, a regulation marker will be erected in accordance with43 CFR
3162.6. Final abandonment will not be approved until the surface reclamation work required by
the approved APD or approved abandonment notice has been completed to the satisfaction of
the Price Field Office or the appropriate surface managing agency.

TABLE 1 NOTIFICATIONS

Notify Walton Willis (435-636-3662) or Nathan Sill (435-636-3668) of the BLM Price Field Office
for the following:

1 day prior to spud (Sill);

50 feet prior to reaching the surface casing setting depth (Willis);

3 hours prior to testing BOP equipment (Willis).

If the person at the above number cannot be reached, notify the BLM Moab Field Office at
435-259-2100.

Well abandonment operations require 24-hour advance notice and prior approval. In the case of
newlydrilled dry holes, verbal approval can be obtained from:

Eric Jones, Petroleum Engineer Office: 435-259-2117
Home:



STATE OF UTAH FORM 6
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS AND MINING

ENTITY ACTION FORM

Operator: Bill Barrett Corporation Operator Account Number: N 2165

Address: 1099 18th Street, Suite 2300

city Denver

state CO zip 80202 Phone Number (303) 312-8134

Wall 1

API Number Well Name QQ Sec Twp Rng County

4300731271 Peter's Point IJnit Federal 3-36-12-16 NENW 36 12S 16E Carbon

Action Code Current Entity New Entity Spud Date Entity Assignment
Number Number Effective Date

6/19/2007

Comments:

weit 2PI
Number Well Name QQ Sec Twp Rng County

Action Code Current Entity New Entity Spud Date Entity Assignment
Number Number Effective Date

Comments:

weilAPI
Number Weil Name QQ Sec Twp Rng County

Action Code Current Entity New Entity Spud Date Entity Assignment
Number Number Effective Date

Comments:

ACTION CODES:
A - Establish new entity for new well (single well only) Tracey Fallang

B - Add new well to existing entity (groupor unit well) Namo (P ase Print)

C - Re-assign well from one existing entity to another existing entity / / / ·

, y

D - Re-assign well from one existing entity to a new entity signature
E - Other (Explain in comments section) Environmental Adalyst 6/18/2007

RECEIVED Tltje Date

2x JUN19 2007

DIV.0FOIL,GAS&



Fonn 3160-5
OÑN \Ê3(April2004) DEPARTMENTOF THE INTERIOR Expires:Mardi31,2007

BUREAU OF LAND MANAGEMENT 5. LeaseSerialNo.

SUNDRY NOTICES AND REPORTS ON WELLS UTE *

Do not use thIs form for proposals to drill or to re-enter an 6. If Indian,AllotteeorTribeNane

abandoned well. Use Form 3160 - 3 (APD) for such proposals· nia

SUBMIT IN TRIPLICATE- Other instructions on reverse side. 7. IfUnitorCA/Agreement,Nameand/or No.

Peter's Point/UTU-063014
1. Type o

Well GasWell O OAu 8. WellNameandNa
Peter's Point UF 3-36-12-16

2 Nameof BILL BARRETT CORPORATION 9. APIWellNo.

3a Address 3b. PhoneNo.(include ama code) 43-007-31271

1099 18th Street Suite 2300 Denver CO 80202 303 312-8168 10.Fieldand Pool,or ExploratoryArea

4 LocationofWell (Footage,Sec.,T.,R.,M.,or SurveyDesenpuog Peter's Point/Wasatch-Mesaverde

NENW, 572' FNL, 2184' FWL
11. CountyorParish, State

See. 36-T128-RI6E Carbon County, Utah

12. CHECK APPROPRIATEBOX(ES)TO INDICATE NATUREOF NEXITCE,REPORT, OR OTHER DATA

TYPEOF SUBMISSION TYPEOF ACTION

aceize O o.p. O Produedo (Stat/Resume) Wate Slmt-Of

Noticeof Intent Alto Camg FractureTreat Reclamadon WelUnegrity

SubsequentReport Cæing Repar New Construction Recomple Othe Weekly Activity

O Chage Plms PlugandAbando Temponrily Abandon Repon

O FinalAbandonmentNotice Convat to Injection PlugBack WaterDisposal

13. DescribeProposedor CompletedOperation(clearlystate all pertinentdetails,includingestimated starting dateof any proposedworkandapproximateduratiœthereaf.

Iftheproposalis todeependirectionallyorrecompletehorizontally,givesubsurfacelocationsandmeasuredandtrueverticaldepthsof all pertinentmarkers and zones.

AttachtheBondunderwhichtheworkwill be performedorprovidetheBondNo. onfilewithBLM/BIA.Requiredsubsequent reports shallbefiledwithin30days

followingcompletionof theinvolvedoperations.Iftheoperationresultsina multiplecompletionor recompletionina newinterval,a Form3160-4shall befiledoce

testinghasbeencompleted. FinalAbandonment Noticesshall be filedonlyafter all requirements, includingreclamation, havebeencompleted, and theoperatorhas

determinedthatthesiteisreadyforfmalinspection.)

WEEKLY DRILLING ACTIVITY REPORT FROM 06/25/2007 - 07/02/2007.

14. Ihereby certify thatthe foregoingistrue and correct
Name (Printed/Typed)

S

r Title Permit Analyst

07/02/2007

THIS SPACE FOR FEDERAL OR STATE OFFICE USE

Approvedly Title Date

Conditionsof approval,if any, areattached. Approvalof thisnoticedoesnot warrantor

catify thattheapplicantholdslegalor equitabletitletothoserightsin thesubjectlease Of ice
whichwouldentitlethe applicant to conduct operationsthereon.

Title 18U.S.C.Section1001andTitle43U.S.C.Section1212,make it a crime for anypersonknowmgly and williullyto maketo any departmemor agencyof the United

Statesanyfalse,fictitiousor fraudulentstatementsor representationsasto anymatterwithinits junsdiction.

(Instructionson page 2) RECE IVED
JULO52007

Dlv.0F0lt,GAS&



REGULATORY DRILLINGSUMMARY BIIIBarrett Corporation

Well : Peter'sPoint#3-36-12-16 API#: 43-007-31271 OperationsDate: 7/2/2007

Surface Location : NENW-36-12S-16E 26th PM Area : West Tavaputs Report #: 10

Spud Date : 6/20/2007 Days From Spud : 12 Depth At 06:00 : 7078

Morning Operations : LOGGING Estimated Total Depth : 7000

Remarks :

403 DAYS SINCE LAST LOST TIME ACCIDENT.
Time To Description DAILY SAFETY MEETING: TOOH, LOGGING.
8:00 AM TOOH FOR LOGS TUBULARSON PETERS POINT 3-36 LOCATION.

342-JOINTS OF 4 1/2" DRILL PIPE
1:00 PM LAYDOWN MOTOR, PULL WEAR RING, WAIT ON LOGGERS 23-JOINTS OF 6 1/4" DRILL COLLARS.
1:30 PM HOLD SM RIG UP LOGGERS 40-JOINTS OF 4 1/2" HEAVY WEIGHT DRILL PIPE.

1-8" M.M. S/N 8042 [OUT] HOURS=30
6:00 PM LOGLOGGERSTD 7070' SERVICE RIG 1-6 1/2" STRAIGHT M.M. S/N 6003 [OUT] HOURS=0
6:00 AM WIRELINELOGS (CHECK ALL CHAINS IN COMPOUND) 1-6 1/2" A.K.O. M.M. S/N 6005 [OUT] HOURS=0

1-6 1/2" FIXED@1.5' M.M. S/N 6271[IN] HOURS=
WATER USED DAILY= 660BBL.
WATER USED TOTAL= 10630BBL.
DIESEL FUEL ON LOCATION= 3667GALLONS.
DIESEL FUEL USED DAILY= 284GALLONS.
DIESEL FUEL USED TOTAL= 5791GALLONS.

Man-2500, ACC-2700,ANN-1300.

Well : Peter's Polnt #3-36-12-16 API #: 43-007-31271 Operations Date : 7/1/2007

Surface Location : NENW-36-12S-16 E 26th PM Area : West Tavaputs Report #: 9

Spud Date : 6/20/2007 Days From Spud : 11 Depth At 06:00 : 7078

Morning Operations : TOOH Estimated Total Depth : 7000

Remarks :

402 DAYS SINCE LAST LOST TIME ACCIDENT.
Time To Description DAILY SAFETY MEETING: Mixing Chemicals, Scrubbing,
7:00 AM DRILLING FROM 6405 TO 6437 TUBULARS ON PETERS POINT 3-36 LOCATION.

342-JOINTS OF 4 1/2" DRILL PIPE
7:30 AM RIGSERVICE, BOP DRILL, FUNCTION TEST PIPE RAMS 23-JOINTS OF 6 1/4" DRILL COLLARS.
2:00 AM DRILLINGFROM6437 TO 7078 40-JOINTS OF 4 1/2" HEAVY WEIGHT DRILL PIPE.

1-8" M.M. SIN 8042 [OUT] HOURS=30
3:00 AM CIRCULATEBTMSUP MIX&PUMP SLUG 1-6 1/2" STRAIGHTM.M. S/N 6003 [OUT] HOURS=0

4:00 AM SHORT TRIP 10 STDS. TO 6052 1-6 1/2" A.K.O. M.M. S/N 6005 [OUT] HOURS=0

5:00 AM CIRCULATE BTMS UP PUMP SLUG
1-6 1/2" FIXED@1.5'M.M.S/N 6271[IN] HOURS=
WATER USED DAILY- 210BBL.

6:00 AM STRAP OUT FOR LOGS (DROP SURVEY) WATERUSEDTOTAL= 9970BBL.
DIESELFUELON LOCATION= 3951GALLONS.
DIESEL FUEL USED DAILY= 746GALLONS.
DIESEL FUEL USED TOTAL= 5507GALLONS.

Man-2500, ACC-2700, ANN-1300, PU-159k SO-155k,
ROT-156k.
SPR #1 48-350PSI 120-1350PSI
SPR #2 45-350PSI 120-1350PSI

Notified Walton Willas(BLM) at approx.9:30pm of TD in
100' later tonight.

Notified SclumberJ to be on location here at 10:30am.

Report ByWe1\core
July 02, 2007 04:37



REGULATORY DRILLINGSUMMARY BIIIBarrett Corporation

Well : Peter's Point #3-36-12-16 API # : 43-007-31271 Operations Date : 6/30/2007

Surface Location : NENW-36-12S-16E 26th PM Area : West Tavaputs Repoit #: 8

Spud Date : 6/20/2007 Days From Spud : 10 Depth At 06:00 : 6405

MorningOperations : DRILLING AHEAD Estimated Total Depth : 7000

Remarks :

401 DAYS SINCE LAST LOST TIME ACCIDENT.
Time To Description DAILYSAFETY MEETING:
8:00 AM DRILLINGFROM6139 TO 6235 TUBULARSON PETERS POINT 3-36 LOCATION.

342-JOINTSOF 4 1/2" DRILL PIPE
8:30 AM RIG SERVICE, BOP DRILL, FUNCPIPE RAMS 23-JOINTS OF 6 1/4" DRILL COLLARS.

12:00 PM DRILLING FROM 6235 TO 6298 40-JOINTS OF 4 1/2" HEAVY WEIGHT DRILL PIPE.

1:00 PM CIRCULATEBTMSUP, MIX&PUMP PILL
1-8" M.M. S/N 8042 [OUT] HOURS=30
1-6 1/2" STRAIGHT M.M.S/N 6003 [OUT] HOURS=0

3:30 PM TRIP OUTOF HOLE 1-6 1/2" A.K.O. M.M. S/N 6005 [OUT] HOURS=0

6:00 PM i.AYDOWN DIRECTIONAL TOOLS
1-6 1/2" FIXED@i.5' M.M.S/N 6271[IN] HOURS=
WATER USED DAILY= 700BBL.

10:00 PM C/O MOTOR & BIT TRIP IN TO 3480' & BREAK CIRC. TRIP IN TO WATER USED TOTAL= 9760BBL.
6268' REAM 30' DIESEL FUEL ON LOCATION= 4697GALLONS.

DIESEL FUEL USED DAILY= 714GALLONS.
6:00 AM DRILLINGFROM6298 TO 6405 DIESEL FUEL USED TOTAL= 4761GALLONS.

Man-2400,ACC-2750, ANN-1150, PU-150k SO-145k,
ROT-148k.
SPR #1 48-350PSI 120-1350PSI
SPR #2 45-350PSI 120-1350PS1

Well : Peter's Point #3-36-12-16 API #: 43-007-31271 Operations Date : 6/29/2007

Surface Location : NENW-36-12S-16 E 26th PM Area : West Tavaputs Report #: 7

Spud Date : 6/20/2007 Days From Spud : 9 Depth At 06:00 : 6139

MorningOperations : Drilling Ahead Estimated Total Depth : 7000

Remarks :

400 DAYS SINCE LAST LOST TIME ACCIDENT.
Time To Description DAILYSAFETYMEETING:Workingon Pump, Changing
4:00 PM DRILLINGFROM 5210 TO 5690 Oil,Digging Ditches, Mixing Mud.

TUBULARS ON PETERS POINT 3-36 LOCATION
4:30 PM LUBRICATERIG, BOP DRILL, FUNTION TEST PIPE RAMS 342-JOINTSOF 4 1/2" DRILLPIPE,
6:00 AM DRILLINGFROM5690 TO 6139 23-JOINTS OF 6 1/4" DRILL COLLARS.

40-JOINTS OF 4 1/2" HEAVY WEIGHT DRILL PIPE.
1-8" M.M. SIN 8042 [OUT] HOURS=30
1-6 1/2" STRAIGHTM.M.S/N 6003 [OUT] HOURS=0
1-6 1/2" A.K.O. M.M. S/N 6005 [OUT] HOURS=0
1-6 1/2" FIXED@1.5' M.M.S/N 6271[IN] HOURS=
WATER USED DAILY= 230BBL.
WATER USED TOTAL= 8970BBL.
DIESEL FUEL ON LOCATION= 5411GALLONS.
DIESEL FUEL USED DAILY=822GALLONS.
DIESEL FUEL USED TOTAL= 4047GALLONS.

Man-2400,ACC-2750, ANN-1250, PU-147k SO-143k,
ROT-145k.
SPR #1 48-350PSI 120-1350PSI
SPR #2 45-350PSI 120-1350PSI

Report By Welicore
July02, 2007 04:37



REGULATORYDRILLINGSUMMARY BIIIearreucorporation

Well : Peter's Point #3-36-12-16 API #: 43-007-31271 Operations Date : 6/28/2007

Surface Location : NENW-36-12S-16 E 26th PM Area : West Tavaputs Report #: 6

Spud Date : 6/20/2007 Days From Spud : 8 Depth At 06:00 : 5210

Morning Operations : DRILLING Estimated Total Depth : 7000

Remarks :

399 DAYS SINCE LAST LOST TIME ACCIDENT.
Time To Description DAILY SAFETY MEETING CHANGINGSWIVEL PAC.
7:00 AM DRILLINGFROM 4024 TO 4152 TUBULARS ON PETERS POINT3-36 LOCATION.

10:00 AM POOH 2STDS REPACKSWIVEL RIH
342-JOINTS OF 4 1/2" DRILL PIPE.
23-JOINTS OF 6 1/4" DRILL COLLARS.

10:30 AM RIGSERVICE,BOP DRILLFUNC.PIPE RAMS 40-JOINTS OF 4 1/2" HEAVYWEIGHT DRILLPIPE.

6:00 AM DRILLINGFROM4152 TO 5210
1-8" M.M. SIN 8042 [OUT] HOURS=30
1-6 1/2" M.M. STRAIGHT S/N 6003 [OUT] HOURS=0
1-6 1/2"M.M.AKOS/N 6005 [OUT] HOURS=0
1-6 1/2" M.M. FIXED 1.5 S/N 6271 [IN] HOURS=68
WATER USED DAILY=160 BBL.
WATERUSED TOTAL=8740 BBL.
DIESEL FUEL ON LOCATION=1733 GALLONS.
DIESEL FUEL USED DAILY=1350 GALLONS.
DIESEL FUEL USED TOTAL=3225 GALLONS.
*****DAYCREW MISSING ONE MAN*****
****"NIGHT CREW MISSINGONE MAN"***
**RECIEVED 7100' 5 1/2" PRO CSG FROM BUNNING

Well : Peter's Polnt #3-36-12-16 API #: 43-007-31271 Operations Date : 6/27/2007

Surface Location : NENW-36-12S-16 E 26th PM Area : West Tavaputs Report #: 5

Spud Date : 6/20/2007 Days From Spud : 7 Depth At 06:00 : 4024

Morning Operations : DRILLING Estimated Total Depth : 7000

Remarks :

398 DAYS SINCE LAST LOST TIME ACCIDENT.
Time To Description DAILY SAFETY MEETING STILL SHORTHANDED.

1:00 PM DRILLING FROM 2453 TO 2998 TUBULARSON PETERS POINT 3-36 LOCATION.
342-JOINTS OF 4 1/2" DRILL PIPE

1:30 PM RIGSERVICE,BOP DRILL FUNCT. PIPE RAMS 23-JOINTS OF 6 1/4" DRILL COLLARS.
40-JOINTS OF 4 1/2 DRILL PIPE.

6:00 AM DRILLINGFROM 2988 TO 4024 1-8" M.M.S/N 8042 [OUT]HOURS=30
1-61/2" M.M. STRAIGHTSIN 6003 [OUT] HOURS=0
1-61/2" M.M.FIXED 1.5" S/N 6005 [OUT] HOURS=0
1-61/2"M.M.FIXED 1.5' S/N 6271 [1N]HOURS=47.5
WATER USED DAILY=1820 BBL.
WATER USED TOTAL=8580 BBL.
DIESEL FUEL ON LOCATION=3005GALLONS.
DIESELFUEL USED DAILY=755 GALLONS.
DIESEL FUEL USED TOTAL= 1875 GALLONS.
***DAYCREW ONE MAN MISSING***

*"NIGHT CREW ONE MAN MISSING

Report ByWellcore
July 02, 2007 04:37



REGULATORY DRILLINGSUMMARY BIIIBarrett Corporation

Well : Peter's Point #3-36-12-16 API #: 43-007-31271 Operations Date : 6/26/2007

Surface Location : NENW-36-12S-16E 26th PM Area : West Tavaputs Report #: 4

Spud Date : 6/20/2007 Days From Spud : 6 Depth At 06:00 : 2453

Morning Operations : DRILLING Estimated Total Depth : 7000

Remarks :

397 DAYS SINCE LAST LOST TIME ACCIDENT.
Time To Description DAILYSAFETY MEETINGWORKINGSHORTHAND
9:30 AM DRILLING FROM 1111 TO 1302 TUBULARS ON PETERS POINT 3-36 LOCATION.

342-JOINTS OF 4 1/2" DRILL PIPE
10:00 AM GREASE RIG, BOP DRILL FUNCT ANNULAR 23-JOINTS OF 6 1/4" DRILL COLLARS.
6:00 AM DRILLING FROM 1302 TO 2453 40-JOINTS OF 4 1/2" HEAVY WEIGHT DRILLPlPE

1-8" MUD MOTERS/N 8042 [OUT] HOURS=30
1-6 1/2" MUD MOTER S/N 6003 [OUT] HOURS=0
1-6 1/2"FIXED 1.5' M.M. S/N 6271 [IN] HOURS=.24
WATERUSED DAILY=4040 BBL.
WATER USED TOTAL=6760 BBL.
DIESEL FUEL ON LOCATION=3760 GALLONS.
DIESEL FUEL USED DAILY=567 GALLONS.
DIESEL FUEL USED TOTAL=1120 GALLONS.
**NIGHTCREW ONE MAN MISSING**
**DAYCREW ONE MAN MISSING**

Well : Peter's Point #3-36-12-16 API #: 43-007-31271 Operations Date : 6/25/2007

Surface Location: NENW-36-12S-16 E 26th PM Area : West Tavaputs Report #: 3

Spud Date : 6/20/2007 Days From Spud : 5 Depth At 06:00 : 1111

Morning Operations : DRILLING Estimated Total Depth : 7000

Remarks :

.
396 DAYS SINCE LAST LOST TIME ACCIDENT.

Time To Description DAILYSAFETY MEETINGREDRILLING RATHOLE.
2:00 PM RIG UP,PULL RATHOLE SLEEVE P/U ROT TOOL TUBULARS ON PETERS POINT 3-36 LOCATION.

342-JOINTS OF 4 1/2" DRILL PIPE.
7:00 PM REDRILL RATHOLE 23-JOINTS OF 6 1/4" DRILL COLLARS.

TEST FLOOR VALVES, KELLY,CHOKE MANNIFOLD UPSTREAM 40-JOINTS OF 4 1/2" HEAVY WEIGHT DRILLPIPE.
VALVESDOWNSTREAM VALVES,CHOKE LINE INNER &OUTER 1-8" MUD MOTERS/N 8042 [OUT] HOURS=21.5

CHOKE VALVES,KILLVALVE CHECKVALVE. BLIND RAMS,PIPE 1-6 1/2" MUD MOTERS/N 6003 [OUT] HOURS=O

RAMSTO 3000 PSI FOR 10 MINANDANNULARTO 1500 PSI FOR 1-6 1/2" FIXED 1.5 M.M. S/N 6271 [IN]HOURS=1/2
10 MIN.CASING TO 1500 PSI AND ACCUMULATER FUNCTION WATER USED DAILY=2720 BBL
TEST. INSTALLWEAR RING WATERUSED TOTAL=2720 BBL

DIESEL FUEL ON LOCAT10N=4327 GALLONS
DIESEL FUEL USED DAILY=370 GALLONS
DIESEL FUELUSED TOTAL=553GALLONS

11:00 PM ORINTATE DIRECTIONAL TOOLS,P/U BHA

3:00 AM DRILLPLUG& FLOATANDSD CEMENT TO 960

4:00 AM INSTALL ROTATINGRUBBER

5:30 AM DRILLCEMENT AND SHOE 1037

6:00 AM DRILLINGFROM1037 TO 1111

Report ByWellcore
July02, 2007 04:37



pason systems usa corp.
18100 Table Mountain Parkway • Ste. 100 • Golden • CO • 80403

Telephone (720] 880-2000 • Fax [720] 880001 8

July 5, 2007

Utah Division of Oil, Gas & Mining
P.O. Box 145801
Salt Lake City, UT 84114-5801

RE: BILL BARRETT CORPORATION
PETERS POINT 3-36-12-16
SEC. 36, T12S, R16E
CARBON COUNTY, UT

To Whom It May Concern:

Enclosed is the final computer colored log for the above referenced well.

We appreciate the opportunity to be of service to you and look forward to working with
you in the near future.

If you have any questions regarding the enclosed data, please contact us.

Size y,

Bill Nagel
Geology Manager
Pason Systems USA
BN/gdr

Encl: 1 Computer Colored Log.

Cc: Jake Gelfand, Bill Barrett Corp., Denver, CO.
RECEIVED
JULO9 2007

DIV.0F0lL,GAS&





REGULATORY DRILLINGSUMMARY BillBarrett Corporation

Well : Peter's Point #3-36-12-16 API #: 43-007-31271 Operations Date : 7/4/2007

Surface Location : NENW-36-12S-16E 26th PM Area : West Tavaputs Report #: 12

Spud Date : 6/20/2007 Days From Spud : 14 Depth At 06:00 : 7078

MorningOperations : RIGGING DOWN Estimated Total Depth : 7000

Remarks :

405 DAYS SINCE LAST LOST TIME ACCIDENT.
Time To Description DAILYSAFETY MEETING: Laying down drill pipe, Logging,

9:30 AM RUN CASING Laying Down DP, Running Casing.
TUBULARS ON PETERS POINT 3-36 LOCATION.

10:00 AM RIGUP CIRC SWEDGE 342-JOINTSOF 4 1/2" DRILL PIPE.
10:30 AM WASH CASING TO BOTTOM 23-JOINTS OF 6 1/4" DRILL COLLARS.

40-JOINTSOF 4 1/2" HEAVY WEIGHT DRILLPIPE
12:00 PM LD 1 JNT OF CSG &RIG DOWN CASINGCREW 1-8" M.M. S/N 8042 [OUT] HOURS=30
4:00 PM RIG UP CEMENT CREW &CEMENT CASING 1-6 1/2"STRAIGHTM.M. S/N 6003 [OUT] HOURS=12

1-6 1/2" A.K.O. M.M.S/N 6005 [OUT] HOURS=0
6:00 PM WAIT ON CEMENT TO SET 1-6 1/2" FIXED@1.5' M.M. S/N 6271[out] HOURS=97

7:00 PM Set Lips Pick-Up B.O.P. & Cut off Casing WATER USED DAILY= 280BBL.
WATER USED TOTAL= 10910BBL.

11:00 PM CLEAN MUD TANKS DIESEL FUEL ON LOCATION= 3005GALLONS.

6:00 AM RIG DOWN DIESEL FUEL USED DAILY= 283GALLONS.
DIESEL FUEL USED TOTAL= 6453GALLONS.

SLIPS SET AT 6:30PM @138K

Release Rig at 10:30pm.

Well : Peter's Point #3-36-12-16 API #: 43-007-31271 Operations Date : 7/3/2007

Surface Location : NENW-36-12S-16 E 26th PM Area : West Tavaputs Report #: 11

Spud Date : 6/20/2007 Days From Spud : 13 Depth At 06:00 : 7078

Morning Operations : Running Casing Estimated Total Depth : 7000

Remarks :

404 DAYS SINCE LAST LOST TIME ACCIDENT.
Time To Description DAILYSAFETY MEETING: Laying down drill pipe, Logging,

7:00 AM LOGGING Laying Down DP, Running Casing.
TUBULARS ON PETERS POINT 3-36 LOCATION.

8:30 AM RIGDOWNLOGGERS 342-JOINTSOF 4 1/2" DRILL PIPE.
12:00 PM TlH 23-JOINTSOF 6 1/4" DRILL COLLARS.

40-JOINTS OF 4 1/2" HEAVY WEIGHT DRILLPIPE
1:00 PM CIRC& REAMING60' TO BOTTOM,RIG UP LAY DOWN MACHINE 1-8" M.M. S/N 8042 [OUT] HOURS=30

5:00 PM WORKTIGHTHOLE&CIRCULATE 1-6 1/2" STRAIGHTM.M. S/N 6003 (in] HOURS=12
1-6 1/2" A.K.O.M.M.S/N 6005 [OUT] HOURS=0

1:30 AM LAY DOWN DRILL PIPE 1-6 1/2" FIXED@1.5' M.M. S/N 6271[out] HOURS=97

6:00 AM SM RIG UP CASERS RUN CASING WATERUSED DAILY= OBBL.
WATER USED TOTAL= 10630BBL.
DIESEL FUEL ON LOCATION= 3288GALLONS.
DIESEL FUEL USED DAILY= 379GALLONS.
DIESEL FUEL USEDTOTAL=6170GALLONS.

Man-2500, ACC-2700,ANN-1150.

Contacted Caliber at 6:30am to get a Laydown crew on the
way. They arrived on time.

Contacted Haliburtonat 10:45pm to send thecement crew
out to location.

Report By Welicore
July 17, 2007 11:26





REGULATORY COMPLETION SUMMARY BillBarrett Corporation

Well Name : Peter's Point #3-36-12-16 API : 43-007-31271 Area : West Tavaputs

Ops Date : 7/15/2007 Report #: 4 End Time Description

Summary : Continue with seismic tests. The back 6:00 AM Continue with seismic tests. The back ground noise is lower in

ground noise is lower in PRPR Federal PRPR Federal 3-36, but is still 12- 15 db higher than normal.To

3-36, but is still 12- 15 db higher than gather more information, a 16 sweep; instead of a 8 sweep

normal.To gather more information, a 16 "Fan/Station"was made on 4th set. Came up hole in 2 more

sweep; instead of a 8 sweep intervals, for test sets. The noise level is decreasing as theyworkup

"Fan/Station"was made on 4th set. hole. Estimated completiontime is Tuesday, 7-17-2007. As of 06:00,

Came up hole in 2 more intervals, for test 6 "Fans/Stations" were completed, and workingon 9th.

sets. The noise level is decreasing as
theyworkup hole. Estimated completion
timeis Tuesday, 7-17-2007. As of 06:00,
8 "Fans/Stations"were completed, and
workinq on 9th.

Well Name : Peter's Point #3-36-12-16 API : 43-007-31271 Area : West Tavaputs

Ops Date : 7/14/2007 Report #: 3 End Time Description

Summary : Completed 3 fans/stations. Unusual high 6:00 AM Completed 3 fans/stations. Unusual high back ground noise.

back ground noise. Contacted Patterson Contacted Patterson #51. They picked up offbottom, and circulated

#51. They picked up offbottom, and for 30 minutes. No change. Still hard to read data. Was decided to

circulated for 30 minutes. No change. Still POOH, withcheck stations on the way out. Problem area seems to

hard to read data. Was decided to be in 5200' - 6000'. Swapped "Reciever, and Source" wells. Back

POOH, withcheck stations on the way ground noise level seem to be about 20 dbs lower in PRPR Federaf

out. Problem area seems to be in 5200' -
3-36 well. (PRPR 3-36 is new recieverwell).As of 22:00. Was

6000'. Swapped "Reciever, and Source" getting equipment to start fans/stations once again. Renegade

wells. Back ground noise level seem to Roustabouts worked on production facilities.As of 06:00, was

be about 20 dbs lower in PRPR Federal working on "Fan/Station"#3.

3-36 well.As of 22:00. Was getting
equipment to start fans/stations once
again. Renegade Roustabouts worked on
production facilities. As of 06:00, was
workinqon "Fan/Station" #3.

Well Name : Peter's Point #3-36-12-16 AP1: 43-007-31271 Area : West Tavaputs

Ops Date : 7/13/2007 Report #: 2 End Time Description

Summary : Well shut in. MoveZ-Seis equipment to 9:00 AM Well shut in. Move Z-Seis equipment to location.

Iocation. Spot in equipment, and unload.
RU safety meeting withZ-Seis, and 10:00 AM S nCequipment, and unfoad. RU safety meeting with Z-Seis, and

BWWC. Rigging up equipment. Make-up
CCLIGRtool string. RIH. Correlate to 3:00 PM Riggingup equipment. Make-up CCUGR toolstring.

BWWCCBL CCLIGR/VDL Log
(7-11-2007).Renegade Roustabouts 6:00 AM RlH. Correlate to BWWCCBL CCLIGRIVDL Log (7-11-2007).

workedon location facilities till16:00. POOH. LDCCLIGR tools.

Benco set and testedguy line anchors. K Renegade Roustabouts worked on location facilities till16:00. Benco

Bar A built reserve pit fence. RlHwith set and tested guy line anchors.K Bar A built reserve pit fence. PU,

"Source"tool string. Start running
and calibrate toolstring.

"Fans/Sweeps" @06:00.
RIH with "Source" tool string. Start running "Fans/Sweeps" @06:00.

July 17, 2007 01:01 PM

Report by



REGULATORY COMPLETION SUMMARY BillBarrett Corporation

Well Name : Peter's Point #3-36-12-16 API : 43-007-31271 Area : West Tavaputs

Ops Date : 7/12/2007 Report #: 1 End Time Description

Summary : Renegade Roustabouts is installing 9:00 AM WSI. Operations SDFN.
location productionfacilities. Prep 5-1/2" Renegade Roustabouts are just starting to install, location

casing stub. NU Wellhead Inc tubing production facilities, and lines. Prep casing stub. "QDF Quik-Loc"

head. Test tubinghead. MIRU BWWC Wellhead Inc. tubinghead, with single 2-1/16 5M gate valve on each
WIL. RIH,w/ 4.75 GR/JB to PBTD. side, was previously installed. Tubing head, and adapter was psi

POOH. RIH Gyro/data toolstring. Record tested to 5000#. Good test.
from surface to 6900', in 100' intervals.
POOH. RIH with CBLtool string 10:00 AM BWWC WIL on location. Spot in, and RU. ND production tree. NU
Correlated to SWS PE TDL/CN Log adapter flange. RU Junk basket/Gauge ringassembly.
(7-1-2007). PBTD @6940'. BHT- 141*.

Logged from6930' - 200' with 1000#. 11:00 AM RIH with 4.75" o.d. Gauge ring/Junk basket. Tagged PBTD. POOH.

Short jts @4,667' -4,703', and 2552' - Had soft cement in basket. LD toolstring.
2585'. TOC @1462'. RD WIL. 11:45 AM Make-up Gyroldata toolstring. Calibrate, and set up for Multi-shot

survey.

3:00 PM RIH and record gyro data from surface to 6900', in 100' intervals.
Final station closure: Distance: 109.68 feet Az: 179.28 deg. POOH.

3:45 PM Break-out, and LD Gyro/data tool string. Make-up CBL tool string.
Calibrate in free pipe, RU D and Mhot oiltruck. Psi test line to
2000#.

7:30 PM RIH, and tag corrected PBTD @6940'. (Correlated to SWS PE
TDL/CN 7-01-2007). Pull correlation strip offbottom 6930' - 6750',
with no psi. Log from 6930' - 200', with 1000#, @ 55 ft/minute.
Indicated cement bond discription as follows:6930' - 4972' is Very
good to Good cement; 4972' - 4400' is Fair to Very poor cement,
4400' - 2342' is Fair to Good cement, with up to 100' intervals of
Very poor cement. Short jts @4,667' - 4,703', and 2552' - 2585'.
Maximum BHT @141*. Top of cement @1462'. Bleed offpsi.
POOH.

8:30 PM RD D and M hot oil truck.LD, and break out toolstring. ND adapter
flange. NU production tree. RD WIL. Moveoff location, to
Roosevelt.

6:00 AM Well shut in. Operations SDFN.

Report by Welicore
July 17, 2007 01:01



3 5 UNITEDSTATES FORMAPPROVED

DEPARTMENTOF THE INTER EOM oÏÊ11,007
BUREAU OF LAND MANAGEMENT SerialNo.

SUNDRY NOTICES AND REPORTS ON W UTU 004049

Do not use this form for proposals to drill or to re-enter an 6. If Indian,AllotteeorTribeName

abandoned well. Use Form 3160 - 3 (APD) for such proposals· nia

SUBMIT IN TRIPLICATE- Other instructions on reverse side. 7. IfUnitor CA/Agreement,Nameand/orNo.
Peter's Point/UTU-063014

1. Type of
ilWell GasWell Other 8. WellNameand Na

2 NameofOperator
Peter's Point UF 3-36-12-16

BILL BARRETT CORPORATION 9. API We11No.

3a Addæss 3b. PhoneNo. (include area code) 43-007-31271

1099 18th Street Suite 2300 Denver CO 80202 303 312-8134 10.Fieldand Pool,or ExploratolyArea

4. LocationofWell (Footage,Sec, T, R.,M.,or SurveyDescnption) Peter's Point/Wasatch-Mesaverde

NENW, 572' FNL, 2184' FWL
11. Countyor Parish, State

Sec. 36-T12S-R16E Carbon County, Utah

12. CHECK APPROPRIATEBOX(ES)TO INDICATENATURE OF NDII R iPORT, OR GIHER DATA

TYPEOF SUBMISSION TYPE OF ACITON

O Acidize Deepen Production (Start/Resume) WaterShut-Of
Noticeof Intent AlterCasing Fracture Treat Reclamation WenIndty

SubsequentReport Casing Repair NewConstruction Recomplete Other Weekly Activity

ChangePlans PlugandAbandon TemporarilyAbandon Report
FinalAbandonmentNotice Convertto Injection PlugBack WaterDisposal

l3. DescribeProposedorCompletedOperation(clearlystateallpertinentdetails,includingestimatedstartingdateof anyproposedwork andapproximatedurationthereof.
Iftheproposalisto deependirectionallyor recomplete horizontally,givesubsurface locationsand measured andtruevertical depthsof all pertinentmarkers andzones.

AttachtheBondunderwhich thework will beperformedorprovidetheBondNo. onfilewith BLM/BIA.Requiredsubsequentreports shallbe filedwithin 30days
followingcompletion of the involved operations. If theoperation results in a multiple completion or recompletion in a new interval, a Form 3160-4shall befiledonce
testinghasbeencompleted. FinalAbandonmentNoticesshallbefiledonlyafter allrequirements, includingreclamation, havebeencompleted, and theoperatorhas
determinedthatthesiteisreadyforfinalinspection.)

WEEKLY COMPLETION ACTIVITY REPORT FROM 8/5/2007 -8/22/2007.

14. I hereby certify that the foregoing istrue and correct
Name (Printed/Typed)

Tracey Fallang Title Environmental/Regulatory Analyst

Signature Date 08/23/2007

HIS SPACE FEDERAL OR STATE OFFICE USE

Approvedby Title Date

Conditionsof approval,if any,are attached. Approvalof thisnotice doesnot warrant or
certifythatthe applicantholdslegalor equitabletitleto thoserightsinthe subjectlease Office
which would entitlethe applicant to conductoperationsthereon.

Title 18U.S.C.Section1001and Title43 U.S.C.Section1212,make it a crimeforanypersonknowinglyandwillfully tomaketo any departmentor agency ofthe United
Statesanyfalse,fictitiousor fraudulent statementsorrepresentations.asto anymatterwithin itsjurisdiction.

(Instructionson page



REGULATORY COMPLETION SUMMARY BillBarrett Corporation

Well Name : Peter's Point #3-36-12-16 API : 43-007-31271 Area : West Tavaputs

Ops Date : 8/6/2007 Report#: 15 End Time Description

Summary : Schlumberger CHDT 1:00 AM CHDT #3 Finish.

2:45 AM POOH change out Bit. Check tools. RlH Correlate to casing.

3:00 AM CHDT #4 6512. Hydrostatic 2218 psi. EH: 2.2". Final: 2798
PSI. Mobility: .06 Temp: 148. Plug: good

4:40 AM CHDT #5 @6341 Broke bit, set plug: good.

7:00 AM POOH with tools, Change out bit. check out tools. RIH

8:30 AM CHDT #5 @ 6341 Hydrostatic PSI:2720. EH. 1.35". Final: 1484
psi. Mobility: 1.2 Temp:145. plug: good

9:15 AM CHDT #6 @6332. Hydrostatic psi: 2720 E.H. 2.10" Final:
1488 psi. Mobility: 39.9 Temp:145 Plug: good

10:35 AM CHDT: #7 @2717. Hydrostatic psi:2717 E.H. 1.84" Final:
1604 psi. Mobility: .09 Temp: 146 Plug: goog / leaking

11:40 AM CHDT #8 @6204 Hydrostatic: 2666 psi. E.H : 2.25" Final
:1796 PSI. Mobility: 37.5 &60. Temp: 144 Plug: Good

12:40 PM CHDT # 9 @ 5598. Hydrostaticpsi: 2405, E.H: 2.02 Final:
1936 psi. Mobility: 0 .7 Plug: set/ Leaking

3:15 PM POOH with CHDT to change out bit and check out CHDT tool.
4:00 PM CHDT #10 @5351. Hydrostaticpsi: 2288. E.H: 1.01 Final: 2294

psi. Mobility: 222.7 Temp: 132. Plug: good

Well Name : Peter's Point #3-36-12-16 API : 43-007-31271 Area : West Tavaputs

Ops Date : 8/5/2007 Report#: 14 End Time Description

Summary : SI. MIRU Schlumberger EL / CHDT. 12:00 PM SI. Wait on Schlumberger
OPEN HOLE @6779 2:00 PM MIRU Schlumberger EL truck, Crane. Nipple up to frac tree.

3:30 PM Build CHDT test tool string. and test.
4:25 AM RIH with CHDT tools. Corelate to casing. First CHDT test @6928.

Hydro stat: 2977, Drilldepth: 1.75", Final Hydro stat: 2982, Temp:
153. Mobility: 7.6., Hole: Pluged

4:50 PM CHDT #2 @6779 Broke bit @ .30 depth. hole not deep enough to
set plug in casing. OPEN HOLE

7:55 PM POOH with tools. change out bit. check toolfunchion. PU tools run
in hole

9:20 PM Set @6779 Could not get casing seal. moved tool made two
attemps no seal. POOH to 6100 ft. set tool no seal. POOH. Check
out tools, could not find problem. Change out Prob block. test tools

10:00 PM RIH stopped and check toolsthreesetting. Tested Good.
11:30 PM CHDT #2 @6779. Correlate to casing, Hydrostat. PSI. 2902,

Drilldepth: 2.1", Final PSI. 2916. Mobility: 0.1 Temp: 151. Hole
plugged.

11:59 PM CHDT #3 @6600 ft. Hydrostatic psi:2840. EH: 3.1. Final PSI.
2848. Mobility: 1.7 Temp: 150. Broke Bit. Plug set.

Report by Welicore August 23, 2007 09:50



REGULATORY COMPLETION SUMMARY BillBarrett Corporation

Well Name : Peter's Point #3-36-12-16 API : 43-007-31271 Area : West Tavaputs

Ops Date : 8/22/2007 Report #: 17 End Time Description

Summary: WSI. Operations SDFN. Chapman 9:00 AM WSI. Operations SDFN.
truckinghauled in line heater, and test
unitfrom Riverton. Spotted. MI, and spot, 2:00 PM Renegade Roustabouts are cleaning up location. Location is ready

edst
p

ndmflye cdk;
6-

.

H
dœRmU

en
emO

HES, IPS, and Russell Evans, BillKelly.
PraxAir,and BOC are hauling in CO2 6:00 PM Chapman truckinghauled in line heater, and test unit from Riverton.
storage vessels, and spotting Safety meeting with IPS, and Chapman. Discuss spotting

equipment, and pinch points. Spotted. MI, and spot, pipe skids from
6-36, and 6-35. Haul sand trap, and flare stack; from 6-35.
PraxAir, and BOCare hauling in CO2 storage vessels, and spotting.

6:00 AM WSI. Operations SDFN.

Well Name : Peter's Point #3-36-12-16 API : 43-007-31271 Area : West Tavaputs

Ops Date : 8/22/2007 Report #: 16 End Time Description

Summary : SI. MI CO2 vessels. frac Tanks, IPS test 2:00 PM SI
equipment. 6:00 PM MI set BOC & Praxair CO2 Vessels. Frac tanks. IPS equipment.

6:00 PM Shut down for night

Well Name : Peter's Point #3-36-12-16 API : 43-007-31271 Area : West Tavaputs

Ops Date : 8/7/2007 Report #: 16 End Time Description

Summary : Completionof report for 8-6-2007. As of 6:30 PM 8-5-2007, 16:00; Re-set tools@test point #11 (5217'). Hydrostatic
16:00, Re-set tools @ test point #11 psi- 2235#, Mobility- 0.4, 42 minute total test, 132*, CHDT psi-
(5217'). Good test, and plug set, and 1700#, 1.69" EH, Plug set and holding.
tested. Next 2 tests @4644' , and 4254'; Re-set tools @test point #12 (4644'). Hydrostatic psi- 1989#,
were dry. POOH. LD, and break-out tools. Mobility- 0.0, 50 minute total test, 124*, CHDT psi- Dry test, 1.94"
RD WIL. Package, and move to Vemal. EH, Plug set and holding.

Re-set tools @test point #13 (4254'). Hydrostatic psi- 1819#,
Mobility-0.0, 30 minute totaltest, 118*, CHDTpsi- Dry test, 2.09 EH,
Plug set and holding.

7:00 PM POOH with WIL tool string.

9:00 PM LD,and break-out toolstring. Load out. ND adapter flange, and NU
night cap. RD WIL truck,and crane. SWI. SDFN.

6:00 AM WSI. Renegade Roustabouts, are working on gas line tie-in.

Report by Welicore August 23, 2007 09:50



Form 31&5 UNITED STATES PROVED
(April2004) DEPARTMENTOF THE INTERIOR U II I IU mit i il

BUREAU OF LAND MANAGEMENT

SUNDRY NOTICES AND REPORTS ON WELLS
Do not use this form for proposals to drill or to re-enter an 6. If Indian,Allottee orTribeName
abandoned well. Use Form 3160 - 3 (APD) for such proposals· nia

SUBMIT IN TRIPLICATE- Other instructions on reverse side. 7. IfUnitor CA/Agreement,Nameand/orNo.
Peter's Point/UTU-063014

1. Type of
ilWell GasWell O Other 8. WellNameand Na

Peter's Point UF 3-36-12-162. Nameof r BILL BARRETT CORPORATION 9. API Well No.
3a Address 3b. PhoneNo. (include area code) 43-007-31271

1099 18th Street Suite 2300 Denver CO 80202 303 312-8134 10.Fieldand Pool,or ExploratoryArea
4. LocationofWell (Footage,Sec, T, R, M, or StoveyDescnption) Peter's Point/Wasatch-Mesaverde

NENW, 572' FNL, 2184' FWL 11. Countyor Parish, State

Sec. 36-T12S-R16E
Carbon County, Utah

12. CHECK APPROPRIATEBOX(ES)TO INDICATENATURE OF NDIIŒ, REPORT, OR GIHER DATA

TYPEOF SUBMISSION TYPEOF ACTION

Acidize Deepen Production (Stait/Resume) WaterShut-Off
Notice of Intent Alter Casing FractureTreat Reclamation WellIntegrity

SubsequentReport Casing Repair New Construction Recomplete Other Weekly Activity

ChangePlans PlugandAbandon Temporarily Abandon Report
FinalAbandonmentNotice Convertto Injection PlugBack WaterDisposal

13. Describe Proposedor CompletedOperation(clearlystate all pertinentdetails,includingestimatedstartingdateof any proposedwork andapproximatedurationthemof.
If theproposalisto deependirectionallyor recomplete horizontally,givesubsurface locationsand measured and tmevertical depthsof all pertinentmarkers and zones.
AttachtheBondunder which thework will beperformedor providetheBondNo. on filewith BLM/BIA.Requiredsubsequentreports shallbefiledwithin 30days
followingcompletionof the involvedoperations. If theoperationresultsina multiplecompletionor recompletion ina new interval,a Form3160-4shallbefiledonce
testinghasbeencompleted. Final Abandonment Notices shall befiledonly after all requirements, includingreclamation, havebeencompleted, and theoperator has
determinedthatthesite isready forfinalinspection.)

WEEKLY COMPLETION ACTIVITY REPORT FROM 8/23/2007 - 8/28/2007.

RECEIVED
SEPO4 2007

DNOFOIL,GAS&MINING
14. I hereby certify that the foregoing is true and correct

Name (Printed/Typed)
Tracey Fallang Title Environmental/Regulatory Analyst

Si Date 08/30/2007

THIS SPACE R EDERAL OR STATE OFFICE USE

Approved try Title Date
Conditionsof approval,if any,are attached. Approvalof this notice doesnot warrant or
certifythatthe applicant holdslegalor equitabletitleto thoserightsinthesubjectlease Office
which would entitle the applicant to conductoperationsthereon.
Title 18U.S.C.Section1001andTitle43 U.S.C.Section1212,makeit a crime foranypersonknowinglyand willfully tomaketo any departmentor agencyofthe United
Statesany false,fictitiousor fraudulentstatements or representations as to anymatter within its jurisdiction.
(Instructionson page



REGULATORY COMPLETION SUMMARY BillBarrett Corporation

Well Name : Peter's Point #3-36-12-16 API : 43-007-31271 Area : West Tavaputs

Ops Date : 8/24/2007 Report #: 18 End Time Description
Summary : SI. IPS rig flow equipment. MIRU 8:00 AM SI.

BWWC. Test IPS flow lines. leaking.
BWWC EL stage 1. HES MIRU frac. 12:30 PM Rig IPS test equipment.
Retest IPS 2:00 PM Rig B&C Quick test. Pressue test flow lines and manifold. No test.

no low test or high psi test.. nipple down manifold . wait on new
valves to retest.

3:00 PM MIRU Black Warrior EL. PU 10 ft. perf guns RIH correlate to short jt.
run to perf depth check depth to casing collar. Perforate Price River
@6923-6933, 3JSPF, 120 phasing, 23 gram charge, .430 holes.
POOH .

3:00 PM SI.

7:00 PM Move in rig up HES frac equipment.

Well Name : Peter's Point #3-36-12-16 API : 43-007-31271 Area : West Tavaputs

Ops Date: 8/23/2007 Report#: 18 End Time Description

Summary : RU IPS flow back, and test equipment. 8:00 AM WSI. Operations SDFN.
Spot in frac tanks,and flowback tanks.
Haul in CO2 all day. KB, and BS Trucking 8:15 AM Safety meeting withcontractors on location. Discuss operations for

is hauling frac fluid. today.Watch for trucks,pinch points, and communication.

5:00 PM RU IPS flow back, and test equipment. Spot in 6- 500 bbl Dalbo frac
tanks,and 2- BHS flow back tanks.Haul in CO2 all day. KB, and BS
Trucking is hauling frac fluid.

6:00 AM Well shut in. Hauling frac fluid, and CO2.

Well Name : Peter's Point #3-36-12-16 API : 43-007-31271 Area : West Tavaputs

Ops Date : 8/23/2007 Report #: 17 End Time Description

Summary : SI. IPS Rig up, Load KCL water. Load 5:00 PM SI. IPS Rig up flow equipment.
CO2 5:00 PM Load frac water & CO2 vessels

Report by Wellcore August 30, 2007 02:00



REGULATORY COMPLETION SUMMARY BillBarrett Corporation

Well Name : Peter's Point #3-36-12-16 API : 43-007-31271 Area : West Tavaputs

Ops Date : 8/24/2007 Report #: 19 End Time Description
Summary : SI. IPS rig new manifold,Pressure test. 7:00 AM Si

HES Pressure test. Frac Stage 1. EL
stage 3. Stuck CFP @5594 ft. Flow and 8:00 AM IPS rignew manifold.
trytowork plug free.Set CFP POOH with 10:00 AM Rig B&C quick test. Pressure test manifoldand flow lines. had
perf guns. RDMO BWWC. HES frac problems testing manifold. greased valves and tested OK @250 psi
equipment. Wait on work over rig. Flow for 15 mins. & 8000 psi for 15 mins. RDMOB&Ctesting.
stages 1&2

10:30 AM HES Safety Meeting. Smoking and fire off loc. Pressure test pump
& CO2 lines.

11:30 AM HES Frac stage i Price River 70Q foam frac. Load & Break @3,794
PSI @5BPM. Avg. Wellhead Rate:25.8 BPM. Avg. Slurry
Rate:11.2 BPM. Avg. CO2 Rate: 13.5 BPM. Avg. Pressure:4,100
PSI. Max. Wellhead Rate:36 BPM. Max. Slurry Rate:28.6 BPM.
Max. CO2 Rate:18.8 BPM. Max. Pressure:4,613 PSI. Total Fluid
Pumped:16,545 Gal. Total Sand in Formation:60,570 lb.(20/40
White Sand) CO2 Downhole:103 tons. CO2 Cooldown: 10 tons.
ISIP:3,110 PSI. Frac Gradient:0.89 psi./ft. Successfully flushed
wellbore with 50Q foam 50 bbl over flush with 500 gal. fluid cap.

1:40 PM BWWC EL stage 2 Price River. PU HES CFP with 10 ft. perf guns.
RIH correlate to short jt. run to setting depth set CFP @6870 ft. PU
perforate @6777-6783 & 6728-6732, 3JSPF, 120 phasing, 23
gram charge, .430 holes. POOH turnwell over to frac.

3:00 PM Hes frac stage 2 Price River 70Q Foam Frac. Load & Break @5,093
PSI @14 BPM. Avg. Wellhead Rate:33.4 BPM. Avg. Slurry
Rate:14.7 BPM. Avg. CO2 Rate: 17.5 BPM. Avg. Pressure:5,029
PSI. Max. Wellhead Rate: 44.5 BPM. Max. Slurry Rate:25.3 BPM.
Max. CO2 Rate:27.8 BPM. Max. Pressure:5,939 PSI. Total Fluid
Pumped: 21,532 gal. Total Sand in Formation:80,710 lb.(20/40
White Sand) CO2 Downhole:122 tons. CO2 Cooldown:6 tons.
ISIP:3,092 PSI. Frac Gradient:0.90 psilft. Dropped SG Perf balls in
Pad Stage Qty:3 no ball in 2# sand stage do to high treating
pressure, Successfully flushed wellborewith 50Q foam 50 BBI over
flush with 500 gal. fluid cap.

6:30 PM BWWC EL stage 3 Price River. PU HES CFP with 10 ft. perf guns.
RIH correlate to short jt. run to 5594 plug stopped could not go up or
downwith tools.Flow casing tryto free plug with no success. wire
line set CFP and sheared off plug.Composite frac plug is set at
5594 KB. POOH with perf guns. Iay down tools RD BWWC EL. and
crane.move off loc.

8:00 PM HES RD frac trucks and pump lines move off loc, Prepare location
for WSU to retrieve CFP.

11:59 PM IPS flow back stage 1&2. throughflow equipment.

Report by Wellcore August 30, 2007 02:00



REGULATORY COMPLETION SUMMARY BillBarrett Corporation

Well Name : Peter's Polnt #3-36-12-16 API : 43-007-31271 Area : West Tavaputs

Ops Date : 8/28/2007 Report #: 23 End Time Description

Summary : SI. Safety meeting, PU tbg.drill CFP's. 7:00 AM SICP: 280 SITP:280
clean out to 7023 ft. Circ. hole. POOH lay
down tbg.NDINU tree Rig down WSU. SI. 7:30 AM Safety meeting. PU Tbg. drilling, Flow back

9:00 AM Finish picking up 2-3/8" tbg.tag CFP @ 5595

9:30 AM Rig up power swivel and foam unit. start foaming wellbore

10:30 AM DrillCFP @5595 ft. no sand. FCP: 450 psi

1:00 PM TIH tag tag CFP:#1 @6870 ft. no fillon plug drill out CFP. RIH
tag @6,950' ft. clean out to 7023 ft.

2:00 PM Blow hole clean. rig down power swivel.

5:00 PM Pull out of hole lay down 2-3/8" EUE tbg.nipples, Bit &bit sub.

6:00 PM Nipple down BOPs. NU Frac tree. Rig down Nabors WSU move off
Loc.

7:30 PM SI

Well Name : Peter's Point #3-36-12-16 API : 43-007-31271 Area : West Tavaputs

Ops Date : 8/27/2007 Report # : 22 End Time Description

Summary : Flow stages 1&2. MIRUnabors 7:00 AM SI
WSU,Unioad tbg. NDINU BOPs, PU
4-3/4" Bit Nipples, Tubing. 105 jts, 3315 8:00 AM Road Rig from Gate Canyon to bottom of Cotton wood dugway.

ft. Wait on IPS to flow gas through wait on Grader to pull rig.
equipment. IPS Employ (George) did 10:00 AM Pull Rig up cotton wood dugway. road to loc.
not understand equipment. SWIFN

11:30 AM unload 230 jts 2-3/8" EUE N-80 tbg.
2:00 PM spot rig and equipment. rig up WSU

2:30 PM Safety Meeting, Killwell, ND frac Tree, NU BOPs.

3:00 PM Lay pump line kill casing with 60 bbi kcl water.

4:00 PM Nipple down Frac Tree. NU BOPs rig work floor

6:00 PM PU 4-3/4" Smith Tricone bit, Weatherford pumpoff bit sub, 8 ft. sub,
XN nipple one jt, X nipple, talleyin hole 105 jts, to 3315 ft.

7:00 PM Wait on IPS. EmployGeorge did not under stand equipment. Had
water and gas flowing out of flare stack. wanted to flow all gas and
water to flow tanknot throughequipment. was toldto have
equipment running by 7 AM.

7:00 PM SIFN

Well Name : Peter's Point #3-36-12-16 API : 43-007-31271 Area : West Tavaputs

Ops Date : 8/26/2007 Report #: 21 End Time Description

Summary : Flow stage 1&2 7:00 AM Flow stages 1&2

11:59 PM Flow stages 1&2

Well Name : Peter's Point #3-36-12-16 API : 43-007-31271 Area : West Tavaputs

Ops Date : 8/25/2007 Report # : 20 End Time Description

Summary : Flow stages 1&2 7:00 AM Flow stages 1&2

11:59 PM Flow wait on Work over rigto drill CFP

Report by Wellcore August 30, 2007 02:00



Fotm 3160-5 UNITED
(April2004) DEPARTMENT

EM N 13

BUREAU OF LAND MANAGEMENT A? - 5. LeaseSerialNo

SUNDRY NOTICES AND REPORTS O ; UTU 004049

Do not use this form for proposals to dri/I or to re-enter an if Indian,Allottee orTribe Name

abandoned well. Use Form 3160 - 3 (APD) for such proposals nia

SUBMIT IN TRIPLICATE- Other instructions on re rse side. 7. IfUnitorCA/Agreement,Nameand/orNo

Peter's Point/UTU-063014
l. Typeof 11

OilWell GasWell Other 8. Well Nameand Na
Peter's Point UF 3-36-12-16

2. NameofOperatorBILL BARRETT CORPORATION 9. APIWellNo.

3a Address 3b. PhoneNo. (include area code) 43-007-31271

1099 18th Street Suite 2300 Denver CO 80202 303 312-8134 10.FieldandPool,or ExploratoryArea

4 Location ofWell (Footage, Sec.,T.,R., M.,or SurveyDescription) Peter's Point/Wasatch-Mesaverde

NENW, 572' FNL, 2184' FWL
;1. Countyor Parish, State

Sec. 36-T12S-R16E Carbon County, Utah

12. CHECK APPROPRIATEBOX(ES)TO INDICATENATURE OFNDIIŒ, REPORT, OR GINER DATA

TYPEOF SUBMISSION TYPEOF ACTION

Acidize Deepen Production (Start/Resume) WaterShut-Off

Noticeof Intent AlterCasing FractureTreat Reclamation WellIntegrity

SubsequentReport Casing Repair NewConstruction Recomplete Other Weekly Activity

ChangePlans PlugandAbandon TemporarilyAbandon Report

FinalAbandonment Notice Convento Injection PlugBack WaterDisposal

13. DescribeProposedorCompletedOperation(clearly stateallpertinentdetails,includingestimatedstarting dateof anyproposedwork and approximatedurationthereof

Iftheproposalisto deependirectionallyor recomplete horizontally,givesubsurfacelocationsandmeasured and truevertical depthsof allpertinentmarkers andzones.

Attach theBondunder which thework will beperformedor providetheBondNo. on filewith BLM/BlA.Requiredsubsequent reports shall befiledwithin 30days

followingcompletion of the involved operations. If theoperation results in a multiple completion or recompletion in a new interval, a Fonn 3160-4 shall be filedonce

testinghasbeencompleted.FinalAbandonment Noticesshallbe filedonly afterall requirements, includingreclamation, havebeen completed, and the operator has

determinedthatthesite is ready forfmalinspection.)

WEEKLY COMPLETION ACTIVITY REPORT FROM 9/07/2007 - 9/13/2007.

14. I hereby certify that the foregoing is true and correct
Name (Printed/Typed)

Signature

Tracey Fallang Titale Environmental/Regulator3y/2An7alyst

IS SPACE FOR EDERAL OR STATE OFFICE USE

Ap ovedi Title Date

Conditionsof approval,ifany,are attached. Approval of thisnotice doesnot warrant or

certify thatthe applicantholdslegalor equitable titleto thoserights in the subjectlease Office
which would entitlethe applicant to conduct operations thereon.

Title 18U.S.C.Section1001andTitle43 U.S.C.Section1212, make it a crimefor any personknowinglyand willfully to make to any departmentor agency ofthe United

Statesany false,fictitiousor fraudulent statementsor representations asto anymatterwithin its junsdiction.

(Instructionson page 2)

SEPi / 2007
DíVOFOIL,GAS&



REGULATORY COMPLETION SUMMARY BillBarrett Corporation

Well Name : Peter's Point #3-36-12-16 API : 43-007-31271 Area : West Tavaputs

Ops Date : 9/7/2007 Report #: 27 End Time Description

Summary : SICP- 650#. Dress road, and get CTS 12:00 PM SICP- 650#. MIRU B & C QuickTest. Test IPS choke lines to 250#
equipment off 8-2D Deep location; and MI 5 minute low test, and 3500# 15 minute high test. Got good test on
to 3-36. Safety meeting. Spot CTS lines, and charted. RD tester.Walked IPS RU with supervisor, and
equipment, and RU. Load coilwith fluid. document on check off list for preflow.
Install motor head, and test 20000# pull, CTS crew arrived on PtPt State 8-2D Deep, @09:30. (Truck hauling
2500# psi test. Function test motor. NU to mud was jack knifed on Upper Cottonwood dugway. Had no chains
well head. Psi test surface lines, and on). Put on tire chains, and road equipment to location, with Craig's
BOPE to 3500#. TIH, pumping 1/4 bpm Roustabout blade assisting.
(completionfluid) to 3500', Increase to
circulatingrates. Wash sand, and drill
CFPs @ 5350', and 6690', Circulate on 12:15 PM Safety meeting with contractors on location. Discuss operations for

bottom for 1/2 hour. POOH, with full today.Job assignments, smoking rules, communication, and pinch

circulating rates. SWI. Break-out BHA. pomts.

NU towellhead, and blow coil dry. RD 4:15 PM SICP- 650#. MI, spot, and RU CTS 1-3/4 CTU, crane truck, N2
CTU. Flow well for clean-up, for 2 hours.
As of 02:30, FCP- 580#, 48/64 choke, pump, fluid pump, chemical truck, BOPE, and lubricator truck, N2

FLT- 65*, 11- BWPH, 766.5- BWRAF transport. Thread injector head, after installing goose neck. Make-up

SWI. Start rigging down IPS.
4-1/16 15M Iubricator, and BOPE assembly ( Quad dressed slip
rams lower, then pipe rams, then shear rams, and then blind rams).
Install Weatherford 2-7/8" motor head assembly (3/4" ball for
circulation port; and 7/8" ball for dis-connect), Pull test to 20000#,
load coil with 32 bbis of fluid; and psi test to 2500#, 2-7/8 Dual-acting
hydraulic jars, High tensile dis-connect (5/8" ball), 2-7/8 Evenwall
motor, x-over, and 4 blade 4-3/4 5 blade concave mill.Test motor @
1-1/2 bpm @ 2500#. NU assembly.

4:30 PM 2nd safety meeting with contractors. Discuss job, and job
assignments again. Psi test surface lines, lubricator, and CT BOPE;
with fluid to 3500#. Bleed down to 650#, Open up frac valve towell.

6:00 PM RIH @70 ft/minute, with weight checks every 1500'. Started pump
rate at 500' with 1/4 bpm fluid (2% KCL fluid with 2 gal/m Friction
reducer) to 3500'. Increase pump rate to 1-3/4 bpm fluid, and 750
scf/m N2. Pump psi were high. Increased fluid rate to 2 bpm, and
dropped N2 rate to 500 scf/m.

8:30 PM Tagged CFP @5350'. Drill on plug tillloose. Pump gel sweep. TIH,
and tag sand fill@6650'. Wash sand to, and drill CFP @6690', till
loose. Pump gel sweep. TIH, and tagged @6960'. Pump final gel
sweep. Circulate for 1/2 hour. Start out of hole.

10:00 AM POOH@70'Iminute. Continue 2 bpm fluid rate, and 500 scf/m N2
rate to 3000'. Cut N2 and displaced coi\ with 40 bbis of 2% KCL.
Bumped up on injection head. SWI. Recovered good debris, and
sand. Used 480 bbis of 2% KCL, for clean-out.

12:30 AM Shut well in. Bleed off lubricator. Break out BHA, and load out. NU to
well head again, and blow coil dry with 20000 scf N2. RD injection
head, lubricator, BOPE assembly, adapter flange, and NU nightcap.
Package up equipment.

2:30 AM SICP- 650#. Open well to IPS equipment, on a 40/64 choke. As of
02:30, FCP- 580#, 40/64 choke, FLT- 65*, 11- BWPH, 766.5-
BWRAF. Well turnignto mostly gas. SWI. Recovered 601.5 bbis of
fluid today.

6:00 AM WSI. Start rigging down IPS equipment.

Report by Wellcore September 13, 2007 11 48



REGULATORY COMPLETION SUMMARY BillBarrett Corporation

Well Name : Peter's Point #3-36-12-16 API : 43-007-31271 Area : West Tavaputs

Ops Date : 9/11/2007 Report # : 30 End Time Description

Summary : SICP: 1250. EL stage 4. Pressure test 7:00 AM SiCP: 1250 psi.
IPS equip. Safety Meet. P.test HES. Top
cap on frac tree leak. wait on cap Vernal. 8:15 AM BWWC El stage 4 Dark Canyon. PU HES CFP with 30 ft. perf guns.

Made repair would not hole. Sent back RIH correlate to short jt. run to setting depth set CFP @ 6565 ft. PU

to Vernal for repairs. perf @6530-6550 & 6505 - 6515, 1 JSPF, 180 phasing, 23 gram
charge, .560 holes. POOH turn well over to frac.

8:00 AM Pressure test IPS Flow equipment 8000 psi good. 1500 psi on test
unit good.

3:00 PM Safety Meeting. Pressure test HES pump lines. Top cap on frac tree
leaking. Cap was sent to Vernal Wellhead Inc. on Friday to be
rebuilt. Came back with worse leak than before it was sent to town
for repairs.

4:00 PM Wellhead Inc. made repairs on frac tree top cap valve. test valve
would not hole PSI. Frac Y started leaking could not stop .

5:00 PM Shut down. send valve back to Vernal Wellhead Inc. to repair or
change out. 6:30 AM nipple up. and test. for frac.

Well Name : Peter's Point #3-36-12-16 API : 43-007-31271 Area : West Tavaputs

Ops Date : 9/10/2007 Report # : 29 End Time Description

Summary : SI. Rig IPS flow equipment. MIRU HES 11:59 PM SI.
Frac & Black Warrior EI. 3:00 PM Rig IPS Flow equipment. flow lines and test equip. set cement

blocks.

6:00 PM MIRU Black warrior EL and crane.
6:00 PM MIRU HES Frac equipment

Well Name : Peter's Point #3-36-12-16 API : 43-007-31271 Area : West Tavaputs

Ops Date : 9/9/2007 Report #: 28 End Time Description

Summary : SI. MIRU IPS flow equip. some HES 2:00 PM SI.
Frac equipment 7:00 PM MI set IPS flow equipment. start rig up.

Report by Welicore September 13 2007 1048



REGULATORYCOMPLETION SUMMARY BillBarrett Corporation

Well Name : Peter's Point #3-36-12-16 API : 43-007-31271 Area : West Tavaputs

Ops Date: 9/12/2007 Report#: 31 End Time Description

Summary : SI. Nipple up Frac Y, & Top cap. Safety 6:00 AM SICP: 1270
meet. Pressure test Good. Frac stage 4.
EL gauge ring. EL stage 5. Frac stage 5. 7:00 AM Nipple up Frac Y and topcap.

EL G.Ring. EL stage 6. Frac stage 6. 7:30 AM Safety Meeting. nipple up frac Y Pressure testing.
Flow stages 1-6

8:30 AM Pressure test Good.Stage 4 Dark Canyon 70Q foam Frac. Load &
Break @3,132 PSI. @ 15.62 BPM. Avg. Wellhead Rate:38.87
BPM. Avg. Slurry Rate:15.46 BPM. Avg. CO2 Rate:21.64 BPM.
Avg. Pressure:4,178 PSI. Max. Wellhead Rate:40.35 BPM. Max.
Slurry Rate: 20.25 BPM. Max. CO2 Rate:26.06 BPM. Max.
Pressure:4,400 PSI. Total Fluid Pumped: 24,101Gal. Total Sand in
Formation:84,400 lb(20/40 White Sand) CO2 Downhole:134 tons.
CO2 Cooldown:10 tons. ISIP:3,114 PSI. Frac Gradient:0.91 psilft.
Dropped Qty:4 perf balls in Pad stage And 4 balls in 2 # sand stage.
Successfully flushed wellbore with 50Q Foam 50 bbi over flush with
500 gal fluid cap.

11:15 AM BWWC Stage 5 Dark Canyon. Run 4.620 gauge ring stuck G.ring @
5351 ft, work free run to 6390 ft. POOH with gauge ring. PU HES
CFP with 20 ft. perf guns. RIH to setting depth set CFP @6420 ft.
PU perforate @6332-6342 & 6316-6326, 1 JSPF, 180 phasing, 23
gram charge, .560 holes. POOH turn well over to frac,

12:00 PM Stage 5 Dark Canyon 70Q foam Frac. Load & Break @4,053 PSI
@ 14.89 BPM. Avg. Wellhead Rate:38.38 BPM. Avg. Slurry Rate
:15.97 BPM. Avg. CO2 Rate:20.94 BPM. Avg. Pressure:5.030 PSI.
Max. Wellhead Rate:40.06 BPM. Max. Slurry Rate:20.46 BPM.
Max. CO2 Rate:24.9 BPM. Max. Pressure:5,323 PSI. Total Fluid
Pumped: 19,350 Gal. Total Sand in Formation:72,400 lb. (20/40
White Sand) Co2 Downhole:114 tons. CO2 Cooldown:10 tons.
ISIP:3,596 PSI. Frac Gradient:1.01 psilft. Dropped Qty:4 perf balls
in pad stage and 4 balls in 2# sand stage. Successfully fliushed
wellbore with 50Q foam 50 bbi over flush with 500 gal, fluid cap.

2:45 PM BWWC EL stage 6 Dark Canyon. PU run 4.620 gauge ring. clean
run. POOH lay down G.ring. PU HES CFP with 10 ft. perf guns.
RIH correlate to short jt. run to setting depth set CFP @6290 ft. PU
perforate Dark.C.@6200-6210, 1JSPF, 120 phasing, 23 gram
charge, .430 holes. POOH turnwell over to frac.

4:00 PM HES frac stage 6 Dark Canyon 70Q foam frac. Load & Break
@3,150PSI @14.69BPM. Avg. Wellhead Rate:14.5 BPM. Avg.
Slurry Rate:6.2 BPM. Avg. CO2 Rate:7.6 BPM. Avg.
Pressure:3,158 PSI. Max. Wellhead Rate: 15.4BPM. Max. Slurry
Rate: 14.69 BPM. Max. CO2 Rate:9.76 BPM. Max. Pressure:3,660
PSI. Total Fluid Pumped: 11,708 Gal. Total Sand in
Formation:36,100 lb.(20/40 White Sand) CO2 Downhole:69 tons.
CO2 Cooldown:10 tons. ISIP:3,296 PSI. Frac Gradient:0.97 psilft.
(Blender Oper.sand went to 3 # in 1# sand stage) Successfully
flushed wellbore with 50Q foam 50 bbl over flush with 500 gal. fluid
cap.

4:30 PM SI.

12:59 PM Flow stages 1-6

Report by Welicore September 13, 2007 11 48



REGULATORY COMPLETION SUMMARY BillBarrett Corporation

Well Name : Peter's Point #3-36-12-16 API : 43-007-31271 Area : West Tavaputs

Ops Date : 9/13/2007 Report #: 32 End Time Description

Summary : 5:00 PM BWWC El stage 10. North Horn. PU RIH with4.620 gauge ring.
POOH lay down tools.PU HES CFP with 10 ft. perf guns. RIH
correlate to short jt. run to setting depth set CFP @4725 ft. PU
perforate @4638-4648, 3 JSPF, 120 phasing, 23 gram charge, .430

holes. POOH turn well over to frac.

5:45 PM HES frac stage 10 North Horn 70Q foam frac. Load & Break @2,956
PSI @15.09 BPM. Avg. Wellhead Rate:14.06 BPM. Avg. Slurry
Rate:6.2 BPM. Avg. CO2 Rate:7.1 BPM. Avg. Pressure:2,928 PSI.
Max. Wellhead Rate:15.27 BPM. Max. SlurryRate:7.7 BPM. Max.
CO2 Rate:9.8 BPM. Max. Pressure: 3,588 PSI. Total Fluid
Pumped:10,406 Gal. Total Sand in Formation:32,000 lb.(20/40 White
Sand) CO2 Downhole:57 tons. CO2 Cooldown:10 tons. ISIP:2,848
PSI. Frac Gradient:1.05 psilft. Successfully flushed wellbore with
50Q foam 50 bbl over flush with 500 gal. fluid cap.

Flow stages 1-10 through IPS equipment.

Reportby Welicore
September 13 2007 11 48



REGULATORY COMPLETION SUMMARY BillBarrett Corporation

Well Name : Peter's Point #3-36-12-16 API : 43-007-31271 Area : West Tavaputs

Ops Date : 9/13/2007 Report # : 32 End Time Description

Summary : SI. IPS test equip. broke down. 1-6. SI. 5:00 AM SI. IPS closed well @8:30 PM test unit plate bolts broke could not
EL gauge ring, EL stage 7. Frac #7. EL repairwith tools on loc.
stage 8. Frac #8. EL stage 9. Frac #9. El
stage 10 gauge ring. EL #10. Frac #10. 5:00 AM SI for EL work
Flow stages 1-10 5:00 AM BWWC Stage 7 North Horn, EL 4.620" gauge ring ,OK. POOH LD

G.ring. PU HES CFP with 10 ft. perf guns. RIH correlate to short jt,
runto setting depth set CFP @5680 ft. PU perforate N.H. @
5591-5597 & 5564-5568, 3 JSPF, 120 phasing, 23 gram charge,
430 holes. POOH turn well over to frac.

8:10 AM Safety Meeting . Pressure test
9:00 AM HES frac stage 7 North Horn 70Q foam frac. Load & Break @4,595

PSI @25.6BPM. Avg. Wellhead Rate:32.7 BPM. Avg. Slurry
Rate:14.15 BPM. Avg. CO2 Rate:17.3 BPM. Avg. Pressure:4,667
PSI. Max. Wellhead Rate:34.9 BPM. Max. Slurry Rate:18.1 BPM.
Max. CO2 Rate:21.5 BPM. Max. Pressure:4,995 PSI. Total Fluid
Pumped: 20,228 Gal. Total Sand in Formation:60,200 lb. (20/40
White Sand) CO2 Downhole:97 tons. CO2 Cooldown:10 tons.
ISIP:3,486 PSI. Frac Gradient:1.06 psil.ft. Dropped Qty: 4 Perf
balls in pad stage & 4 Balls in 2# sand stage. Successfully flushed
wellbore with50Q foam 50 bbi over flush with 500 gal. fluid cap.

11:00 AM BWWC Stage 8 North Horn. EL Gauge ring. POOH Iay down G.ring.
PU HES CFP with 10 ft. perf guns. RIH correlate to short jt. run to
setting depth set CFP @5480ft. PU perforate @5393-5399 &
5348-5352, 3 JSPF, 120 phasing, 23 gram charge, .430 holes.
POOH turnwell over to frac.

11:45 AM HES frac stage 8 North Horn 70Q foam Frac. Load & Break @3,175
PSI @ 14.2 BPM. Avg. Wellhead Rate:37.2 BPM. Avg. Slurry
Rate:16 BPM. Avg. CO2 Rate:19.8 BPM. Avg. Pressure:4,629 PSI.
Max. Wellhead Rate:39.9 BPM. Max. Slurry Rate:20.5 BPM. Max.

CO2 Rate:32.6 BPM. Max. Pressure:4,933 PSI. Total Fluid
Pumped:17,668 Gal. Total Sand in Formation:64,100 lb.(20/40
White Sand) CO2 Downhole:101 tons. CO2 Cooldown:10 tons.
ISP:3,249 PSI. Frac Gradient:1.04 psi/ft. Dropped Qty: 4 perf balls
in pad stage & 4 balls in 2#sand stage. Successfully flushed
wellborewith 50Q foam 50 BBI ovwer flush with500 gal. fluidcap.

2:00 PM BWWC stage 9 Nort Horn. Run Gauge ring POOH lay down tools.
PU HES CFP with 10 ft. perf guns. RIH correlate to short jt. run to
setting depth set CFP @5290 ft. PU perforate @5209-5219,
3JSPF, 120 phasing, 23 gram charges, .430 holes. POOH turnwell
over to frac.

3:00 PM HES Frac stage 9 North Horn 70Q foam frac. Load & Break @4,960
PSI @15 BPM. Avg. Wellhead Rate:13.9 BPM. Avg. Slurry
Rate:6.28 BPM. Avg. CO2 Rate:7.08 BPM. Avg. Pressure:4,087
PSI. Max. Wellhead Rate:16.23 BPM. Max. SlurryRate:7.85 BPM.
Max. CO2 Rate:10.69 BPM. Max. Pressure:5,044 PSI. Total Fluid
Pumped:10,499 gal. Total Sand in Formation:32,100 lb. (20/40
White Sand) CO2 Downhole:58 tons. CO2 Cooldown: 10 tons,
ISIP:3,684 PSI. Frac Gradient:1.14 psilft. Succesfully flushed
wellbore with 50 @ foam 50 bbi over flush with 500 gal. fluid cap.

Report by Welicore September 13, 2007 11:48



FA023 5 UNITEDSTATES
DEPARTMENTOF THE INTERIOR
BUREAU OF LAND MANAGEMENT 5. LeaseSerialNo.

SUNDRYNOTICES AND REPORTS ON WELLS UTUOO4049

Do not use thIs form for proposals to drill or to re-enter an 6. If Indian,AllotteeorTribeName

abandoned well. Use Fortn 3160 - 3 (APD) for such proposals. g,

SUBMIT IN TRIPLICATE- Other instructions on reverse side. 7. IfUnitorCA/Agreement,Nameand/orNo.

Peter's Point/UTU-063014
1. Typeof

ilWell gGasWell COther 8. WellNameandNa

2. Nameof r
Peter's Point UF 3-36-12-16

BILL BARRETT CORPORATION 9. API WellNo.
3a Address 3b. PhoneNo. (include area code) 43-007-31271

1099 18th Street Suite 2300 Denver CO 80202 303 312-8134 10. Field and Pool,or ExploratolyArea

4. LocationofWell (Footage,Sec.,T, R.,M, or SurveyDescription) Peter's Point/Wasatch-Mesaverde

NENW, 572' FNL, 2184' FWL
11. Countyor Parish, State

Sec. 36-T12S-R16E Carbon County, Utah

12. CHECK APPROPRIATEBOX(ES)TO INDICATENATURE OF NDHŒ, REPORT, OR OTHER DATA

TYPEOF SUBMISSION TYPEOF ACTION

Acidize Deepen Production (Start/Resume) WaterShut-Off

O Noticeof Intent AlterCasing FmetureTreat Reclamation Wen Integrity

SubsequentReport Casing Repair NewConstruction Recomplete Other
ChangePlans PlugandAbandon TemporarilyAbandon

FinalAbandonmentNotice Convertto Injection PlugBack WaterDisposal

13. DescribeProposedorCompletedOperation(clearly stateall pertinentdetails,includingestimatedstartingdateof anyproposedwork andapproximate durationthereof
Iftheproposalistodeependirectionallyorrecompletehorizontally,givesubsurfacelocationsand measured and tmeverticaldepthsof allpertinentInatkers and zones.

AttachtheBondunderwhichthework will beperformedorprovidetheBondNo. on filewithBLM/BIA.Requiredsubsequentreportsshallbefiledwithin 30days
followingcompletionofthe involvedoperations.Ifthe operationresults ina multiple completionor recompletionina newinterval,a Form3160-4shallbe filedonce
testinghasbeencompleted.FinalAbandonment Noticesshallbe filedonlyafterallrequirements, includingreclamation, havebeencompleted, and theoperator has

determinedthatthesite isready forfinalinspection.)

THIS SUNDRY IS BEING SUBMITTED AS NOTIFICATION OF FIRST SALES ON 9/17/07. USE OF AN EFM WAS PREVIOUSLY
REQUESTED IN THE APD. USE OF A FLOW CONDITIONER IS BEING REQUESTED WITH THIS SUNDRY.

14. I hereby certify that the foregoing is true and correct
Name (Printed/Typed)

Tracey Fallang Title Environmental/Regulatory Analyst

Signatur Date 09/18/2007

HIS SPACE FO E ERAL OR STATE OFFICE USE

Approvedby Title Date

Conditionsof approval,if any,are attached. Approvalof thisnoticedoesnotwarrant or
certifythatthe applicant holdslegalor equitabletitleto thoserightsin the subjectlease Office
whichwould entitletheapplicantto conductoperationsthereon.

Title 18U.S.C.Section1001andTitle43 U.S.C.Section1212,makeit a crimeforanypersonknowinglyandwillfullytomaketo dep tr of the United
Statesanyfalse,fictitiousor fraudulentstatementsorrepresentationsasto anymatterwithinits jurisdiction.

(Instructionsonpage 2)
SEP2 1 2007

DIV.OFOlL,GAS&
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Form 3160-5 UNITED STATES FD R
(April2004) DEPARTMENT OF THE INTERIO $ siWi',Soo7

BUREAU OF LAND MANAGEMENT 5 LeaseSerialNo

SUNDRY NOTICES AND REPORTS ON WELLS UT

Do not use this form for proposals to drlII or to re-enter an 6 If Indian,Allottee orTribe Name

abandoned well. Use Form 3160 - 3 (APD) for such proposals· nia

SUBMIT IN TRIPLICATE- Other instructions on reverse side. 7 IfUnitor CA/Agreement, Nameand/or No

1. Typeof
SilWell GasWell Other

Peter'sPoint/NUTU-063014

Peter's Point UF 3-36-12-16
2. NameofOperatorBILL BARRETT CORPORATION 9 API WellNo.

3a Address 3b. Phone No.(include area code) 43-007-31271

1099 18th Street Suite 2300 Denver CO 80202 303 312-8134 10 FieldandPool,or ExploratorjArea

4. Locationof Well (Footage,Sec.,T, R.,M.,or SurveyDescnption) Peter's Point/Wasatch-Mesaverde

NENW, 572' FNL, 2184' FWL
l1. Countyor Pansh, State

See. 36-T12S-R16E Carbon County, Utah

12. CHECK APPROPRIATEBOX(ES)TO INDICATENATURE OF NDIIŒ, REPORT, OR GITIER DATA

TYPEOF SUBMISSION TYPEOF ACTION

O Acidize Deepen Production (Start/Resume) Waer Shut-Of

ONotice of Intent AlterCasing FractureTreat Reclamation WenIntegnty

SubsequentReport Casing Repair NewConstruction Recomplete Other Weekly Acdvity

ChangePlans Plugand Abandon TemporarilyAbandon Report

FinalAbandonment Notice Convertto Injection Plug Back WaterDisposal

13. Describe ProposedorCompletedOperation(clearly stateall pertinentdetails,includingestimated starting dateof any proposedwork and approximatedurationthereof

If theproposalis to deependirectionallyor recomplete horizontally,givesubsurface locations andmeasuredandtruevertical depthsof allpertinentmarkersand zones

Attach theBondunder which thework will be performed or provide theBondNo. on filewith BLM/BIA. Requiredsubsequent reports shall befiledwithin 30 days

following completion of the involvedoperations. If theoperation results ina multiple completion or recompletion in a new interval,a Form3160-4shall be filedonce

testinghasbeencompleted.FinalAbandonmentNoticesshall be filedonly afterall requirements, includingreclamation, havebeencompleted,and theoperator has

determinedthatthesite is æady forfinalinspection.)

WEEKLY COMPLETION ACTIVITY REPORT FROM 9/14/2007 -9/20/2007.

14. I hereby certify that the foregoing is true andcorrect
Name (Printed/Typed)

Tracey Fallang Title Environmental/Regulatory Analyst

Signature Date 09/20/2007

THIS SPACE R FEDERAL OR STATE OFFICE USE

Approvedby Title Date

Conditionsof approval,if any,areattached. Approval of this notice doesnot warrantor
certifythatthe applicantholdslegalor equitabletitleto thoserightsin the subjectlease Office
whichwould entitlethe applicantto conductoperationsthereon.

Title 18U.S.C.Section1001andTitle43 U.S.C.Section1212,makeit a crimeforanypersonknowinglyand willfully tomaketo any departmentor agency of the United

Statesanyfalse,fictitiousor fraudulentstatementsor representationsas to anymatterwithin itsjurisdiction.

(Instructionson page 2)

SEP2 5 2007
DIV.0F0lL,GAS&



REGULATORY COMPLETION SUMMARY BillBarrett Corporation

WellName : Peter's Point #3-36-12-16 API : 43-007-31271 Area : West Tavaputs

Ops Date : 9/14/2007 Report #: 33 End Time Description

Summary : Flow stages 1-10. SI. EL gauge ring. EL 5:00 AM Flow stages 1-10 FCP: 850 psi on 38 ck. recovered 589 bbi in 10

stage 11. Frac #11. EL gauge ring, EL hours avg. of 59 BPH CO2 to high to measure.
stage 12. Frac #12. SI. RDMO HES,
BWWC, BOC CO2 vessels. Flow stages 6:00 AM SI.
1-12 8:15 AM BWWC Stage 11 North Horn.. EL 4.620" gauge ring. POOH Iay

down G.ring.PU HED CFP with 10 ft. perf guns RIH correlate to
short jt. run to settimg depth set CFP @4510ft. PU perforate @
4406-4416 &4374-4378, 3jspf. 120 phasing, 23 gram charge, .430

holes. POOH turn well over to frac.... Safety Meerting

9:25 AM HES frac stage 11 North Horn 70Q foam frac. Load & Break @2,817
PSI @14.9 BPM. Avg. Wellhead Rate:38.01 BPM. Avg. Sturry
Rate:16.07 BPM. Avg. CO2 Rate:19.97 BPM. Avg. Pressure:3.063
PSI. Max. Wellhead Rate:40.15 BPM. Max.Slurry Rate:20.79 BPM.
Max. CO2 Rate:24.06 BPM. Max. Pressure:3,239 PSI. Total Fluid
Pumped:20,811 gal. Total Sand in Formation:84,200 lb.(20/40
White Sand) CO2 Downhole:112 tons. CO2 Cooldown:12 tons.
ISIP:2,197PSI. Frac Gradient:0.94 psilft. Dropped qty: 4 perf balls
in pad stage and 4 balls in 2# sand stage. Successfully flushed
wellbore with 50Q foam 50 bbl. over flush with 500 gal. fluidcap.

11:30 AM BWWC stage 12 M.Wasatch, PU RIH with gauge ring 4.620"
POOH lay down tools. PU HSE CFP with 30 ft. perf guns. RIH
correlate to short jt. run to setting depth set CFP @ 4340 ft. PU
perforate @4251-4202 &4192-4202, 1 jspf, 180 phasing, 23 gram
charge, .560 holes. POOH turn well over to frac.

1:30 PM HES stage 12 M.Wasatch 70Q foam frac. Pumped X bbis of water
to pit to clean up. Wait on one load of 2% KCL water. Load & Break
@2,647PSI @14.9BPM. Avg. Wellhead Rate:37.66 BPM. Avg.
Slurry Rate:15.32 BPM. Avg. CO2 Rate:20.35 BPM. Avg
Pressure:3,398 PSI. Max. Wellhead Rate:39.68 BPM. Max. Slurry
Rate:20.39 BPM. Max. CO2 Rate:23.32 BPM. Max. Pressure:3,558
PSI. Total Flid Pumped:20,813 Gal. Total Sand in Formation:95,700
lb.(20/40 White Sand) CO2 Downhole: 128 tons. CO2 Cooldown: 10
tons. ISIP:2,376 PSI. Frac Gradient:1.00 psilft. Dropped qty: 4
perf balls in pad stage and 4 balls in 2# sand stage. Successfully
flushed wellbore with 50Q foam 50 bbl over flush with 500 gal. fl

2:00 PM SI.

3:00 PM Rig down Black Warrior, HES frac equipment, BOC gases, move off
loc. to 8-34

11:59 PM Flow stages 1-12

Report by Wellcore
September 20, 2007 04 13



REGULATORYCOMPLETION SUMMARY silisarrettcorporation

Well Name : Peter's Point #3-36-12-16 API : 43-007-31271 Area : West Tavaputs

Ops Date : 9/16/2007 Report #: 35 End Time Description

Summary : Flow stages 1-10 6:00 AM Stages 1-12 Through IPS flow equipment. FCP:900 psi on 38 ck.
CO2 22%

11:00 PM stages 1-12

Well Name : Peter's Point #3-36-12-16 API : 43-007-31271 Area : West Tavaputs

Ops Date : 9/15/2007 Report #: 34 End Time Description

Summary : Flow stages 1-10 6:00 AM Stages 1-12 FCP: 850 psi on 38 ck, recovered 589 bbi in 11 hours
avg. of 53.5 BPH. Co2 high.

11:59 PM flow stages 1-12

Report by Welicore
September 20, 2007 04 13



F 3n5 E STATES CONFllENTIAL=d i DEPARTMENT OF THE INTERIOR Expires:March3l,27
BUREAU OF LAND MANAGEMENT 5. LeaseSenalNo.

SUNDRY NOTICES AND REPORTS ON WELLS UTUOO4049

Do not use this form for proposals to drill or to re-enter an 6. If Indian,Allottee orTribe Name
abandoned we/I. Use Form 3160 - 3 (APD) for such proposals· nia

SUBMIT IN TRIPLICATE- Other instructions on reverse side. 7. If Unit or CA/Agreement, Name and/or No

Peter's Point/UTU-063014
l. Type of

ilWell 2 GasWell Other 8. WellNameand No
Peter's Point UF 3-36-12-162. NameofOpemtorBILL BARRETT CORPORATION 9. API Well No.

3a Address 3b. PhoneNo.(include area code) 43-007-31271

1099 18th Street Suite 2300 Denver CO 80202 303 312-8134 10.Fieldand Pool,or ExploratoryArea

4. LocationofWell (Footage,Sec.,T, R, M, or SurveyDesenption) Peter's Point/Wasatch-Mesaverde

NENW, 572' FNL, 2184' FWL 11. Countyor Parish, State
Sec. 36-T12S-R16E

Carbon County, Utah

12. CHECK APPROPRIATEBOX(ES)TO INDICATENATURE OF NDITŒ, REPORT, OR GTHER DATA

TYPEOF SUBMISSION TYPEOF ACTION

Acidize Deepen Production (Start/Resume) WaterShut-Off
Noticeof Intent Alter Casing FractureTreat Reclamation WelHntegnty

SubsequentReport Casing Repair New Construction Recomplete Other Weekly Activity

ChangePlans Plugand Abandon TemporarilyAbandon Report
FinalAbandonment Notice Convertto Injection PlugBack WaterDisposal

13. DescribeProposedor CompletedOperation(clearly stateall pertinentdetails,includingestimatedstarting dateofanyproposedwork and approximate durationthereof
If theproposalisto deependirectionallyor recomplete horizontally,givesubsurfacelocationsand measured and truevertical depthsof allpertinentmarkers and zones.
AttachtheBondunder which thework will be performedor providetheBondNo. on filewith BLM/BIA.Requiredsubsequent reports shall be filedwithin 30 days
followingcompletionofthe involvedopemtions. Iftheoperation results ina multiple completionor recompletion ina new interval,a Form3160-4shall befiledonce
testinghasbeen completed. FinalAbandonment Notices shall befiledonly after all requirements, includingreclamation, havebeen completed, and theoperator has
determinedthatthesiteisready forfinalinspection.)

WEEKLY COMPLETION ACTIVITY REPORT FROM 9/28/2007 - 10/04/2007.

14. I hereby certify thatthe foregoing is true and correct
Name (Printed/Typed)

T Fallang Titale Environmental/Regula0/0r4y/2An7alyst

THIS SPAC FOR FEDERAL OR STATE OFFICE USE

Approvedty Title Date
Conditions of approval,if any, are attached. Approval of thisnotice doesnot warrant or
certifythatthe applicant holdslegalor equitabletitle to thoserights inthe subject lease Office
which would entitle theapplicant to conductoperationsthereon.
Title 18U.S.C.Section1001and Title43 U.S.C.Section1212, make it a crime forany personknowing and willfully tomake to any departmentor agency of the United
Statesany false,fictitiousor fraudulent statementsor representations as to anymatter within its juns ction.

(Instructionsonpage 2)

OCT1 5 2007

DIV.0FOL G



REGULATORY COMPLETION SUMMARY BillBarrett Corporation

Well Name : Peter's Point #3-36-12-16 API : 43-007-31271 Area : West Tavaputs

Ops Date: 10/2/2007 Report#: 39 End Time Description

Summary : SI. Safety meeting. Rig down WSU. 7:00 AM SI. Safety meeting
NDNU 8:30 AM Rig Down Nabors WSU

Well Name : Peter's Point #3-36-12-16 API : 43-007-31271 Area : West Tavaputs

Ops Date : 10/1/2007 Report #: 38 End Time Description

Summary : Enter the description here

Well Name : Peter's Point #3-36-12-16 API : 43-007-31271 Area : West Tavaputs

Ops Date: 9/30/2007 Report#: 37 End Time Description

Summary : SI. Safety meeting. DrillCFPs. 10-3 7:00 AM SICP: 1060
LANDTBG. NDINU tree pumpoffbit. 7:30 AM Safety Meeting Drilling plugs, Foaming well

8:00 AM Start foaming wellbore. DrillCFP # 10 @4510 ft. FCCP: 480 psi.

9:00 AM TIH tag CFP #9 @4725 ft. FCP 475 psi on 2" adj. choke

10:00 AM TlH tag CFP #8 @ 5290 ft. drill out FCP: 470 psi on 2" choke

10:30 AM TIH tag CFP #7 @5480 ft. drill out FCP: 470 psi

11:15 AM TlH tag CFP #6 @ 5680 t. drill out CFP: 470 psi.

12:00 PM TlH tag CFP # 5 @6290 FT. Drill out. FCP:470 PSI.

12:45 PM TIH tag CFP #4 @6420 ft. drill out FCP: 470 psi

1:30 PM TIH tag CFP #3 @ 6565 ft. drill out FCP: 470 psi.

2:00 PM TIH tag PBTD @ 7022 ft. 225 jts, circ hole clean.

3:00 PM POOH Iay down tbg 21 jts. remove string float. TIH Iand tbg. on
hanger

4:00 PM ND BOPs / NU tree
4:00 PM Pumpoffbit sub and bit. flow well clean

Well Name : Peter's Point #3-36-12-16 API : 43-007-31271 Area : West Tavaputs

Ops Date : 9/29/2007 Report # : 36 End Time Description

Summary : MIRU Nabors WSU. EL Killplug. NDINU 11:30 AM MIRU WSU.
BOPs PU Bit &Tbg. TlH , Foam well drill
CBP &CFP. 1:30 PM MIRU BWWCEL CBP @4110 ft. POOH RDMO EL.

2:30 PM Blowdown casing 500 psi.
3:00 PM ND frac tree. NU Weatherford BOPs.

5:30 PM PU Smith 4-3/4" tricone bit. Weatherford Pumpoff bit sub, 8 ft. tbg
sub, XNnipple, 1 jt, X nipple, tally in hole 131 jts. tag CBP @4110
ft.

6:00 PM Rig Nabors Power swivel& weatherford foam unit.

6:45 PM DrillCBP @4110 ft. TIH tag CFP #11 @4340 drill out FCP: 475
psi on 2" flow line.

7:30 PM SWIFN

Report by Wellcore October08, 2007 04 19



Form 3160-4
(August 2007) CONFIDENTIALUNITED STATES ,

DEPARTMENT OF THE INTERIOR oRO
0

3D7

BUREAU OF LAND MANAGEMENT Expires: July 31, 2010

WELL COMPLETION OR RECOMPLETION REPORT AND LOG 5. Lease SerialNo.
UTU-004049

la. Type of Well DOil Well Gas Well Dry O Other 6. If Indian, Allottee or Tribe Name
b. Type of Completion: ONew Well Work Over EJ Deepen Plug Back O Diff Resvr., N/A

Other. 7. Unit or CA Agreement Name and No.
Peter's Point / UTU-063014

2. Name of Operator 8. Lease Name and Well No.
Bill Barrett Corporation Peter's Point Unit Federal 3-36-12-16
3. Address 1099 18th Street, Suite 2300 3a. Phone No. (include area code) 9. AFI Well No.

Denver, CO 80202 303-312-8134 43-007-31271
4. Location of Well (Report location clearly and in accordance with Federal requirements)* 10. Field and Pool or Exploratory

Peter's Point/Wastach-Mesaverde
At surface NENW, 572' FNL, 2184' FWI 11. Sec., T., R., M., on Block and

Survey or Area
Sec. 36, T12S-R16E

At top prod. interval reported below verticalwell 12. County or Parish 13. State

At total depth vertical well Carbon County UT

14. Date Spudded 15. Date T.D. Reached 16. Date Completed 10/02/2007 17. Elevations (DF, RKB, RT, GL)*
06/19/2007 06/30/2007 OD & A Ready to Prod. 6732' GL
18. Total Depth: MD 7078• 19. Plug Back T.D.: MD 7022' 20. Depth Bridge Plug S<t: MD N/A

TVD ggmg TVDgame TVD
21. Type Electric & Other Mechanical Logs Run (Submit copy of each) 22. Was well cored7 No Yes (Submit analysis)

Triple Combo, CCLICBL/GR, Mud Log Was DST run? No Yes (Submit report)
SA ¿ L Directional Survey? No Yes (Submit copy)

23. Casing and Liner Record (Report all strings set in well)

Hole Size Size/Grade Wt. (#/ft) Top (MD) Bottom (MD)
Stage Cementer N oofSCkeSm

nt
Cement Top* Amount Pulled

20" 16" H40 65# 0 40' grout cement Surface
12 1/4" 9 5/8" J55 36# 0 1037' 250 Hi-C 82 bbis Surface

180 Prem AG30 37 bbis
8 3/4" & 5 1/2" N80 17# 0 7068' 1460 50/50 Poz 387 bbis 200'
7 7/8"

|
24. Tubing Record

Size Depth Set (MD) Packer Depth (MD) Size Depth Set (MD) Packer Depth (MD) Size
_
Depth Set (MD) Packer Depth (MD)

2 3/8" 6424'
25. Producing Intervals 26. Perforation Record

Formation Top Bottom Perforated Interval Size No. Holes Perf Status
A) Wasatch (inc North Horn) 4192' 5597' 4192' - 4271' 0.43" 30 Open
B) Mesaverde 6200' 6933' 4374' - 4416' 0.43" 32 Open
C) 4638' - 4648' 0.43" 30 Open
D) 5209' - 5219' 0.43" 30 Open
27. Acid, Fracture, Treatment, Cement Squeeze, etc.

Depth Interval Amount and Type of Material

4192' -4271' Stage 12: 70% CO2 foam frac: 128 tons CO2; 642 bbis totalfluid; 95,700#20/40 White sand
4374' - 4416' Stage 11: 70% CO2 foam frac: 112 tonsCO2; 690 bb\s totalfluid; 84,200# 20/40 White sand
4638' - 4648' Stage 10: 70% CO2 foam frac: 57 tonsCO2; 389 bbis totalfluid; 32,000#20/40 White sand
5209' - 5219' Stage 9: 70% CO2 foam frac: 58 tonsCO2; 398 bbis totalfluid; 32,100# 20/40 White sand
28. Production - Interval A
Date First Test Date Hours Test 3il Gas Water Oil Gravity Gas Production Method
Producèd Tested Production BBL MCF SBL Corr. API Gravity Flowing

9/17/07 10/3/07 24 0 3148 0
Choke Tbg. Press. Osg. 24 Hr. 3il Gas Water Gas/Oil Well Status
Size Flwg. Press. Rate BBL MCF BBL Ratio Producing

64/64" 380 980 0 3148 0
28a. Production - Interval B
Date First Test Date Hours fest 3il 3as Water Oil Gravity Gas Production Method
Produced Tested Production BBL MCF BBL Corr. API Gravity

Choke Tbg. Press. Osg. 24 Hr 3il 3as Water Gas/Oil Well Status
Size Flwg. Press. Rate BBL MCF BBL Ratio

OCT1 52007
*(See instructionsand spaces for additional data on page



28b. Production - Interval C
Date First Test Date Hours Test 3il Gas Water Oil Gravity Gas Production Method
Produced Tested Production BBL MCF BBL Corr. API Gravity

Choke Tbg. Press. Csg. 24 Hr 3il Gas . Water Gas/Oil Well Status
Size FIwg. Press. Rate BBL MCF BBL Ratio

SI

28c. Production - Interval D
Date First Test Date Hours Test 3il Gas Water Oil Gravity Gas Production Method
Produced Tested Production BBL MCF BBL Corr. API 3ravity

Choke Tbg. Press. Osg. 24 Hr Dil 3as Water Gas/Oil Well Status
Size F1wg. Press. Rate BBL MCF BBL Ratio

SI

29. Disposition of Gas (Solid,usedfor fuel,vented, etc.)
Sold

30. Summaly of Porous Zones (Include Aquifers): 31. Formation (Log) Markers

Showall important zones of porosity and contents thereof: Cored intervals and all drill-stem tests,
including depth interval tested, cushion used, time tool open, flowing and shut-in pressures and
recoveries.

Top
Formation Top Bottom Descriptions, Contents, etc. Name

Meas. Depth

Wasatch 2790'
North Hom 4564'

Dark Canyon 6158'
Price River 6355'

TD 7078'

32. Additional remarks (include plugging procedure):

Copies of logs were previously submitted under separate cover. In the event log copies were not received, please contact Jim Kinser at 303-312-8163.

33. Indicate which itemshave been attached by placing a check in the appropriate boxes:

O Electrical/Mechanical Logs (1 full set req'd.) Geologic Report DST Report Directional Survey

O Sundry Notice for plugging and cement verification Core Analysis O Other:

34. I hereby certify that the foregoing and attached information is complete and correct as determined from all available records (see attached instructions)*

Name lease pr c ng TD 1EnOvir/o2nm7ental/RegulatoryAnalyst

Title 18 U.S.C. Section 1001 and Title 43 U.S.C. Section 1212, make it a crime for any person knowingly and willfully to make to any department or agency of the United States any
false, fictitious or fraudulent statements or representations as to any matter within its jurisdiction.

(Continuedon page 3) (Form 3160-4, page



Peter's Point Unit Federal 3-36-12-16 Completion Report Continued

26. PERFORATION RECOliD (cont.' 27. ACID, FRACTURE, TREATMENT, CEMENT SQUEEZE, ETC. (cont.)
INTERVAL NO. PERFORATION

(Top/Bot-MD) SIZE HOLES STATUS AMOUNT AND TYPEØF MATERIAL
5348' 5399' 0.43" 30 Open Stg 8 70% CO2 foam frac: 101 tons CO2 607 bbls total fluid 64,100# 20/40 White Sand
5564' 5597' 0.43" 30 Open Stg 7 70% CO2 foam frac: 97 tons CO2 751 bb1stotal fluid 60,200# 20/40 White Sand

6200' 6210' 0.43" 30 Open Stg 6 70% CO2 foam frac: 69 tons CO2 457 bbls total fluid 36,100# 20/40 White Sand
6316' 6342' 0.56" 20 Open Stg 5 70% CO2 foam frac: 114 tons CO2 673 bb1stotal fluid 72,400# 20/40 White Sand
6505' 6550' 0.56" 30 Open Stg 4 70% CO2 foam frac: 134 tons CO2 856 bbls total fluid 84,400# 20/40 White Sand
6583' 6606' 0.43" 30 Open Stg 3 70% CO2 foam frac: 144 tons CO2 851 bbls total fluid 92,580# 20/40 White Sand
6728' 6783' 0.43" 30 Open Stg 2 70% CO2 foam frac: 122 tons CO2 761 bbls total fluid 80,710# 20/40 White Sand
6923' 6933' 0.43" 30 Open Stg 1 70% CO2 foam frac: 103 tons CO2 604 bbls total fluid 60,570# 20/40 White Sand

*Depth intervals for frac information same as perforation record
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BUREAU OF LAND MANAGEMENT 5. LeaseSeriat
SUNDRY NOTICES AND REPORTS ON WELLS UTU004049

Do not use this form for proposals to drill or to re-enter an 6. If Indian,Allottee orTribeName
abandoned well. Use Form 3160 - 3 (APD) for such proposals· nia

SUBMIT IN TRIPLICATE- Other instructions on reverse side. 7. IfUnitor CA/Agreement,Nameand/orNo.
Peter's Point/UTU-63014

1. Typeof
ilWellO O OGasWellOO Other 8. WellNameandNa

2. NameofOperator Peter's Point UF 3-36-12-16
BILL BARRETT CORPORATION 9. API WellNo.

3a Address 3b. PhoneNo. (include area code) 43-007-31271
1099 18th Street Suite 2300 Denver CO 80202 303 312-8134 10.FieldandPool,or ExploratoryArea

4. LocationofWell (Footage,Sec.,E, R.,M.,or SurveyDescription Peter's Point/Wasatch-Mesaverde

NENW, 572' FNL, 2184' FWL 11. Countyor Parish, State
Sec. 36-T128-R16E

Carbon County, Utah

12. CHECK APPROPRIATEBOX(ES)TO INDICATENATURE OF NDII REPORT, OR OTHERDATA

TYPEOF SUBMISSION TYPE OF ACTION

Acidize Deepen Production (Start/Resume) WaterShut-Off
Noticeof Intent Alter Casing FractureTreat Reclamation WellIntegrity

SubsequentReport Casing Repair NewConstruction Recomplete Other Temporary Shut-In

ChangePlans Plugand Abandon TemporarilyAbandon
FinalAbandonmentNotice Convertto Injection PlugBack WaterDisposal

13. DescribeProposedorCompletedOperation(clearlystateall pertinentdetails,includingestimated startingdateof anyproposedworkandapproximatedurationthereof
If theproposalistodeependirectionallyorrecompletehorizontally,givesubsurfacelocationsand measuredandtruevertical depthsofall pertinentmarkers and zones.
AttachtheBondunder which thework will beperformedor providetheBondNo. onfilewith BLM/BIA. Requiredsubsequentreports shallbefiledwithin 30days
following completion oftheinvolved opemtions.If theoperationresults ina multiplecompletion or recompletion ina new interval,a Form 31604 shallbe filedonce
testinghasbeencompleted. FinalAbandonmentNoticesshallbe filedonlyafter all requirements,includingreclamation, havebeencompleted, and theoperatorhas
determinedthatthesiteis ready forfinalinspection.)

THIS SUNDRY IS BEING SUBMITTED AS NOTIFICATION THAT THIS WELL HAS TEMPORARILY BEEN SHUT-IN (RETRIEVABLE
BRIDGE PLUG (RBP) SET AT 4055'). THREE NEW DIRECTIONAL WELLS WERE PERMITTEDIADDED TO THIS PAD AND
DRILLING HAS BEGUN ON THE FIRST OF THREE WELLS. AT THE TIME ALL WELLS HAVE COMPLETED DRILLING
(APPROXIMATELY 7/22/08), THE RBP WILL BE REMOVED AND THIS WELL WILL BE TURNED BACK TO SALES.

JUN2 7 2008
DFKOFDiL,GASAikilNiNG

14. Ibereby certify that the foregoing is true and correct
Name (Printed/Typed)

Tracey Fallang Title Environmental/Regulatory Analyst

Signature Date 06/26/2008

IS SPACE FO EDERAL OR STATE OFFICE USE

Approvedby Title Dale
Conditionsof approval,ifany, are attached. Approvalof thisnotice doesnot warrant or
certify thatthe applicantholdslegalor equitabletitleto thoserights inthesubject lease Office
whichwould entitle theapplicant to conduct operations thereon.
Title 18U.S.C.Section1001and Title43U.S.C.Section1212,make it a crime forany person knowinglyand willfully to make to any departmentor agency ofthe United
Statesany false,fictitiousor fraudulentstatementsor representations asto any matter within itsjunsdiction.
(Instructionson page



Fonn 31&5 UNI.TEDSTATES : FORMAPPROVED
(April2004) DEPAlf ËN fÀTE OR iresiŠ31 007

BURE OFJ AGEM T 5. LeaseSerialNo.
SUNDRYNOTICES AND REPORTS ON WELLS UTUO4049

Do not use this form for proposals to drill or to re-enteran 6. If Indian,AllotteeorTribeName
abandoned welL Use Form 3160 - 3 (APD) for such proposals. nia

SUBMIT IN TRIPLICA TE- Other instructions on reverse side. 7. IfUnitorCA/Agreement, Nameand/or No.

1. Type o
ilWellOO GasWellOO Other

ter's Point/UTU-63014

2. NameofOperator Peter's Point UF 3-36-12-16
BILL BARRETT CORPORATION 9. API Well No.

3a Address 3b. PhoneNo. (includearea code) 43-007-31271

1099 18th Street Suite 2300 Denver CO 80202 303 312-8134 10.FieldandPool,or ExploratoryArea
4. Locationof Well (Footage,Sec.,T, R , M, or SurveyDescnption) Peter's Point/Wasatch-Mesaverde

NENW, 572' FNL, 2184' FWL 11. CountyorParish, State

Sec. 36-T12S-R16E Carbon County, Utah

12. CHECK APPROPRIATEBOX(ES)TO IND[CATENATURE OFNDIIQ REPORT, OR GIHER DATA

TYPEOF SUBMISSION TYPEOF ACTION

Acidhe Deepen Production(Start/Resume) WaterShut-Off
Noticeof Intent AlterCasing FractureTreat Reclamation WellIntegrity

SubsequentReport Casing Repair NewConstruction Recomplete Other Revised facility

ChangePlans Plugand Abandon TemporarilyAbandon layout and oil

O FinalAbandonmentNotice Convertto Injection PlugBack WaterDisposal measurement

13. DescribeProposedor CompletedOperation(clearly state allpertinentdelails,includingestimated starting dateof any proposedwork andapproximatedurationthereof
If theproposalistodeependirectionallyor recomplete horizontally,givesubsurfacelocationsandmeasuredand1xuevertical depthsof all pertinentmarkers and zones.
AttachtheBondunderwhich thework willbe performedor providetheBondNo. onfilewith BLM/BIA.Requiredsubsequentreportsshallbe filedwithin 30days
followingcompletion of theinvolvedoperations.If theoperationresultsina multiplecompletionor recompletion ina newinterval,a Form3160-4shallbefiledonce
testinghasbeencompleted.FinalAbandonmentNoticesshallbe filedonly after allrequirements,includingreclamation, havebeencompleted,and theoperatorhas
determinedthatthesiteis readyforfinalinspection.)

This sundry is being submitted as notification that the facility equipment as changed as well as the oil measurement method. The Peter's Point
3-36 was drilled and completed as a single, vertical well in 2007. In June amd July of 2008, BBC drilled (aurrentlyawaiting completion) three
additional wens (13-25D, 15-25D, 4-36D) off of this pad. All wells are witihin the Peter's Point unit and within a Participating Area except for
the Peter's Point 15-25D. Per a discussion and verbal approval with Matt Baker, Vernal Field Office, the new equipment and measurement for
thispadwillbeasfollows: RECEIVED
(1) 400-bbl oil tank - Combined oil tank for all wells except for the 15-25D
(1) 400-bbl oil tank - Dedicated to the Peter's Point 15-25D AUSO5 2008
(1) 400-bbl water tank - Combined water tank for all wells
(1) 400-bbl blowdown tank
(1) 400-bbl test tank DIV.OFOlL,GAS&MINiNG
To allocate oil production, a monthly test will be run for each well (except for the 15-25D, which will have its own oil tank) for a 24-hour time
period into the 400-bbl test tank. A revised site security diagram will be submitted when facilities are complete.

14. I herebycertify that the foregoing is true and correct
Name (Printed/Typed)

Tr Fallang TitateeEnvironmental/Regula8/Or1/2Analyst

THIS SPACE F FEDERAL OR STATE OFFICE USE

Approvedby pp Date

Conditionsof approval,ifany,areattached. Approvalof thisnotice doesnot
certify thattheapplicantholdslegalor equitabletitleto thoserightsinthesubj i -,

ACtÍ0nisNecessary
which wouldentitletheapplicantto conduct operationsthereon.

Title 18U.S.C.Section1001andTitle43 U.S.C.Section1212,makeit a crime arknent or agency ofthe United
Statesany false,fictitiousor fraudulentstatementsor representations as to an

(Instructionson page 2) B'( ,
4 ' L.



FA 23 5

DEPART
NEDOSFHEES

00
BUREAU OF LAND MANAGEMENT 5. LeaseSerialNo.

SUNDRY NOTICES AND REPORTS ON WELLS * UTUOO4049

Do not use thIs form for proposals to dr/II or to re-enteran 6. IfIndian,AllotteeorTribeName
abandoned well. Use Form 3160 - 3 (APD) for such proposals· n/a

SUBMIT IN TRIPLICATE- Otherinstructions on reverse side. 7. IfUnitorCA/Agreement,Nameand/orNo.

Peter'sPoint/UTU-0630141. Typeof
ilWellO O GasWellOO Other 8. WellNameandNo.

2. Nameof Operator Peter's Point UF 3-36-12-16
BILL BARRETT CORPORATION 9. APIWellNo.

3a. Address 3b. PhoneNo.(include area code) 43-007-31271
1099 18th Street Suite 2300 Denver CO 80202 303 312-8134 10.Fieldand Pool,or ExploratoryArea

Peter's Point/Wasatch-Mesaverde4. Locationof Well (Footage,See, T.,R.,M, or SurveyDescnption)
11. Countyor Parish, StateNENW, 572' FNL, 2184' FWL

Sec. 36-T12S-R16E
Carbon County, Utah

12. CHECK APPROPRIATEBOX(ES)TO INDICATENATURE OFNGIICE, REPORT, OR OTHER DATA

TYPEOF SUBMISSION TYPEOFACTION

O Acidize Deepen Production(Statt/Resume) WaterShut-Off
Noticeof Intent AlterCasing FractureTreat Reclamation WellIntegrity

SubsequentReport Casing Repair NewConstruction Recomplete Other Return to Sales

O Choge Plans Plugand Abandon TemporarilyAbandon
FinalAbandonmentNotice ConvernoInjecdon PlugBack WaterDisposd

13. DescribeProposedor CompletedOperation(clearly state all pertinent details,includingestimated starting dateof any proposedwor d approximate durationthereof
If theproposalis todeependirectionallyor recomplete horizontally,givesubsurfacelocationsand measured andtruevertical depthsofallpertinentrnarkers and zones.
AttachtheBondunder which theworkwill beperformedor providetheBondNo. on filewith BLM/BIA.Requiredsubsequent reports shallbe filedwithin 30days
followingcompletion oftheinvolvedoperations. Iftheoperation results in a multiple completion or recompletion ina new interval,a Form3160-4shallbefiledonce
testinghasbeencompleted. FinalAbandonmentNoticesshall be filedonly after all requirements, includingreclamation, havebeencompleted, and theoperator has
determinedthatthesite isready forfmalinspection.)

Well returned to sales on 08/28/2008.

14. Ihereby certify that the foregoing is true and correct
Name (Printed/Typed)

Tracey Fanang Title Environmental/Regulatory Analyst

HIS SPACÛOR FEDERAL OR STATE OFFICE USE

Approvedby Title Date
Conditionsof approval,if any, areattached.Approvalof thisnoticedoesnotwarrant or
certify thatthe applicantholdslegalor equitabletitleto thoserights in the subject lease Office
which would entitle the applicant to conduct operations thereon.
Title 18U.S.C. Section1001and Title43 U.S.C.Section1212, make it a crime forany personknowinglyand willfullytomake to any departmentor agency of the United
Statesany false,fictitiousor fraudulentstatements or representations as to anymatter within its jurisdiction.
(Instructionson page 2) HECEIVED

SEPt i 2008
DIV.0F0lL,GAS&



FA 2301 5

DEPART
NEDOSFHEE

INTERIO Ex Mc 007
BUREAU OF LAND MANAGEMENT 5. LeaseSerialNo.

SUNDRY NOTICES AND REPORTS ON WELLS UTUO4049

Do not use thís form for proposals to drill or to re-enteran 6. If Indian,AllotteeorTribeName
abandoned well. Use Form 3160 - 3 (APD) for such proposals· nia

SUBMIT IN TRIPLICATE- Other instructions on reverse sído. 7. IfUnitor CA/Agreement,Nameand/or No.
Peter's Point/UTU-63014

1. Typeof 11
OilWellOO GasWellOO Other 8. WellNameand No.

Peter's Point UF 3-36-12-162. NameofOperatorBILL BARRETT CORPORATION 9. API Well No.
3a Address 3b. PhoneNo. (include area code) 43-007-31271

1099 18th Street Suite 2300 Denver CO 80202 303 312-8134 10.FieldandPool,or ExploratoryArea
4. Locationof Well (Footage,Sec.,T, R, M, or SurveyDescription) Peter's Point/Wasatch-Mesaverde

NENW, M2' FNL, 2184' FWL 11. Countyor Parish, State
Sec. 36-T128-R16E

Carbon County, Utah

12. CHECK APPROPRIATEBOX(ES)TO INDICATENATURE OFNOIIŒ, REPORT, OR ØIHER DATA

TYPEOF SUBMISSION TYPEOF ACTION

Acidize Deepen Production(Start/Resume) WaterShut-Off
Noticeof Intent AlterCasing FractureTreat Reclamation Welllntegrity

SubsequentReport Casing Repair NewConstruction Recomplete Other Pit Closure
ChangePlans PlugandAbandon TemporarilyAbandon Extension

FinalAbandonment Notice Convertto Injection PlugBack WaterDisposal

13. DescribeProposedor CompletedOperation(clearly stateallpertinentdetails,includingestimated startingdateofany proposedworkandapproximatedurationthereof
Iftheproposalistodeependirectionallyor recomplete horizontally,givesubsurfacelocations and ineasured and truevertical depthsof all pertinentmarkers and zones.
AttachtheBondunder which thework will beperformedor providetheBondNo. on filewith BLM/BIA.Requiredsubsequentreports shall befiledwithin 30days
followingcompletion of theinvolvedoperations. If theoperation results ina multiple completion or recompletion in a new interval, a Form 3160-4 shall be filedonce
testinghasbeencompleted. FinalAbandonment Noticesshall befiledonlyafter all requirements, includingreclamation, havebeencompleted, and theoperatorhas
determined thatthesite isready forfinalinspection)

This sundry is being submitted to request an extension to the 90-day pit closure/reciamation COAs in the APDs issued on this pad. Completion
operation activities are ongoing on this pad. BBC will resume activities to evaporate this pit in the Spring/Summer of 2009, with an extension
request through September 2009. BBC will ensure titat this pit is fenced on all four sides and that there is sufficient freeboard to account for
additional precipitation. A list of additional wells on this pad is attached.

If you have any questions or need further information, please contact me at 303-312-8134.

14. I hereby certify that the foregoingis true and correct
Name (Printed/Typed)

Tracey Fallang Title Environmental/Regulatory Analyst

Signature Date 10/28/2008

18 SPACE FOÙEDERAL OR STATE OFFICE USE

pyroved Title Date
Conditionsof approval,if any, are attached. Approvalof thisnoticedoesnot warrant or
certify thattheapplicant holdslegalor equitable titleto thoserights inthe subjectlease Office
whichwould entitle the applicant to conduct operations thereon.
Title 18U.S.C.Section1001and Title43 U.S.C.Section1212,make it a crime for any personknowinglyand willfully to make to any dep nited .

Statesany false,fictitiousor fraudulentstatements or representations asto anymatter within itsjurisdiction.
(Instructionson page 2)

DIV.0FOIL,GAS&



WELL NAME LEASE
Peter's Point UF #4-360-12-16 UTU-04049
Peter's Point UF #15-250-12-16 UTU-068 1
Peter's Point UF #13-25D-12-16



Uiffidfig

CONFIDENTIAL
Form 3 o UNITED STATES OMBMN 3D7

ug DEPARTMENT OF THE INTERIOR Expires:July 31, 2010

BUREAU OF LAND MANAGEMENT 5. ease SeriaÏNo.

O attached
SUNDRY NOTICESAND REPORTS ON WELL

. If Indian, Allottee or Tribe Name
Do not use this form forproposals to dríH or to re-en N/A

abandoned weH. Use Form 3160-3 (APD) for such proposals.

SUBMIT IN TRIPLICATE - Otherinstructíons on page 2. 7, If Unit of CA/Agreement, Name and/or No.
Peter's Point/UTU 63011

1. Type of Well

Oil Well Gas Well Other 8s.Well Noahmeeand N

2. Name of Ooerator 9. API Well No.
Bill Barrett Corporation 43 g
3a. Address 3b. Phone No. (include area code) 10. Field and Pool or ExploratoryArea
10e m18thœStreeb Suite 2300

303-312-8134 Peter's Point/Wasatch-Mesaverde

4. Location of Well (Footage, Sec., T.,R.,M, or Survey Description) I1.
Cáu¯ntry

or Parish, State
see attached Carbon County, UT

12. CHECK THE APPROPRIATE BOX(ES) TO INDICATE NATURE OF NOTICE, REPORT OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

Notice of Intent Acidize Deepen Production (Start/Resume) Water Shut-Off

Alter Casing Fracture Treat Reclamatión Well Integrity

Subsequent Report Casing Repair New Construction Recomplete Other Revised layout

Change Plans Plug and Abandon Temporarily Abandon and measurement

Final Abandonment Notice Convert to Injection Plug Back Water Disposal

13. Describe Proposed or Completed Operation: Clearly state all pertinent details, including estimated starting date of any proposed work and approximate duration thereof If
the proposal is to deepen directionally or recomplete horizontally, give subsurface locations and measured and true vertical depths of all pertinent markers and zones.
Attach the Bond under which the work will be performed or provide the Bond No. on file with BLM/BIA. Required subsequent reports must be filed within 30 days
following completion of the involved operations. If the operation results in a multiple completion or recompletion in a new interval, a Form 3160-4 must be filed once
testing has been completed. Final Abandonment Notices must be filed only after all requirements, including reclamation, have been cornpleted and the operator has
determined that the site is ready for final inspection.)

This sundy is being submitted as a follow up to clarify testing/allocationmethods for the attached wells.

Initial testing would occur (or has occurred) as soon as possible after production is established and would be a 1-3 day test to get a baseline for allocation.
After the intial test is performed, BBC would move to quartedy testing,testing each well for 7-10 days and rotating through the wells without any downtime
between tests. Revised site security diagrams will be submitted as wells are completed.

COPYSENTTOOPERATOR

14. I hereby certify that the foregoing is true and correct.
Name (Printed/Typed)

Tracey Fallang Title Regulatory Analyst

Signature Date 02/10/2009

Approve4y

S SWACE FOR FEDERAL R TE OFFICE USE

Conditions of approva , i any, are attached. Approval of this notice does not warrant or certify Fgdef6\A IU
that the applicant holds legal or equitable titleto those rights in the subjectiease which would Office gbdS Ñ606888fŸ
entitle the applicant to conduct operations thereon.

Title 18 U.S.C. Section 1001 and Title 43 U.S.C. Section 1212, make it a crime for any person knowingly and willfully to make to any department or agency 6f ed States any false,
fictitious or fraudulentstatements or representations as to any matter within its jurisdiction, y 9
(Instructions on page 2)

Og OFOL 0As&



WELL NAME FIELD COUNTY QTR/QTR SEC TWN-RNG FOOTACE CAi LS LEASE # # OF TANKS
PETERS POINT U FED 3-36-12-16 PETER'S POINT CARBON NENW 36 125-16E 572 N 2184 W UTU-04049 (2) Multiple well Prnd Tanic
PETERS POINT U FED 4-36D-12-16 PETER'S POINT CARBON NENW 36 125-16E 617 N 2202 W UTU-04049 (1) Prod Tank (15-25D)

PETERS POINT U FED 15-25D-12-16 PETER'S POINT CARBON NENW 36 12S-16E 602 N 2195 W UTU-0681 (1) Test Tank

PETERS POINT U FED 13-25D-12-16 PETER'S POINT CARBON NENW 36 125-16E 588 N 2189 W UTU-0681 (1) Blowdown Tank

RETERS POINT U FED 14-26D-12-16 PETER'S POINT CARBON SESW 26 125-16E 225 S 1522 W UTU-0681

PETERS POINT U FED 3-35D-12-16 PETER'S POINT CARBON SESW 26 125-16E 208 S 1527 W JTSL-07159

PETERS POINT U FED 15-26D-12-16 PETER'S POINT CARBON SESW 26 125-16E 239 S 1518 W UTU-0681 (4) Multiple Well Prod Tanks
PETERS POINT U FED 13-26D-12-16 PETER'S POINT CARBON SESW 26 12S-16E 254 S 1514 W UTU-0681 (1) Test Tank
PETERS POINT U FED 10-26D-12-16 PETER'S POINT CARBON SESW 26 125-16E 270 S 1510 W UTU-0681 (1) Blowdown Tank

PETERSPOINT U FED 11-26D-12-16 PETER'S POINT CARBON SESW 26 125-16E 285 S 1506 W UTU-0681
PETERS POINT U FED 12-26D-12-16 PETER'S POINT CARBON SESW 26 125-16E 301 S 1502 W UTU-0681

PETERS POINT U FED 6-35D-12-16 PETER'S POINT CARBON SENW 35 125-16E 2044 N 2552 W JTSL-07159
PETERS POINT U FED 2-35D-12-16 PETER'S POINT CARBON SENW 35 12S-16E 2075 N 2561 W UTU-0681 (3) Multiple Well Prod Tanks
PETERS POINTU FED 1-35D-12-16 PETER'S POINT CARBON SENW 35 125-16E 2090 N 2565 W UTU-0681 (1) Test Tank
RETERS POINT U FED 7-35D-12-16 PETER'S POINT CARBON SENW 35 128-16E 2106 N 2569 W UTU-0681 (1) Blowdown Tank

PETERSPOINT U FED 4-35D-12-16 PETER'S POINT CARBON SENW 35 125-16E 2060 N 2556 W JTSL-07159
PETER'S POINT U FED 16-27-12-16 PETER'S POINT CARBON SESE 27 125-16E 1049 S 813 E UTU-08107
PETER'S POINT U †ED 9-27D-12-16 PETER'S POINT CARBON SESE 27 125-16E 1050 S 790 E UTU-08107 (2) Multiple Well Prod Tanks

(1) Prod Tank (11-27D)PETER'S POINT U FED 15-27D-12-16 PETER'S POINT CARBON SESE 27 125-16E 1063 S 799 E UTU-08107
(1) Test TankPETER'S POINT U FED 11-27D-12-16 PETER'S POINT CARBON SESE 27 125-16E 1075 S 809 E UTU-08107 (1) Blowdown Tank

PETER's POINT U FED 10-27D-12-16 PETER'S POINT CARBON SESE 27 12S-16E 1088 S 819 E



Form ate UNITED STATES o N
3D7

DEPARTMENT OF THE INTERIOR Expires July 31, 2010
BUREAU OF LAND MANAGEMENT 5. Lease Serial No,

SUNDRYNOTICES AND REPORTS ON WELLS 6 If Indian, Allottee or Tribe NameDo not use this form for proposals to drill or to re-enforan
abandoned well. Use Form 3160-3 (APD) for such proposals.

. I If Unitof CA/Agreement, Nameand/orNoSUBMITIN TRIPLICATE - Other instructions on page 2.
1 Type of Well NI

8. Well Name and No.O oilweil O oasweli 2 Other See Attached
2. Name ofOcerator 9. API Well No.Bill Barrett Corporation
3a. Address 3b, Phone No (melude area code) 10 Field and Pool or Exploratory Area1099 18th Street, Suite 2300. Denver. CD 80202

303-312-8134
4. Location of Well (Footage. Sec.. E,R..M., or Survey Description) 11. Countryor Parish, State

Carbon County, UT

12. CHECK THE APPROPRIATE BOX(ES)TO INDICATENATURE OF NOTICE,REPORT OROTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

Notice of Intent Acidize Deepen Producuon (Stan/Resume Water Sinn-Off
Alter Casing Fracture Treat Reclamation Weu Imegrny

Subsequent Report Casing Repair New Construction Recomplete Other Off-lease Water

Change Plans Plug and Abandon Temporarily Abandon Treatment
O Fmal Abandonment Notice Convert to Injection Plug Back Water Disposal

13 Describe Proposed or Completed Operation: Clearly state all pertinent details, including estimated starting date of any proposed work and approximate duration thereof Ifthe proposal is to deepen directionally or recomplete horizontally,give subsurface locations and measured and truevertical depths of all pertinent markers andzones
Attach the Bond under which the work will be performed or provide the Bond No. on file with BLMIBIA. Requiredsubsequentreports mustbe flied within 30 days
followmg completion of the involved operations. If the operation results in a multiple completion or recompletion in a new interval, a Form3l60.4 must be filed once
testing has been completed Fmal Abandonment Notices must be filedonly after all require ts includingreclamation, have beencompleted and theoperator has
determmed thatthe site is ready for final inspection.) Pted by the

BillBarrett Corporation (BBC) Is submittingthis as an update to the previously sub itt d, d Of BBCwillbe also be treatingproduced
water from Peter's Point unit, In addition to PricklyPear unit, for re-use for the state ( gg1gg tionsto meet additional waler needs. Alist and map of Peter's Point unit wells is attached. RECEIVED
If you have further questions, please contact me at 303-312-8134. FORRECORD0NLY

FEB16 2010
DIV.0FOIL,GAS&MINING

14 i hereby certify that the foregoing is true and correct.
Name (PrmterfTyped)

TracegnFallaeng Titiee Regulatory Analyst

THIS S CE FOR FEDERAL OR STATE OFFICE USE
Approved by

StrOleum Engineer
.

FEB118 2010
Conditions of approval,if any, are attached Approval of this notice does not warrant or certify
that the applicant holds legal or equitable title to those rights in thesubject lease which would Office PRICE FIELD OFFICEentitle the apphcam to conduct operations thereon.

Title 18 U.S.C Section 1001 and Title 43 U.S.C. Section 1212, make it a crime for any person knowingly and willfully to make toany department or agency of the Umted States any falsericlitiousor fraudulent statements of representations as to any matter within ilsjurisdiction.
nostructionson page 2)

UDOGM



UWIIAPI LABEL Status UWilAPI LABEL Status
430073007000 5-14-PETERS POlNT GAS 430073134700 4-35D-12-16 GAS
430073002300 9-PTRS PT UNIT GAS 430073134600 7-35D-12-16 GAS
430071539300 4-PTRS PT UNIT GAS 430073134800 7-360-12-16 GAS
430071539100 2-PTRS PT UNIT GAS 430073135000 5-36D-12-16 GAS
430073076100 36-2-PtrsPtFed GAS 430073135100 15-25D-12-16 GAS
430073076200 36-3-PtrPtFed GAS 430073131900 10-27D-12-16 GAS
430073076300 36-4-PtrsPtFed GAS 430073132600 2-7D-13-17 Deep GAS
430071021600 1-PETERS POINT UNIT GAS 430073132000 2-34D-12-16 GAS
430071021600 1-PETERS POINT UNIT GAS 430073134900 11-36D-12-16 GAS
430073098200 11-6-13-17 GLAS 430073135300 4-36D-12-16 CLAS
430073096500 16-35-12-16 GIAS
430073131800 16-27-12-16 GLAS
430073127900 8-34-12-16 GAS
430073127500 6-35D-12-16 GAS PETER'S POINT UNIT
430073129300 7-1D-13-16 Ultra Dee GAS Status Legend
430073100500 16-31D-12-17 GAS GAS Currently Producing
430073100400 16-6D-13-17 GAS WOC Walting on Completion
430073101000 2-36D-12-16 GAS
430073100900 12-31D-12-17 GAS Water could come from any of these GAS
430073101100 9-36-12-16 GAS wells to be used in treatment process and
430073081000 4-31D-12-17 GAS reused for state completions.
430073085900 6-7D-13-17 Deep GAS
430073102400 EW35D-12-16 GIAS
430073081200 16-26D-12-16 GAS
430073076400 14-25D-12-16 GAS
430073115800 2-12D-13-16Deep GLAS
430073127700 14-26D-12-16 GAS
430073128100 6-34D-12-16 GAS
430073127200 6-36-12-16 GLAS
430073127100 3-36-12-16 GAS
430073117500 12-36D-12-16 GAS
430073117400 10-36D-12-16 GAS
430073126100 15-6D-13-17Deep GLAS
430073104900 4-12D-13-16 Deep ST GAS
430073141100 S'27D-12-16 GLAS
430073140900 11-27D-12-16 G·AS
430073141000 16W27D-12-16 GLAS
430073140600 10-26D-12-16 GLAS
430073140400 15-26D-12-16 CLAS
430073140700 11-260-12-16 GLAS
430073135200 13-25D-12-16 GLAS
430073140300 13-26D-12-16 GAS
430073140800 12-26D-12-16 GLAS
430073142700 1-34D-12-16 GAS
430073142800 7-34D-12-16 GAS
430073140500 3-35D-12-16 GLAS
430073134500 2-35D-12-16 GAS
430073136500 1-35D-12-16 GLAS
430073147400 10-35D-12-16 WOC
430073147600 0 35D-12-16 VVOC
430073142900 5-35D-12-16
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WEST TAVAPUTS PILOT WATER TREATMENT FACILITY
NESW, SECTION 16, T12S-R15E

This is being submitted as notification that Bill Barrett Corporation (BBC) will be
setting a temporary "pilot" water treatment facility within existing disturbance (no
surface-laid lines are proposed) at the Prickly Pear Unit State 11-16 location. This
facility will test the ability for BBC to reuse and recycle Prickly Pear unit water for
approximately 16 state wells in Section 16 which are to be completed in 2010. It would
also reduce truck traffic through Harmon Canyon associated with water hauling by
approximately 16 trucks per day. Wells on Prickly Pear mesa generate approximately
1000 barrels of water per day (BWPD) and each well completion will take approximately
1300 BWPD. Any additional water needed for completion will come from currently
approved water sources. This pilot facility will be in operation from January through
July of 2010 and if successful, BBC will discuss the potential of making the facility
permanent.

The process description is listed below and attachments to this proposal include
proposed facility diagrams and maps and spreadsheets which indicate Prickly Pear wells
involved with the water treatment process.

PROCESS DESCRIPTION
BBC will use an electro-coagulation (EC) process which transmitsan electrical current
through the water between iron plates. Iron hydroxyl-oxide (IHO) is formed by the
electrical current in the form of a floc which then adsorbs compounds in the water.
Compounds bound to the IHO create larger floc/solids known as hematite. The hematite
is then skimmed off and placed into a tankto be hauled off of to a state approved disposal
facility and a pH buffer is added to the water to lower the pH for re-use.

The EC system will treat approximately 1000-1200 BWPD (including flow-back water)
and will be stored in clean tanks adjacent to the system. There will be ten 450-bbl
holding tanks (two inlet water and eight treated water), three 450-bbl weir (skim) tanks
and the actual EC system. There will also be a smallgenerator to power a pump on
location to assist in keeping the water flowing throughthe system. The tank battery will
be benned and the berms will be constructed to contain at a minimum 120 percent of the
storage capacity of the largest tank within the berm. Any load lines and valves will be
placed inside the berm.

After completion operations have ceased within Section 16, water will once again be
diverted back to BBC's permitted saltwater disposal well in Sec. 24, T12S-R14E or a
request for a permanent facility may be
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DEPARTMENT OF THE INTERIOR Expires: July 31, 2010
BUREAU OF LAND MANAGEMENT 5. Lease Serial No.

SUNDRY NOTICESAND REPORTS ON WELLS 6. If indian, Allottee or Tribc Name
Do not use this form for proposals to driHor to re-enter an

abandoned well. Use Form 3100-3 (APD) for such proposals.

SUBMIT IN TRIPLiCATE - Other instructionson page 2. 7. If Unit of CA/Agreement,Name and/or No.
Pri±IyP: U-'t'UTU70"ST

I. Type of Well

O onweli O o.sweli O on=er "g°igndNo.

2. Name ofOnerator 9. API Well No.BillBarrett Corporation
3a. Address 3b. Phone No, (ínelude area code) 10.Field and Pool or Exploratory Area
1099 IBIh Sweet,Sute 2300, Denver, CO 80202

303-312-8134
4. Location of Well (Footage Sees T.R.,M or Surver Description) I I Country or Parish, State

Carbon County, UT

12. CHECK THE APPROPRIATE BOX(ES) TO INDICATE NATURE OP NOTICE, REPORT OR OTHERDATA

TYPE OF SUBMISSION TYPEOF ACTION

Notice of Intent Acidize Deepen Producfon (San/Resume) O WaterShut-Off
O^ae,c.in, v,.cure1,... Reclarnation Wen Integnty

O Subsequent Reg Cuing Repair New Construnion Roomplee OŒer OR-leaæ Water

O ChangePlans Plug and Abandon TemporarilyAbandon Treatment of Prickly
Final AbandonmentNotice O Conven to injection Plug Back Water Dispo al Pear Unit Water

13. Describe Proposed or Completed Operation: Clearly state all pertinent details, including estimated starting date of any proposed work and approximate duration thereof. If
the proposal is to deepen directionally or recomplete horizontally, give subsurface locations and measured and true vertical depths of all pertinent markets and zones.
Attach the Bond under which the work will be performed or provide the Bond No, on file with BLM/BIA. Required subsequent reports must be filed within 30 days
following completion of the involved operations. If the operation results in a muhiple completion or recompletion in a new interval, a Form 3160-4 must be filed once
testing has been completed. Final Abandonment Nolices must be filed only after all requimments, includingreclamation, have been completed and the operator has
determined that the site is ready for final inspection.)

BIIIBarrett Corporation (BBC) Is submitting thissundry in accordance with Onshore Order No.7, Ill.B.2.b,Disposat of Produced Water on State or Privately
Owned Lands. BBC willbe takingproduced water and ilowbackwater fromfederal and state leases (a map and list of these wells is attached) withinthe
Prickly Pear unit,hauling it toa temporary,"pilot" water treatmentfacility on SITLA lands in Sec.16, T128-Ri5E where it willbe treated and reused for
complellonoperations for approximately16 state wells. This water treatmentand recyling process will be in operation from January through July of2010 and
if successful, there is thepotentiat of this being a permanent facility.

BBC has attached the SITLAsubmitial information foryour records,

if you have further questions, please contact me at 303-312-8134.

CO PY
l4. I hereby certify that the foregoing is trueand correct.

Name (Printed¶ped)
Tracey Fallang Title Regulatory Analyst

Signature Date 01/14/2010

THIS SPACE R FEDERAL OR STATEOFFICE USE
Approved by

Petroleum Engineer JAN 14 2010/ fitle Date
Conditions of approval if a y. are anache o not warrant or certify
that the applicant holds legal or equitable title to those rights in the subject leasewhich would OŒœ PRICE FIELD OFFICEentitle the appheant to conduct operations thereon.

Tide 18 U.S.C.Section 1001 and Title 43 U.S.C.Section 1212, make it a crime for any person knowingly and willfully to make to any department or egency of the United States any false,
fictitious or fraudulentstatements or representations as to any matter within its jurisdiction.

(Instructions on page 2)



WEST TAVAPUTS PILOT WATER TREATMENT FACILITY
NESW, SECTION 16, T12S-R15E

This is beingsubmittedas notification thatBill Barrett Corporation (BBC) will be
setting a temporary "pilot" water treatment facility within existing disturbance (no
surface-laid lines are proposed) at the Prickly Pear Unit State 11-16 location. This
facility will test the ability for BBC to reuse and recycle Prickly Pear unit water for
approximately 16 state wells in Section 16 which are to be completed in 2010. It would
also reduce truck trafficthrough Harmon Canyon associated with water hauling by
approximately 16 trucks per day. Wells on Prickly Pear mesa generate approximately
1000 barrels of water per day (BWPD) and each well completion will take approximately
1300 BWPD. Any additional water needed for completion will come from currently
approved water sources. This pilot facility will be in operation from January through
July of 2010 and if successful, BBC will discuss the potential of making the facility
permanent.

The process description is listed below and attachments to this proposal include
proposed facility diagrams and maps and spreadsheets which indicate Prickly Pear wells
involved with the water treatment process.

PROCESS DESCRIPTION
BBC will use an electro-coagulation (EC) process which transmits an electrical current
through the water between iron plates. Iron hydroxyl-oxide (IHO) is formed by the
electrical current in the form of a floc which then adsorbs compounds in the water.
Compounds bound to the IHO create larger floc/solids known as hematite. The hematite
is then skimmed off and placed into a tank to be hauled off of to a state approved disposal
facility and a pH buffer is added to the water to lower the pH for re-use.

The EC system will treat approximately 1000-1200 BWPD (including flow-back water)
and will be stored in clean tanks adjacent to the system. There will be ten 450-bbl
holding tanks (two inlet water and eight treated water), three 450-bbl weir (skim) tanks
and the actual EC system. There will also be a small generator to power a pump on
location to assist in keeping the water flowing through the system. The tankbattery will
be bermed and the berms will be constructed to contain at a minimum 120percent of the
storage capacity of the largest tank within the berm. Any load lines and valves will be
placed inside the berm.

After completion operations have ceased within Section 16, water will once again be
diverted back to BBC's permitted saltwater disposal well in Sec. 24, T128-R14E or a
request for a permanent facility may be



Prickly Pear U SP 11-1 841' FSL& 1985' FWIJ
Prickly Pear U ST 13A-16D (1859' FSL & 2016' FWI)

Prickly Pear U ST 11-16 Prickly Pear U Fr 1Z-16D (1864' FSL& 2023' FWI3PricklyPear U ST 13A-16D
Prickly Pear U ST 12A-10D (1868' FSL& 2030' FWI)Prickly Pear U ST 12-16D
Prickly Pear U ST 15A-16D (1872' FSL& 2037 FWL)
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Prickly Pear U ST 11A-16D

Facility

'On ose access andutilitycorridorsconstrL c ed and/orgy for in thisAPO.are shown,
LEGEND - -- PIPE SURFACE - PIPEBURIED * WELLLOCATION -lF SHUTINWELLLOCATION WELLOISTURBANCE g SEPARATORS TANKS PfT

,

ERVlfDHlgig! 31North Main Street Ave.
RoT alRs nonegth1176 ft N Am Bunt

Helper, Utah 84526 Ave. Road Disturbance Running Width- 30 ft BillBarrett Corporation
(435) 472-3814 Total Road Disturbance- 1.0 Acres

$6TŸÏ€Ê$ fax (435) 472-8780 Total Pipeline Length - 1153 ft NESW, Sec. 16, T12S, Ri5E, SLB&M
Elifif0DRIBRial&Engineeling(DRSul11Rg eisec@preciscom.net To P ine tua n 0 es Carbon County,



UWIIAPI Well Status UWIIAPI Well Status
430071604500 1-GOVT PCKRL GAS 430073123900 3-27D-12-15 GAS
430071654200 SC 1-STONE CABIN GAS 430073123700 4-27D-12-15 GAS
430073001400 1-11-ST CAB-FED GAS 430073124300 1-28-12-15 GAS
430071501600 33-1A-CLAYBANKSPRIN GAS 430073124200 5-27D-12-15 GAS
430073052200 16-15 (12S-15E) GAS 430073124400 8-28D-12-15 GAS
430073001800 2-B-27-ST CAB FED GAS 430073124100 9-28D-12-15 GAS
430071654200 SC 1-ST CAB UNIT GAS 430073128700 9-17-12-15 GAS
430073101800 36-06-12-15 GAS 430073129500 7-18D-12-15 GAS
430073082500 13-4 (12S-14E) GAS 430073129400 1-18D-12-15 GAS
430073082800 21-2-12-15 GAS 430073124000 9-16-12-15 GAS
430073082300 10-4-12-14 GAS 430073124500 1-16-12-15 GAS
430073095400 7-25-12-15 GAS 430073136200 2-28D-12-15 GAS
430073093300 13-16-12-15 GAS 43007.3139900 11-22D-12-15 GAS
430073100800 5-13-12-14 GAS 430073136000 4-22D-12-15 GAS
430073094300 5-16-12-15 GAS 430073140000 14-22D-12-15 GAS
430073094500 7-16-12-15 GAS 430073139800 12-22D-12-15 GAS
430073094400 11-16-12-15 GAS 430073136100 6-22D-12-15 GAS
430073119300 15-18-12-15 GAS 430073141300 6-21D-12-15 GAS
430073098500 7-33D-12-15 GAS 430073141200 11-21D-12-15 GAS
430073128900 7-17D-12-15 GAS 430073141400 12-21D-12-15 GAS
430073086000 5-19-12-15 GAS 430073142100 2-20D-12-15 GAS
430073107300 13-23-12-15 GAS 430073141900 8-20D-12-15 GAS
430073119600 10-27-12-15 GAS 430073135900 14-15D-12-15 GAS
430073120600 1-20-12-15 GAS 430073145600 12-16D-12-15 GAS
430073118300 15-17-12-15 GAS 430073139400 10-18D-12-15 GAS
430073119800 7-20-12-15 GAS 430073128200 14-26D-12-15 GAS
430073116400 15-21-12-15 GAS 430073128800 1-17D-12-15 GAS
430073116600 13-21D-12-15 GAS 430073129600 5-17D-12-15 GAS
430073116500 7-28D-12-15 GAS 430073131400 3-18D-12-15 GAS
430073112100 3-28D-12-15 GAS 430073131600 5-18D-12-15 GAS
430073107500 3-26D-12-15 GAS 430073131000 13-17D-12-15 GAS
430073107400 1-27D-12-15 GAS 430073130900 12-17D-12-15 GAS
430073107600 15-22D-12-15 GAS 430073131100 14-17D-12-15 GAS
430073118700 3-22-12-15 GAS 430073131200 16-18D-12-15 GAS
430073118600 7-22D-12-15 GAS 430073132800 3-21D-12-15 GAS
430073118800 5-22D-12-15 GAS 430073131500 4-18-12-15 GAS
430073135800 13-15D-12-15 GAS 430073130800 8-17D-12-15 GAS
430073119200 9-18D-12-15 GAS 430073130700 10-17D-12-15 GAS
430073118400 11-17D-12-15 GAS 430073131300 8-18D-12-15 GAS
430073119700 9-20D-12-15 GAS 430073131700 6-18D-12-15 GAS
430073119400 16-27D-12-15 GAS 430073145900 10-16D-12-15 GAS
430073119500 12-27D-12-15 GAS 430073132100 16-17D-12-15 GAS
430073118900 11-15D-12-15 GAS 430073132400 14-16D-12-15 GAS
430073125900 4-25D-12-15 GAS 430073132900 4-21D-12-15 GAS
430073126000 12-25D-12-15 GAS 430073136400 5A-27D-12-15 GAS
430073128300 2-35-12-15 GAS 430073136800 1A-28D-12-15 GAS
430073128500 4-35D-12-15 GAS 430073136300 16X-21D-12-15 GAS
430073128400 10-26D-12-15 GAS 430073140100 4A-27D-12-15 GAS
430073125700 11-18D-12-15 GAS 430073139300 14A-18D-12-15 GAS
430073125800 11-20D-12-15 GAS 430073139500 15A-18D-12-15 GAS
430073122600 2-36-12-15 GAS 430073139600 16A-18D-12-15 GAS
430073122700 4-36-12-15 GAS 430073145800 15A-16D-12-15 GAS
430073123800 13-22-12-15 GAS 430073146100 13A-16D-12-15 GAS

430073146000 11A-16D-12-15



UWIIAPI Well Status
4300731480005A-16D-12-15 LOC
4300731485009A-16D-12-15 LOC
4300731479004A-16D-12-15 LOC
4300731481003A-16D-12-15 LOC
4300731477006A-16D-12-15 LOC
43007314840016A-16D-12-15 LOC
43007315160013B-16D-12-15 LOC
43007309530012-24-12-14 SWD
4300731422007A-16D-12-15 WOC
4300731425003-16D-12-15 WOC
4300731455008-16D-12-15 WOC
4300731423006-16D-12-15 WOC
43007313230016-16D-12-15 WOC
43007314240010A-16D-12-15 WOC
43007315150014B-16D-12-15 WOC
43007313220015-16D-12-15 WOC
4300731478004-16D-12-15 WOC
43007315140016B-16D-12-15 DRL

Status Legend
DRL Currently Drilling
GAS Currently Producing
LOC 2010 Location
SWD Salt Water Disposal
WOC Waiting on Completion

Yellow indicates state wells that will be completed in 2010 using treated Prickly Pear Unit water.
Water could come from any of these wells to be used in treatment process and reused for state
well
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Division of Oil, Gas and Mining ROUTING
OPERATOR CHANGE WORKSHEET (for state use only) CDW

X - Change of Operator (Well Sold) Operator Name Change/Merger
The operator of the well(s) listed below has changed, effective: 1/1/2014

FROM: (Old operator): TO: ( New Operator):
N2165-Bill Barrett Corporation N4040-EnerVest Operating, LLC
1099 18th Street, Suite 230 1001 Fannin Street, Suite 800
Denver, CO 80202 Houston, TX 77002

Phone: 1 (303) 312-8134 Phone: 1 (713) 659-3500

CA No. Unit: Peter Point
WELL NAME SEC TWN RNG API NO ENTITY LEASE TYPE WELL WELL

NO TYPE STATUS
See Attached List

OPERATOR CHANGES DOCUMENTATION
Enter date after each listed item is completed
1. (R649-8-10) Sundry or legal documentation was received from the FORMER operator on: 1/7/2014

2. (R649-8-10) Sundry or legal documentation was received from the NEW operator on: 1/7/2014
3. The new company was checked on the Department of Commerce, Division of Corporations Database on: 1/28/2014
4a. Is the new operator registered in the State of Utah: Business Number: 8850806-0161
5a. (R649-9-2)Waste Management Plan has been received on: Not Yet
5b. Inspections of LA PA state/fee well sites complete on: Yes
5c. Reports current for Production/Disposition & Sundries on: 1/24/2014
6. Federal and Indian Lease Wells: The BLM and or the BIA has approved the merger, name change,

or operator change for all wells listed on Federal or Indian leases on: BLM Not Yet BIA N/A

7. Federal and Indian Units:
The BLM or BIA has approved the successor of unit operator for wells listed on: Not Yet

8. Federal and Indian Communization Agreements ("CA"):
The BLM or BIA has approved the operator for all wells listed within a CA on: N/A

9. Underground Injection Control ("UIC") Division has approved UIC Form 5 Transfer of Authority to
Inject, for the enhanced/secondary recovery unit/project for the water disposal well(s) listed on: Yes

DATA ENTRY:
1. Changes entered in the Oil and Gas Database on: 1/28/2014
2. Changes have been entered on the Monthly Operator Change Spread Sheet on: 1/28/2014
3. Bond information entered in RBDMS on: 1/28/2014
4. Fee/State wells attached to bond in RBDMS on: 1/28/2014
5. Injection Projects to new operator in RBDMS on: 1/28/2014
6. Receipt of Acceptance of Drilling Procedures for APD/New on: 1/7/2014
7. Surface Agreement Sundry from NEW operator on Fee Surface wells received on: 1/7/2014

BOND VERIFICATION:
1. Federal well(s) covered by Bond Number: RLB7886
2. Indian well(s) covered by Bond Number: RLB7886
3a. (R649-3-1) The NEW operator of any state/fee well(s) listed covered by Bond Number BOO8371

3b. The FORMER operator has requested a release of liability from their bond on: N/A

LEASE INTEREST OWNER NOTIFICATION:
4. (R649-2-10) The NEW operator of the fee wells has been contacted and informed by a letter from the Division

of their responsibility to notify all interest owners of this change on: 1/28/2014
COMMENTS:

EnerVest Operating, LLC-Peter Point Unit.xls



Bill Barrett Corporation (N2165) to EnerVest Operating, LLC (N4040)
Effective 1/1/2014

Peter Point Unit
Well Name Sec TWN RNG API Number Entity Mineral Lease Surface Lease Well Type Well Status
PPU FED ll-34D-12-16 34 120S 160E 4300731465 Federal Federal GW APD
PPU FED 10-34D-12-16 34 120S 160E 4300731469 Federal Federal GW APD
PETERS POINT UF 15X-36D-12-16 36 120S 160E 4300750178 Federal \Federal GW APD
PETERS POINT UF 10-lD-13-16 36 120S 160E 4300750182 Federal Federal GW APD
PETERS POINT UF 9-lD-13-16 36 120S 160E 4300750183 Federal Federal GW APD
PPU FED 9-34D-12-16 34 120S 160E 4300731430 17225 Federal Federal GW OPS
PPU FED 15-35D-12-16 35 120S 160E 4300731475 2470 Federal Federal GW OPS
PETERS POINT U FED 12A-6D-13-17 31 120S 170E 4300750034 2470 Federal Federal GW OPS
PETERS POINT U FED l lA-31D-12-17 31 120S 170E 4300750036 2470 Federal Federal GW OPS
PETERS POINT U FED 9-6D-13-17 6 130S 170E 4300750120 2470 Federal Federal GW OPS
PETERS POINT U FED 14-6D-13-17 6 130S 170E 4300750121 2470 Federal Federal GW OPS
PETERS POINT U FED 15-6D-13-17 6 130S 170E 4300750122 2470 Federal Federal GW OPS
PETERS POINT UF 2-7D-13-17 6 130S 170E 4300750149 2470 Federal Federal GW OPS
PETERS POINT UF 1-7D-13-17 6 130S 170E 4300750150 2470 Federal Federal GW OPS
PETERS POINT U FED 36-2 36 120S 160E 4300730761 2470 Federal Federal GW P
PETERS POINT U FED 36-3 36 120S 160E 4300730762 2470 Federal Federal GW P
PETERS POINT U FED 36-4 36 120S 160E 4300730763 2470 Federal Federal GW P
PETERS POINT U FED 14-25D-12-16 36 120S 160E 4300730764 2470 Federal Federal GW P
PETERS POINT U FED 4-31D-12-17 36 120S 160E 4300730810 2470 Federal Federal GW P
PETERS POINT U FED 16-26D-12-16 36 120S 160E 4300730812 2470 Federal Federal GW P
PETERS POINT U FED 6-7D-13-17 6 130S 170E 4300730859 14692 Federal Federal GW P
PETERS POINT U FED 16-35 35 120S 160E 4300730965 2470 Federal Federal GW P
PETERS POINT U FED 11-6-13-17 6 130S 170E 4300730982 2470 Federal Federal GW P
PETERS POINT U FED 16-6D-13-17 6 130S 170E 4300731004 2470 Federal Federal GW P
PETERS POINT U FED 16-31D-12-17 6 130S 170E 4300731005 2470 Federal Federal GW P
PETERS POINT U FED 12-31D-12-17 36 120S 160E 4300731009 2470 Federal Federal GW P
PETERS POINT U FED 2-36D-12-16 36 120S 160E 4300731010 2470 Federal Federal GW P
PETERS POINT U FED 9-36-12-16 36 120S 160E 4300731011 2470 Federal Federal GW P
PETERS POINT U FED 8-35D-12-16 36 120S 160E 4300731024 2470 Federal Federal GW P
PETERS POINT U FED 4-12D-13-16 2 130S 160E 4300731049 14692 Federal State GW P
PETERS POINT U FED 2-12D-13-16 6 130S 170E 4300731158 14692 Federal Federal GW P
PETERS POINT U FED 10-36D-12-16 36 120S 160E 4300731174 2470 Federal Federal GW
PETERS POINT U FED 12-36D-12-16 36 120S 160E 4300731175 2470 Federal Federal GW P
PPU FED 15-6D-13-17 6 130S 170E 4300731261 16103 Federal Federal GW P
PP UF 3-36-12-16 36 120S 160E 4300731271 2470 Federal Federal GW P
PP UF 6-36-12-16 36 120S 160E 4300731272 2470 Federal Federal GW P
PPU FED 6-35D-12-16 35 120S 160E 4300731275 2470 Federal Federal GW P
PPU FED 8-34-12-16 34 120S 160E 4300731279 2470 Federal Federal GW P
PPU FED 6-34D-12-16 34 120S 160E 4300731281 2470 Federal Federal GW P
PPU FED 7-lD-13-16 ULTRA DEEP 6 130S 170E 4300731293 14692 Federal Federal GW P
PPU FED 16-27-12-16 27 120S 160E 4300731318 2470 Federal Federal GW P
PPU FED 10-27D-12-16 27 120S 160E 4300731319 2470 Federal Federal GW P
PPU FED 2-34D-12-16 34 120S 160E 4300731320 2470 Federal Federal GW P
PPU FED 2-7D-13-17 DEEP 6 130S 170E 4300731326 14692 Federal Federal GW P
PPU FED 2-35D-12-16 35 120S 160E 4300731345 2470 Federal Federal GW P
PPU FED 7-35D-12-16 35 120S 160E 4300731346 2470 Federal Federal GW P
PPU FED 4-35D-12-16 35 120S 160E 4300731347 2470 Federal Federal GW P
PPU FED 7-36D-l2-16 36 120S 160E 4300731348 2470 Federal Federal GW P
PPU FED ll-36D-12-16 36 120S 160E 4300731349 2470 Federal Federal GW P
PPU FED 15-25D-12-16 36 120S 160E 4300731351 2470 Federal Federal GW P
PPU FED 13-25D-12-16 36 120S 160E 4300731352 2470 Federal Federal GW P
PPU FED 4-36D-12-16 36 120S 160E 4300731353 2470 Federal Federal GW P
PPU FED l-35D-12-16 35 120S 160E 4300731365 2470 Federal Federal GW
PPU FED 13-26D-12-16 26 120S 160E 4300731403 2470 Federal Federal GW P
PPU FED 15-26D-l2-16 26 120S 160E 4300731404 2470 Federal Federal GW P
PPU FED 3-35D-12-16 26 120S 160E 4300731405 2470 Federal Federal GW P



BillBarrett Corporation (N2165) to EnerVest Operating, LLC (N4040)
Effective 1/1/2014

Peter Point Unit
Well Name Sec TWN RNG API Number Entity Mineral Lease Surface Lease Well Type Well Status
PPU FED 10-26D-12-16 26 120S 160E 4300731406 2470 Federal Federal GW P
PPU FED ll-26D-12-16 26 120S 160E 4300731407 2470 Federal Federal GW P
PPU FED 12-26D-12-16 26 120S 160E 4300731408 2470 Federal Federal GW P
PPU FED ll-27D-12-16 27 120S 160E 4300731409 2470 Federal Federal GW P
PPU FED 15-27D-12-16 27 120S 160E 4300731410 2470 Federal Federal GW P
PPU FED 9-27D-12-16 27 120S 160E 4300731411 2470 Federal Federal GW P
PPU FED 1-34D-12-16 34 120S 160E 4300731427 2470 Federal Federal GW P
PPU FED 7-34D-12-16 34 120S 160E 4300731428 2470 Federal Federal GW P
PPU FED 5-35D-12-16 34 120S 160E 4300731429 2470 Federal Federal GW P
PPU FED 3-34D-12-16 34 120S 160E 4300731466 2470 Federal Federal GW P
PPU FED 5-34D-12-16 34 120S 160E 00731467 2470 Federal Federal GW P
PPU FED 4-34D-12-16 34 120S 160E 4300731468 2470 Federal Federal GW P
PPU FED 10-35D-12-16 35 120S 160E 4300731474 2470 Federal Federal _ GW P
PPU FED 9-35D-12-16 35 120S 160E 4300731476 2470 Federal Federal GW P
PETERS POINT U FED 9-26D-12-16 25 120S 160E 4300750021 2470 Federal Federal GW P
PETERS POINT U FED ll-25D-12-16 25 120S 160E 4300750022 2470 Federal Federal GW P
PETERS POINT U FED 10-31D-12-17 31 120S 170E 4300750023 2470 Federal Federal GW P
PETERS POINT U FED ll-31D-12-17 31 120S 170E 4300750024 2470 Federal Federal GW P
PETERS POINT U FED 13A-31D-12-17 31 120S 170E 4300750025 2470 Federal Federal GW P
PETERS POINT U FED 13-31D-12-17 31 120S 170E 4300750026 2470 Federal Federal GW P
PETERS POINT U FED 14-31D-12-17 31 120S 170E 4300750027 2470 Federal Federal GW P
PETERS POINT U FED 14A-31D-12-17 31 120S 170E 4300750028 2470 Federal Federal GW P
PETERS POINT U FED 12-25D-12-16 25 120S 160E 4300750029 2470 Federal Federal GW P
PETERS POINT U FED 12-6D-13-17 31 120S 170E 00750033 2470 Federal Federal GW P
PETERS POINT U FED 10-25D-12-16 25 120S 160E 4300750035 2470 Federal Federal GW P
PETERS POINT U FED 13-36D-12-16 36 120S 160E 4300750037 2470 Federal Federal GW P
PETERS POINT U FED 15-36D-12-16 36 120S 160E 4300750038 2470 Federal Federal GW P
PETERS POINT U FED ll-lD-13-16 36 120S 160E 0750039 2470 Federal Federal GW P
PETERS POINT U FED 12-lD-13-16 36 120S 160E 4300750040 2470 Federal Federal GW P
PETERS POINT U FED 3A-34D-12-16 27 120S 160E 4300750063 2470 Federal Federal GW P
PETERS POINT U FED 4A-34D-12-16 27 120S 160E 4300750064 2470 Federal Federal GW P
PETERS POINT U FED 12-27D-12-16 27 120S 160E 4300750065 2470 Federal Federal GW P
PETERS POINT U FED 13-27D-12-16 27 120S 160E 4300750066 2470 Federal Federal GW P
PETERS POINT U FED 13A-27D-12-16 27 120S 160E 4300750067 2470 Federal Federal GW P
PETERS POINT U FED 14A-27D-12-16 27 120S 160E 4300750069 2470 Federal Federal
PETERS POINT U FED 5-31D-12-17 36 120S 160E 4300750109 2470 Federal Federal GW P
PETERS POINT U FED 6-31D-12-17 36 120S 160E 4300750116 2470 Federal Federal GW P
PETERS POINT U FED 9X-36D-12-16 36 120S 160E 4300750117 2470 Federal Federal GW P
PETERS POINT U FED l-36D-12-16 36 120S 160E 4300750118 2470 Federal Federal GW P
PETERS POINT U FED 10-6D-13-17 6 130S 170E 4300750119 2470 Federal Federal GW P
PETERS POINT U FED 15-31D-12-17 6 130S 170E 4300750123 2470 Federal Federal GW P
PETERS POINT UF 12-5D-13-17 6 130S 170E 4300750151 2470 Federal Federal GW P
PETERS POINT UF 13-5D-13-17 6 130S 170E 4300750152 2470 Federal Federal GW P
PETERS POINT UF 13-30D-12-17 30 120S 170E 4300750153 18347 Federal Federal GW P
PETERS POINT UF 14-30D-12-17 30 120S 170E 4300750154 18350 Federal Federal GW P
PETERS POINT UF 12-30D-12-17 30 120S 170E 4300750155 18346 Federal Federal GW P
PETERS POINT UF ll-30D-12-17 30 120S 170E 4300750156 18348 Federal Federal GW P
PETERS POINT UF 3-31D-12-17 30 120S 170E 4300750157 2470 Federal Federal GW P
PETERS POINT UF 2-31D-12-17 30 120S 170E ®0750158 18349 Federal Federal GW P
PETERS POINT UF 16-25D-12-16 30 120S 170E 4300750159 2470 Federal Federal GW P
PETERS POINT UF 9-25D-l2-16 30 120S 170E 4300750160 2470 Federal Federal GW P
PETERS POINT UF 7X-36D-12-16 36 120S 160E 4300750231 2470 Federal Federal GW P
PETERS POINT UF 8-36D-12-16 36 120S 160E 4300750232 2470 Federal Federal_ P
PPU FED 14-26D-12-16 26 120S 160E 4300731277 2470 Federal Federal GW S
PPU FED 5-36D-12-16 36 120S 160E 4300731350 2470 Federal Federal GW S



STATEOFUTAH FORM9

DEPARTMENT OF NATURALRESOURCES
DIVISIONOF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:

(see attached well list)
6. IF INDIAN,ALLOTTEE OR TRIBE NAME:

SUNDRY NOTICES AND REPORTS ON WELLS N/A
7. UNIT or CA AGREEMENT NAME:

Do not use this form for proposals to drill new we!Is, significantly deepen existing wells below current bottom-ho1e depth, reenter plugged wells, orto
drill horizontal laterals. Use APPLICAT10N FOR PERMIT TO DRILLform for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
OIL WELL GAS WELL O OTHER (see attached well list)

2.NAMEOFOPERATOR: 9.APINUMBER:

ENERVEST OPERATING, LLC
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELD AND POOL, OR WILDCAT:

1001 FANNIN,ST. STE 800 CITY HOUSTON STATE TX zi,77002 (713) 659-3500

4. LOCATIONOF WELL

FOOTAGESATSURFACE: (See attached well list) COUNTY:

QTRIQTR, SECTION, TOWNSHIP, RANGE, MERID1AN: STATE:
UTAH

it CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE DEEPEN REPERFORATE CURRENT FORMATION
NOTICE OF INTENT

(Submit in Duplicate) ALTER CASING FRACTURE TREAT SIDETRACK TO REPAIR WELL

Approximate date work willstart: CASING REPAIR NEW CONSTRUCTION TEMPORARILY ABANDON

1/1/2014 CHANGETO PREVOUS PLANS OPERATOR CHANGE TUBING REPAIR

CHANGE TUBING PLUG ANDABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGEWELL NAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

CHANGE WELLSTATUS PRODUCTION (START/RESUME) WATER SHUT-OFF
Date of workcompletion:

COMMINGLEPRODUCING FORMATIONS RECLAMATIONOF WELL SITE OTHER:

CONVERT WELLTYPE RECOMPLETE - DIFFERENT FORMATION

12 DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

ENERVEST OPERATING, LLC IS SUBMITTINGTHIS SUNDRY AS NOTIFICATIONTHATTHE WELLS LISTED ON THE
ATTACHED LIST HAVE BEEN SOLD TO ENERVEST OPERATING, LLC BY BILLBILLBARRETT CORPORATION
EFFECTIVE 1/1/2014. PLEASE REFER ALL FUTURE CORRESPONDENCE TO THE ADDRESS BELOW.

EnerVest Operating, L.L.C.
1001 Fannin, Suite 800
Houston, Texas 77002
ÏËM659 D004TL S 92PG , STATE/FEE BOND # DSB / )

BILL BARRETT CORPORATION ENERVEST OPERATING, LLC

a- AVA AME (PLEASE PRINT) (sta 1, i t.N½z NAME (PLEASE PRINT)

SIGNATURE y, i SIGNATURE
Senior Vice President - DIRECTOR - REGULATO
EH&S, Governmentand Regulatory Affairs L.

RONNIE YOUNG DIRECTOR - REGULATORY
sNAME(PLREEAS TD

T 12/10/2013

(ThisspaceforStateuseoAPP ROVED RECEIVED

JAN28 201 JAN0 7 20M
(5/2000) eelnstructionsonReverseSide) DIV.OF OIL,GAS&



UDOGM CHANGE OF OPERATOR WELL LIST

Well Name Sec TWN RNG API Number Entity Lease Well Type Well Status Unit

JACK CANYON UNIT 8-32 32 120S 160E 4300730460 15167 State WI A

JACK CYN U ST 14-32 32 120S 160E 4300730913 15166 State WD A

PRICKLY PEAR U FED 12-24 24 120S 140E 4300730953 14467 Federal WD A

PPU FED ll-23D-12-15 23 120S 150E 4300731440 Federal GW APD PRICKLY PEAR

PPU FED 4-26D-12-15 23 120S 150E 4300731441 Federal GW APD PRICKLY PEAR

PPU FED 14-23D-12-15 23 120S 150E 4300731442 Federal GW APD PRICKLY PEAR

PPU FED 12-23D-12-15 23 120S 150E 4300731443 Federal GW APD PRICKLY PEAR

PPU FED ll-34D-12-16 34 120S 160E 4300731465 Federal GW APD PETERS POINT

PPU FED 10-34D-12-16 34 120S 160E 4300731469 Federal GW APD PETERS POINT

HORSE BENCH FED 4-27D-12-16 27 120S 160E 4300750092 Federal GW APD

HORSE BENCH FED 5-27D-12-16 27 120S 160E 4300750093 Federal GW APD

PRICKLY PEAR U FED 12-7D-12-15 07 120S 150E 4300750094 Federal GW APD PRICKLY PEAR

PRICKLY PEAR U FED 11-7D-12-15 07 120S 150E 4300750095 Federal GW APD PRICKLY PEAR

PRICKLY PEAR U FED 13-7D-12-15 07 120S 150E 4300750096 Federal GW APD PRICKLY PEAR

PRICKLY PEAR U FED 14-7D-12-15 07 120S 150E 4300750097 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF ll-8D-12-15 08 120S 150E 4300750124 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 12-8D-12-15 08 120S 150E 4300750125 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 13-8D-12-15 08 120S 150E 4300750126 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 14-8D-12-15 08 120S 150E 4300750127 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 9-21D-12-15 21 120S 150E 4300750128 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 9A-21D-12-15 21 120S 150E 4300750129 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 10-21D-12-15 21 120S 150E 4300750130 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 10A-21D-12-15 21 120S 150E 4300750131 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 15A-21D-12-15 21 120S 150E 4300750132 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 15X-21D-12-15 21 120S 150E 4300750133 Federal . GW APD PRICKLY PEAR

PRICKLY PEAR UF 16-21D-12-15 21 120S 150E 4300750134 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 16A-21D-12-15 21 120S 150E 4300750135 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 13A-22D-12-15 21 120S 150E 4300750148 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF lA-27D-12-15 22 120S 150E 4300750161 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 2A-27D-12-15 22 120S 150E 4300750162 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 3A-27D-12-15 22 120S 150E 4300750163 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 9A-22D-12-15 22 120S 150E 4300750164 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 10A-22D-12-15 22 120S 150E 4300750165 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF llA-22D-12-15 22 120S 150E 4300750166 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 12A-22D-12-15 22 120S 150E 4300750167 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 14A-22D-12-15 22 120S 150E 4300750168 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 15A-22D-12-15 22 120S 150E 4300750169 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 16A-22D-12-15 22 120S 150E 4300750170 Federal GW APD PRICKLY PEAR

PETERS POINT UF 15X-36D-12-16 36 120S 160E 4300750178 Federal GW APD PETERS POINT

PRICKLY PEAR UF 15A-15D-12-15 15 120S 150E 4300750180 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 11B-15D-12-15 15 120S 150E 4300750181 Federal GW APD PRICKLY PEAR

PETERS POINT UF 10-1D-13-16 36 120S 160E 4300750182 Federal GW APD PETERS POINT

PETERS POINT UF 9-1D-13-16 36 120S 160E 4300750183 Federal GW APD PETERS POINT

PRICKLY PEAR UF 16A-15D-12-15 15 120S 150E 4300750184 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 3A-18D-12-15 07 120S 150E 4300750185 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 4A-18D-12-15 07 120S 150E 4300750186 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF llA-7D-12-15 07 120S 150E 4300750187 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 2-18D-12-15 07 120S 150E 4300750188 Federal GW APD PRICKLY PEAR
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UDOGM CHANGE OF OPERATORWELL LIST

PRICKLY PEAR UF 12A-7D-12-15 07 120S 150E 4300750189 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 13A-7D-12-15 07 120S 150E 4300750190 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 14A-7D-12-15 07 120S 150E 4300750191 Federal GW APD PRICKLY PEAR
PRICKLY PEAR FEDERAL 1-12D-12-14 12 120S 140E 4300750205 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 2-12D-12-14 12 120S 140E 4300750206 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 7-12D-12-14 12 120S 140E 4300750207 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 7A-12D-12-14 12 120S 140E 4300750208 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 8-12D-12-14 12 120S 140E 4300750209 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 4-7D-12-15 12 120S 140E 4300750210 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 5-7D-12-15 12 120S 140E 4300750211 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 8A-12D-12-14 12 120S 140E 4300750212 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 5A-7D-12-15 12 120S 140E 4300750213 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 7-14D-12-15 14 120S 150E 4300750214 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 7A-14D-12-15 14 120S 150E 4300750215 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 9-14D-12-15 14 120S 150E 4300750217 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 9A-14D-12-15 14 120S 150E 4300750218 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 10-14D-12-15 14 120S 150E 4300750219 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 10A-14D-12-15 14 120S 150E 4300750220 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 15A-14D-12-15 14 120S 150E 4300750222 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 16-14D-12-15 14 120S 150E 4300750223 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 16A-14D-12-15 14 120S 150E 4300750224 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF lA-18D-12-15 07 120S 150E 4300750225 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 2A-18D-12-15 07 120S 150E 4300750226 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 9A-7D-12-15 07 120S 150E 4300750227 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 10A-7D-12-15 07 120S 150E 4300750228 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 15A-7D-12-15 07 120S 150E 4300750229 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 16A-7D-12-15 07 120S 150E 4300750230 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 9A-12D-12-14 12 120S 140E 4300750233 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 10A-12D-12-14 12 120S 140E 4300750234 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 15A-12D-12-14 12 120S 140E 4300750235 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 12A-8D-12-15 08 120S 150E 4300750236 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 16A-12D-12-14 12 120S 140E 4300750237 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF llA-8D-12-15 08 120S 150E 4300750238 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 13A-8D-12-15 08 120S 150E 4300750239 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 14A-8D-12-15 08 120S 150E 4300750240 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 5A-8D-12-15 08 120S 150E 4300750260 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 6A-8D-12-15 08 120S 150E 4300750261 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 4-8D-12-15 08 120S 150E 4300750262 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 3-8D-12-15 08 120S 150E 4300750263 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 2-8D-12-15 08 120S 150E 4300750264 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 7A-8D-12-15 08 120S 150E 4300750265 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 7-8D-12-15 08 120S 150E 4300750266 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 5-8D-12-15 08 120S 150E 4300750267 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 6-8D-12-15 08 120S 150E 4300750268 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 10A-8D-12-15 08 120S 150E 4300750269 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 9A-8D-12-15 08 120S 150E 4300750270 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 8-8D-12-15 08 120S 150E 4300750271 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 1-8D-12-15 08 120S 150E 4300750272 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 8A-8D-12-15 08 120S 150E 4300750273 Federal GW APD PRICKLY PEAR
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PRICKLY PEAR UF 5-9D-12-15 09 120S 150E 4300750274 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 5A-9D-12-15 09 120S 150E 4300750275 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 4-9D-12-15 09 120S 150E 4300750276 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 3-9D-12-15 09 120S 150E 4300750277 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 6A-9D-12-15 09 120S 150E 4300750278 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF ll-9D-12-15 09 120S 150E 4300750279 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 12A-9D-12-15 09 120S 150E 4300750280 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 6-9D-12-15 09 120S 150E 4300750281 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF llA-9D-12-15 09 120S 150E 4300750282 Federal GW APD PRICKLY PEAR

PRICKLY PEAR US 1X-16D-12-15 10 120S 150E 4300750283 State GW APD PRICKLY PEAR

PRICKLY PEAR UF 5A-15D-12-15 10 120S 150E 4300750284 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 6A-15D-12-15 10 120S 150E 4300750285 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 3-15D-13-15 10 120S 150E 4300750286 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 15A-10D-12-15 15 120S 150E 4300750287 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 13-10D-12-15 10 120S 150E 4300750288 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 15-10D-12-15 15 120S 150E 4300750289 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 16A-10D-12-15 15 120S 150E 4300750290 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 9-10D-12-15 15 120S 150E 4300750291 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 14A-10D-12-15 10 120S 150E 4300750292 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 10-10D-12-15 15 120S 150E 4300750293 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 16-10D-12-15 15 120S 150E 4300750294 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 13-11D-12-15 15 120S 150E 4300750295 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 13A-llD-12-15 15 120S 150E 4300750296 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 12-11D-12-15 15 120S 150E 4300750297 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 13A-10D-12-15 10 120S 150E 4300750298 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 12-10D-12-15 10 120S 150E 4300750299 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF ll-10D-12-15 10 120S 150E 4300750300 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 3A-15D-12-15 10 120S 150E 4300750301 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 12-14D-12-15 14 120S 150E 4300750302 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 4-15D-12-15 10 120S 150E 4300750303 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 4A-15D-12-15 10 120S 150E 4300750304 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 14-10D-12-15 10 120S 150E 4300750305 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 9A-17D-12-15 17 120S 150E 4300750306 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 8A-17D-12-15 17 120S 150E 4300750307 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 10A-17D-12-15 17 120S 150E 4300750308 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 3-7D-12-15 07 120S 150E 4300750309 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 16A-17D-12-15 17 120S 150E 4300750310 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 6-7D-12-15 07 120S 150E 4300750311 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 15A-17D-12-15 17 120S 150E 4300750312 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 6A-7D-12-15 07 120S 150E 4300750313 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 7A-7D-12-15 07 120S 150E 4300750314 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 8A-7D-12-15 07 120S 150E 4300750315 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 6X-17D-12-15 17 120S 150E 4300750316 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF llA-17D-12-15 17 120S 150E 4300750317 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 15B-17D-12-15 17 120S 150E 4300750318 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 8A-20D-12-15 20 120S 150E 4300750319 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 1-7D-12-15 07 120S 150E 4300750320 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 7A-20D-12-15 20 120S 150E 4300750321 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 9A-20D-12-15 20 120S 150E 4300750322 Federal GW APD PRICKLY PEAR
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PRICKLY PEAR UF 10A-20D-12-15 20 120S 150E 4300750323 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 10-20D-12-15 20 120S 150E 4300750324 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 2-7D-12-15 07 120S 150E 4300750325 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 14A-20D-12-15 20 120S 150E 4300750326 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 16A-20D-l2-15 20 120S 150E 4300750327 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 15A-20D-12-15 20 120S 150E 4300750328 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 8-7D-12-15 07 120S 150E 4300750329 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 15-20D-12-15 20 120S 150E 4300750330 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 7-7D-12-15 07 120S 150E 4300750331 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 6-10D-12-15 09 120S 150E 4300750332 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 5A-10D-12-15 09 120S 150E 4300750333 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF llA-10D-12-15 09 120S 150E 4300750334 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 6A-10D-12-15 09 120S 150E 4300750335 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 5-10D-12-15 09 120S 150E 4300750336 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 12A-10D-12-15 09 120S 150E 4300750338 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 3-10D-12-15 09 120S 150E 4300750339 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 4-10D-12-15 09 120S 150E 4300750340 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 8-9D-12-15 09 120S 150E 4300750341 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 8A-9D-12-15 09 120S 150E 4300750342 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 7A-9D-12-15 09 120S 150E 4300750343 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 7-9D-12-15 09 120S 150E 4300750344 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 1-9D-12-15 09 120S 150E 4300750345 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 2-9D-12-15 09 120S 150E 4300750346 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 1-24D-12-1 24 120S 150E 4300750348 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 9-13D-12-15 13 120S 150E 4300750349 Federal GW APD PRICKLY PEAR
HORSE BENCH FED 4-20D-12-17 19 120S 170E 4300750350 Federal GW APD
Horse Bench Federal 16-18D-12-17 19 120S 170E 4300750351 Federal GW APD

PPU FED 9-34D-12-16 34 120S 160E 4300731430 17225 Federal GW OPS PETERS POINT
PPU FED 15-35D-12-16 35 120S 160E 4300731475 2470 Federal GW OPS PETERS POINT
PETERS POINT U FED 12A-6D-13-17 31 120S 170E 4300750034 2470 Federal GW OPS PETERS POINT
PETERS POINT U FED llA-31D-12-17 31 120S 170E 4300750036 2470 Federal GW OPS PETERS POINT
PRICKLY PEAR U FED 7-21D-12-15 21 120S 150E 4300750055 14794 Federal GW OPS PRICKLY PEAR
PETERS POINT U FED 9-6D-13-17 06 130S 170E 4300750120 2470 Federal GW OPS PETERS POINT
PETERS POINT U FED 14-6D-13-17 06 130S 170E 4300750121 2470 Federal GW OPS PETERS POINT
PETERS POINT U FED 15-6D-13-17 06 130S 170E 4300750122 2470 Federal GW OPS PETERS POINT
PETERS POINT UF 2-7D-13-17 06 130S 170E 4300750149 2470 Federal GW OPS PETERS POINT

PETERS POINT UF 1-7D-13-17 06 130S 170E 4300750150 2470 Federal GW OPS PETERS POINT
PRICKLY PEAR US lA-16D-12-15 09 120S 150E 4300750192 14794 State GW OPS PRICKLY PEAR
PRICKLY PEAR US 2A-16D-12-15 09 120S 150E 4300750193 14794 State GW OPS PRICKLY PEAR
PRICKLY PEAR US 2-16D-12-15 09 120S 150E 4300750194 14794 State GW OPS PRICKLY PEAR
PRICKLY PEAR UF 9A-9D-12-15 09 120S 150E 4300750196 14794 Federal GW OPS PRICKLY PEAR
PRICKLY PEAR UF 10-9D-12-15 09 120S 150E 4300750197 14794 Federal GW OPS PRICKLY PEAR
PRICKLY PEAR UF 10A-9D-12-15 09 120S 150E 4300750198 14794 Federal GW OPS PRICKLY PEAR
PRICKLY PEAR UF 14-9D-12-15 09 120S 150E 4300750199 14794 Federal GW OPS PRICKLY PEAR
PRICKLY PEAR UF 14A-9D-12-15 09 120S 150E 4300750200 14794 Federal GW OPS PRICKLY PEAR
PRICKLY PEAR UF 15-9D-12-15 09 120S 150E 4300750201 14794 Federal GW OPS PRICKLY PEAR
PRICKLY PEAR UF 15A-9D-12-15 09 120S 150E 4300750203 14794 Federal GW OPS PRICKLY PEAR
PRICKLY PEAR UF 16A-9D-12-15 09 120S 150E 4300750204 14794 Federal GW OPS PRICKLY PEAR
SHARPLES I GOVT PICKRELL 11 120S 150E 4300716045 7030 Federal GW P
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STONE CABIN UNIT 1 13 120S 140E 4300716542 12052 Federal GW P

STONE CABIN FED 1-11 11 120S 140E 4300730014 6046 Federal GW P

STONE CABIN FED 2-B-27 27 120S 150E 4300730018 14794 Federal GW P PRICKLY PEAR

JACK CANYON 101-A 33 120S 160E 4300730049 2455 Federal GW P

PETERS POINT ST 2-2-13-16 02 130S 160E 4300730521 14387 State GW P

PRICKLY PEAR ST 16-15 16 120S 150E 4300730522 14794 State GW P PRICKLY PEAR

PETERS POINT U FED 36-2 36 120S 160E 4300730761 2470 Federal GW P PETERS POINT

PETERS POINT U FED 36-3 36 120S 160E 4300730762 2470 Federal GW P PETERS POINT

PETERS POINT U FED 36-4 36 120S 160E 4300730763 2470 Federal GW P PETERS POINT

PETERS POINT U FED 14-25D-12-16 36 120S 160E 4300730764 2470 Federal GW P PETERS POINT

HUNT RANCH 3-4 03 120S 150E 4300730775 13158 State GW P

PETERS POINT U FED 4-31D-12-17 36 120S 160E 4300730810 2470 Federal GW P PETERS POINT

PETERS POINT U FED 16-26D-12-16 36 120S 160E 4300730812 2470 Federal GW P PETERS POINT

PRICKLY PEAR UNIT 13-4 13 120S 140E 4300730825 14353 Federal GW P

PRICKLY PEAR UNIT 21-2 21 120S 150E 4300730828 14794 Federal GW P PRICKLY PEAR

PETERS POINT U FED 6-7D-13-17 06 130S 170E 4300730859 14692 Federal GW P PETERS POINT

PETERS POINT ST 4-2-13-16 02 130S 160E 4300730866 14386 State GW P

PRICKLY PEAR U ST 13-16 16 120S 150E 4300730933 14794 State GW P PRICKLY PEAR

PRICKLY PEAR U ST 11-16 16 120S 150E 4300730944 14794 State GW P PRICKLY PEAR

PRICKLY PEAR U ST 7-16 16 120S 150E 4300730945 14794 State GW P PRICKLY PEAR

PRICKLY PEAR U FED 7-25 25 120S 150E 4300730954 14794 Federal GW P PRICKLY PEAR

PETERS POINT U FED 16-35 35 120S 160E 4300730965 2470 Federal GW P PETERS POINT

PETERS POINT U FED 11-6-13-17 06 130S 170E 4300730982 2470 Federal GW P PETERS POINT

PETERS POINT U FED 16-6D-13-17 06 130S 170E 4300731004 2470 Federal GW P PETERS POINT

PETERS POINT U FED 16-31D-12-17 06 130S 170E 4300731005 2470 Federal GW P PETERS POINT

PRICKLY PEAR U FED 5-13-12-14 13 120S 140E 4300731008 14897 Federal GW P

PETERS POINT U FED 12-31D-12-17 36 120S 160E 4300731009 2470 Federal GW P PETERS POINT

PETERS POINT U FED 2-36D-12-16 36 120S 160E 4300731010 2470 Federal GW P PETERS POINT

PETERS POINT U FED 9-36-12-16 36 120S 160E 4300731011 2470 Federal GW P PETERS POINT

PRICKLY PEAR U ST 36-06 36 120S 150E 4300731018 14794 State GW P PRICKLY PEAR

PETERS POINT U FED 8-35D-12-16 36 120S 160E 4300731024 2470 Federal GW P PETERS POINT

PETERS POINT U FED 4-12D-13-16 02 130S 160E 4300731049 14692 Federal GW P PETERS POINT

PETERS POINT ST 5-2D-13-16 DEEP 02 130S 160E 4300731056 15909 State GW P

PRICKLY PEAR U FED 13-23-12-15 23 120S 150E 4300731073 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 1-27D-12-15 23 120S 150E 4300731074 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 3-26D-12-15 23 120S 150E 4300731075 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 15-22D-12-15 23 120S 150E 4300731076 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 3-28D-12-15 21 120S 150E 4300731121 14794 Federal GW P PRICKLY PEAR

PETERS POINT U FED 2-12D-13-16 06 130S 170E 4300731158 14692 Federal GW P PETERS POINT

PRICKLY PEAR U FED 15-21-12-15 21 120S 150E 4300731164 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 7-28D-12-15 21 120S 150E 4300731165 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 13-21D-12-15 21 120S 150E 4300731166 14794 Federal GW P PRICKLY PEAR

PETERS POINT U FED 10-36D-12-16 36 120S 160E 4300731174 2470 Federal GW P PETERS POINT

PETERS POINT U FED 12-36D-12-16 36 120S 160E 4300731175 2470 Federal GW P PETERS POINT

PRICKLY PEAR U FED 15-17-12-15 17 120S 150E 4300731183 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED ll-17D-12-15 17 120S 150E 4300731184 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 7-22D-12-15 22 120S 150E 4300731186 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 3-22-12-15 22 120S 150E 4300731187 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 5-22D-12-15 22 120S 150E 4300731188 14794 Federal GW P PRICKLY PEAR
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PRICKLY PEAR 11-15D-12-15 22 120S 150E 4300731189 14794 Federal GW P PRICKLY PEAR
PRICKLY PEAR U FED 9-18D-12-15 18 120S 150E 4300731192 14794 Federal GW P PRICKLY PEAR
PRICKLY PEAR U FED 15-18-12-15 18 120S 150E 4300731193 14794 Federal GW P PRICKLY PEAR
PRICKLY PEAR U FED 16-27D-12-15 27 120S 150E 4300731194 15569 Federal GW P PRICKLY PEAR
PRICKLY PEAR U FED 12-27D-12-15 27 120S 150E 4300731195 15568 Federal GW P PRICKLY PEAR
PRICKLY PEAR U FED 10-27-12-15 27 120S 150E 4300731196 15570 Federal GW P PRICKLY PEAR
PRICKLY PEAR U FED 9-20D-12-15 20 120S 150E 4300731197 14794 Federal GW P PRICKLY PEAR
PRICKLY PEAR U FED 7-20-12-15 20 120S 150E 4300731198 14794 Federal GW P PRICKLY PEAR
PRICKLY PEAR U FED 1-20-12-15 20 120S 150E 4300731206 14794 Federal GW P PRICKLY PEAR
PRICKLY PEAR U ST 2-36-12-15 36 120S 150E 4300731226 15719 State GW P
PRICKLY PEAR U ST 4-36-12-15 36 120S 150E 4300731227 14794 State GW P PRICKLY PEAR
PRICKLY PEAR U FED 4-27D-12-15 22 120S 150E 4300731237 14794 Federal GW P PRICKLY PEAR
PRICKLY PEAR U FED 13-22-12-15 22 120S 150E 4300731238 14794 Federal GW P PRICKLY PEAR
PRICKLY PEAR U FED 3-27D-12-15 22 120S 150E 4300731239 14794 Federal GW P PRICKLY PEAR
PRICKLY PEAR U ST 9-16-12-15 16 120S 150E 4300731240 14794 State GW P PRICKLY PEAR
PRICKLY PEAR U FED 9-28D-12-15 28 120S 150E 4300731241 16028 Federal GW P PRICKLY PEAR
PRICKLY PEAR U FED 5-27D-12-15 28 120S 150E 4300731242 14794 Federal GW P PRICKLY PEAR
PRICKLY PEAR U FED 1-28-12-15 28 120S 150E 4300731243 14794 Federal GW P PRICKLY PEAR
PRICKLY PEAR U FED 8-28D-12-15 28 120S 150E 4300731244 14794 Federal GW P PRICKLY PEAR
PRICKLY PEAR U ST 1-16-12-15 16 120S 150E 4300731245 14794 State GW P PRICKLY PEAR
PPU FED 11-18D-12-15 18 120S 150E 4300731257 14794 Federal GW P PRICKLY PEAR
PPU FED ll-20D-12-15 20 120S 150E 4300731258 14794 Federal GW P PRICKLY PEAR
PPU FED 4-25D-12-15 25 120S 150E 4300731259 14794 Federal GW P PRICKLY PEAR
PPU FED 12-25D-12-15 25 120S 150E 4300731260 16068 Federal GW P PRICKLY PEAR
PPU FED 15-6D-13-17 06 130S 170E 4300731261 16103 Federal GW P PETERS POINT
PP UF 3-36-12-16 36 120S 160E 4300731271 2470 Federal GW P PETERS POINT
PP UF 6-36-12-16 36 120S 160E 4300731272 2470 Federal GW P PETERS POINT
PPU FED 6-35D-12-16 35 120S 160E 4300731275 2470 Federal GW P PETERS POINT
PPU FED 14-26D-12-16 26 120S 160E 4300731277 2470 Federal GW P PETERS POINT
PPUFED8-34-12-16 34 120S 160E 4300731279 2470 Federed CPN P PETERSPODST
PPST8-2D-13-16 (DEEP) 02 130S 160E 4300731280 16069 State GDW P
PPU FED 6-34D-12-16 34 120S 160E 4300731281 2470 Federal GW P PETERS POINT
PPU FED 14-26D-12-15 35 120S 150E 4300731282 16224 Federal GW P PRICKLY PEAR
PPU FED 2-35-12-15 35 120S 150E 4300731283 14794 Federal GW P PRICKLY PEAR
PPU FED 10-26D-12-15 35 120S 150E 4300731284 14794 Federal GW P PRICKLY PEAR

PPU FED 9-17-12-15 17 120S 150E 4300731287 14794 Federal GW P PRICKLY PEAR
PPU FED 1-17D-12-15 17 120S 150E 4300731288 14794 Federal GW P PRICKLY PEAR
PPU FED 7-17D-12-15 17 120S 150E 4300731289 14794 Federal GW P PRICKLY PEAR
PPU FED 7-lD-13-16 ULTRA DEEP 06 130S 170E 4300731293 14692 Federal GW P PETERS POINT
PPU FED 1-18D-12-15 18 120S 150E 4300731294 14794 Federal GW P PRICKLY PEAR
PPU FED 7-18D-12-15 18 120S 150E 4300731295 14794 Federal GW P PRICKLY PEAR
PPU FED 5-17D-12-15 18 120S 150E 4300731296 14794 Federal GW P PRICKLY PEAR
PPU FED 10-17D-12-15 17 120S 150E 4300731307 14794 Federal GW P PRICKLY PEAR
PPU FED 8-17D-12-15 17 120S 150E 4300731308 14794 Federal GW P PRICKLY PEAR
PPU FED 12-17D-12-15 17 120S 150E 4300731309 14794 Federal GW P PRICKLY PEAR
PPU FED 13-17D-12-15 17 120S 150E 4300731310 14794 Federal GW P PRICKLY PEAR
PPU FED 14-17D-12-15 17 120S 150E 4300731311 14794 Federal GW P PRICKLY PEAR
PPU FED 16-18D-12-15 17 120S 150E 4300731312 14794 Federal GW P PRICKLY PEAR
PPU FED 8-18D-12-15 18 120S 150E 4300731313 14794 Federal GW P PRICKLY PEAR
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PPU FED 3-18D-12-15 18 120S 150E 4300731314 14794 Federal GW P PRICKLY PEAR

PPU FED 4-18-12-15 18 120S 150E 4300731315 14794 Federal GW P PRICKLY PEAR

PPU FED 5-18D-12-15 18 120S 150E 4300731316 14794 Federal GW P PRICKLY PEAR

PPU FED 6-18D-12-15 18 120S 150E 4300731317 14794 Federal GW P PRICKLY PEAR

PPU FED 16-27-12-16 27 120S 160E 4300731318 2470 Federal GW P PETERS POINT

PPU FED 10-27D-12-16 27 120S 160E 4300731319 2470 Federal GW P PETERS POINT

PPU FED 2-34D-12-16 34 120S 160E 4300731320 2470 Federal GW P PETERS POINT

PPU FED 16-17D-12-15 17 120S 150E 4300731321 14794 Federal GW P PRICKLY PEAR

PPU ST 15-16D-12-15 16 120S 150E 4300731322 14794 State GW P PRICKLY PEAR

PPU ST 16-16D-12-15 16 120S 150E 4300731323 14794 State GW P PRICKLY PEAR

PPU ST 14-16D-12-15 16 120S 150E 4300731324 14794 State GW P PRICKLY PEAR

PPU FED 2-7D-13-17 DEEP 06 130S 170E 4300731326 14692 Federal GW P PETERS POINT

PPU FED 3-21D-12-15 21 120S 150E 4300731328 14794 Federal GW P PRICKLY PEAR

PPU FED 4-21D-12-15 21 120S 150E 4300731329 14794 Federal GW P PRICKLY PEAR

PPU FED 2-35D-12-16 35 120S 160E 4300731345 2470 Federal GW P PETERS POINT

PPU FED 7-35D-12-16 35 120S 160E 4300731346 2470 Federal GW P PETERS POINT

PPU FED 4-35D-12-16 35 120S 160E 4300731347 2470 Federal GW P PETERS POINT

PPU FED 7-36D-12-16 36 120S 160E 4300731348 2470 Federal GW P PETERS POINT

PPU FED ll-36D-12-16 36 120S 160E 4300731349 2470 Federal GW P PETERS POINT

PPU FED 15-25D-12-16 36 120S 160E 4300731351 2470 Federal GW P PETERS POINT

PPU FED 13-25D-12-16 36 120S 160E 4300731352 2470 Federal GW P PETERS POINT

PPU FED 4-36D-12-16 36 120S 160E 4300731353 2470 Federal GW P PETERS POINT

PPU FED 13-15D-12-15 22 120S 150E 4300731358 14794 Federal GW P PRICKLY PEAR

PPU FED 14-15D-12-15 22 120S 150E 4300731359 14794 Federal GW P PRICKLY PEAR

PPU FED 4-22D-12-15 22 120S 150E 4300731360 14794 Federal GW P PRICKLY PEAR

PPU FED 6-22D-12-15 22 120S 150E 4300731361 14794 Federal GW P PRICKLY PEAR

PPU FED 2-28D-12-15 28 120S 150E 4300731362 14794 Federal GW P PRICKLY PEAR

PPU FED 16X-21D-12-15 28 120S 150E 4300731363 14794 Federal GW P PRICKLY PEAR

PPU FED 5A-27D-12-15 28 120S 150E 4300731364 14794 Federal GW P PRICKLY PEAR

PPU FED 1-35D-12-16 35 120S 160E 4300731365 2470 Federal GW P PETERS POINT

PPU FED lA-28D-12-15 28 120S 150E 4300731368 14794 Federal GW P PRICKLY PEAR

PPU FED 14A-18D-12-15 18 120S 150E 4300731393 14794 Federal GW P PRICKLY PEAR

PPU FED 10-18D-l2-15 18 120S 150E 4300731394 14794 Federal GW P PRICKLY PEAR

PPU FED 15A-18D-12-15 18 120S 150E 4300731395 14794 Federal GW P PRICKLY PEAR

PPU FED 16A-18D-12-15 18 120S 150E 4300731396 14794 Federal GW P PRICKLY PEAR

PPU FED 12-22D-12-15 22 120S 150E 4300731398 14794 Federal GW P PRICKLY PEAR

PPU FED ll-22D-12-15 22 120S 150E 4300731399 14794 Federal GW P PRICKLY PEAR

PPU FED 14-22D-12-15 22 120S 150E 4300731400 14794 Federal GW P PRICKLY PEAR

PPU FED 4A-27D-12-15 22 120S 150E 4300731401 14794 Federal GW P PRICKLY PEAR

PPU FED 13-26D-12-16 26 120S 160E 4300731403 2470 Federal GW P PETERS POINT

PPU FED 15-26D-12-16 26 120S 160E 4300731404 2470 Federal GW P PETERS POINT

PPU FED 3-35D-12-16 26 120S 160E 4300731405 2470 Federal GW P PETERS POINT

PPU FED 10-26D-12-16 26 120S 160E 4300731406 2470 Federal GW P PETERS POINT

PPU FED ll-26D-12-16 26 120S 160E 4300731407 2470 Federal GW P PETERS POINT

PPU FED 12-26D-12-16 26 120S 160E 4300731408 2470 Federal GW P PETERS POINT

PPU FED ll-27D-12-16 27 120S 160E 4300731409 2470 Federal GW P PETERS POINT

PPU FED 15-27D-12-16 27 120S 160E 4300731410 2470 Federal GW P PETERS POINT

PPU FED 9-27D-12-16 27 120S 160E 4300731411 2470 Federal GW P PETERS POINT

PPU FED ll-21D-12-15 21 120S 150E 4300731412 14794 Federal GW P PRICKLY PEAR
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PPU FED 6-21D-12-15 21 120S 150E 4300731413 14794 Federal GW P PRICKLY PEAR

PPU FED 12-2lD-12-15 21 120S 150E 4300731414 14794 Federal GW P PRICKLY PEAR

PPU FED 8-20D-12-15 20 120S 150E 4300731419 14794 Federal GW P PRICKLY PEAR

PPU FED lA-20D-12-15 20 120S 150E 4300731420 14794 Federal GW P PRICKLY PEAR

PPU FED 2-20D-12-15 20 120S 150E 4300731421 14794 Federal GW P PRICKLY PEAR

PPU ST 7A-16D-12-15 16 120S 150E 4300731422 14794 State GW P PRICKLY PEAR

PPU ST 6-16D-12-15 16 120S 150E 4300731423 14794 State GW P PRICKLY PEAR

PPU ST 10A-16D-12-15 16 120S 150E 4300731424 14794 State GW P PRICKLY PEAR

PPU ST 3-16D-12-15 16 120S 150E 4300731425 14794 State GW P PRICKLY PEAR

PPU FED 1-34D-12-16 34 120S 160E 4300731427 2470 Federal GW P PETERS POINT

PPU FED 7-34D-12-16 34 120S 160E 4300731428 2470 Federal GW P PETERS POINT

PPU FED 5-35D-12-16 34 120S 160E 4300731429 2470 Federal GW P PETERS POINT

PPU FED 5-21D-12-15 21 120S 150E 4300731451 14794 Federal GW P PRICKLY PEAR

PPU ST 8-16D-12-15 16 120S 150E 4300731455 14794 State GW P PRICKLY PEAR

PPU ST 12-16D-12-15 16 120S 150E 4300731456 14794 State GW P PRICKLY PEAR

PPU ST 12A-16D-12-15 16 120S 150E 4300731457 14794 State GW P PRICKLY PEAR

PPU ST 15A-16D-12-15 16 120S 150E 4300731458 14794 State GW P PRICKLY PEAR

PPU ST 10-16D-12-15 16 120S 150E 4300731459 14794 State GW P PRICKLY PEAR

PPU ST llA-16D-12-15 16 120S 150E 4300731460 14794 State GW P PRICKLY PEAR

PPU ST 13A-16D-12-15 16 120S 150E 4300731461 14794 State GW P PRICKLY PEAR

PPU FED 3-34D-12-16 34 120S 160E 4300731466 2470 Federal GW P PETERS POINT

PPU FED 5-34D-12-16 34 120S 160E 4300731467 2470 Federal GW P PETERS POINT

PPU FED 4-34D-12-16 34 120S 160E 4300731468 2470 Federal GW P PETERS POINT

PPU FED 10-7D-12-15 07 120S 150E 4300731470 14794 Federal GW P PRICKLY PEAR

PPU FED 15-7D-12-15 07 120S 150E 4300731471 14794 Federal GW P PRICKLY PEAR

PPU FED 9-7D-12-15 07 120S 150E 4300731472 14794 Federal GW P PRICKLY PEAR

PPU FED 16-7D-12-15 07 120S 150E 4300731473 14794 Federal GW P PRICKLY PEAR

PPU FED 10-35D-12-16 35 120S 160E 4300731474 2470 Federal GW P PETERS POINT

PPU FED 9-35D-12-16 35 120S 160E 4300731476 2470 Federal GW P PETERS POINT

PPU ST 6A-16D-12-15 16 120S 150E 4300731477 14794 State GW P PRICKLY PEAR

PPU ST 4-16D-12-15 16 120S 150E 4300731478 14794 State GW P PRICKLY PEAR

PPU ST 4A-16D-12-15 16 120S 150E 4300731479 14794 State GW P PRICKLY PEAR

PPU ST 5A-16D-12-15 16 120S 150E 4300731480 14794 State GW P PRICKLY PEAR

PPU ST 3A-16D-12-15 16 120S 150E 4300731481 14794 State GW P PRICKLY PEAR

PPU ST 16A-16D-12-15 16 120S 150E 4300731484 14794 State GW P PRICKLY PEAR

PPU ST 9A-16D-12-15 16 120S 150E 4300731485 14794 State GW P PRICKLY PEAR

PPU ST 16B-16D-12-15 16 120S 150E 4300731514 14794 State GW P PRICKLY PEAR

PPU ST 14B-16D-12-15 16 120S 150E 4300731515 14794 State GW P PRICKLY PEAR

PPU ST 13B-16D-12-15 16 120S 150E 4300731516 14794 State GW P PRICKLY PEAR

PETERS POINT U FED 9-26D-12-16 25 120S 160E 4300750021 2470 Federal GW P PETERS POINT

PETERS POINT U FED ll-25D-12-16 25 120S 160E 4300750022 2470 Federal GW P PETERS POINT

PETERS POINT U FED 10-31D-12-17 31 120S 170E 4300750023 2470 Federal GW P PETERS POINT

PETERS POINT U FED ll-31D-12-17 31 120S 170E 4300750024 2470 Federal GW P PETERS POINT

PETERS POINT U FED 13A-31D-12-17 31 120S 170E 4300750025 2470 Federal GW P PETERS POINT

PETERS POINT U FED 13-31D-12-17 31 120S 170E 4300750026 2470 Federal GW P PETERS POINT

PETERS POINT U FED 14-31D-12-17 31 120S 170E 4300750027 2470 Federal GW P PETERS POINT

PETERS POINT U FED 14A-31D-12-17 31 120S 170E 4300750028 2470 Federal GW P PETERS POINT

PETERS POINT U FED 12-25D-12-16 25 120S 160E 4300750029 2470 Federal GW P PETERS POINT

PETERS POINT U FED 12-6D-13-17 31 120S 170E 4300750033 2470 Federal GW P PETERS POINT
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PETERS POINT U FED 10-25D-12-16 25 120S 160E 4300750035 2470 Federal GW P PETERS POINT

PETERS POINT U FED 13-36D-12-16 36 120S 160E 4300750037 2470 Federal GW P PETERS POINT

PETERS POINT U FED 15-36D-12-16 36 120S 160E 4300750038 2470 Federal GW P PETERS POINT

PETERS POINT U FED ll-lD-13-16 36 120S 160E 4300750039 2470 Federal GW P PETERS POINT

PETERS POINT U FED 12-lD-13-16 36 120S 160E 4300750040 2470 Federal GW P PETERS POINT

PRICKLY PEAR U FED 9-22D-12-15 22 120S 150E 4300750041 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 10-22D-12-15 22 120S 150E 4300750042 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 16-22D-12-15 22 120S 150E 4300750043 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 2-27D-12-15 22 120S 150E 4300750044 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 16-15D-12-15 15 120S 150E 4300750045 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 15-15D-12-15 15 120S 150E 4300750046 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 10-15D-12-15 15 120S 150E 4300750047 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 9-15D-12-15 15 120S 150E 4300750048 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 11A-15D-12-15 15 120S 150E 4300750049 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 1-21D-12-15 21 120S 150E 4300750050 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 2-21D-12-15 21 120S 150E 4300750051 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 2A-21D-12-15 21 120S 150E 4300750052 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 4A-22D-12-15 21 120S 150E 4300750053 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 5A-22D-12-15 21 120S 150E 4300750054 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 7A-21D-12-15 21 120S 150E 4300750056 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 8-21D-12-15 21 120S 150E 4300750057 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 8A-21D-12-15 21 120S 150E 4300750058 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 16-8D-12-15 08 120S 150E 4300750059 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 15-8D-12-15 08 120S 150E 4300750060 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 2-17D-12-15 08 120S 150E 4300750061 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED lA-17D-12-15 08 120S 150E 4300750062 14794 Federal GW P PRICKLY PEAR

PETERS POINT U FED 3A-34D-12-16 27 120S 160E 4300750063 2470 Federal GW P PETERS POINT

PETERS POINT U FED 4A-34D-12-16 27 120S 160E 4300750064 2470 Federal GW P PETERS POINT

PETERS POINT U FED 12-27D-12-16 27 120S 160E 4300750065 2470 Federal GW P PETERS POINT

PETERS POINT U FED 13-27D-12-16 27 120S 160E 4300750066 2470 Federal GW P PETERS POINT

PETERS POINT U FED 13A-27D-12-16 27 120S 160E 4300750067 2470 Federal GW P PETERS POINT

PETERS POINT U FED 14-27D-12-16 27 120S 160E 4300750068 18204 Federal GW P

PETERS POINT U FED 14A-27D-12-16 27 120S 160E 4300750069 2470 Federal GW P PETERS POINT

PRICKLY PEAR U FED 1-22D-12-15 22 120S 150E 4300750076 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 2-22D-12-15 22 120S 150E 4300750077 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 8-22D-12-15 22 120S 150E 4300750078 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 3-17D-12-15 17 120S 150E 4300750079 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 3A-17D-12-15 17 120S 150E 4300750080 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 4-17D-12-15 17 120S 150E 4300750081 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 4A-17D-12-15 17 120S 150E 4300750082 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED SA-17D-12-15 17 120S 150E 4300750083 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR LÏFED 6-17D-12-15 17 120S 150E 4300750084 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 6A-17D-12-15 17 120S 150E 4300750085 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 7A-17D-12-15 17 120S 150E 4300750086 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 12A-17D-12-15 17 120S 150E 4300750087 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 9-12D-12-14 12 120S 140E 4300750088 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 10-12D-12-14 12 120S 140E 4300750089 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 15-12D-12-14 12 120S 140E 4300750090 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 16-12D-12-14 12 120S 140E 4300750091 14794 Federal GW P PRICKLY PEAR
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PRICKLY PEAR U FED 3-20D-12-15 20 120S 150E 4300750098 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 3A-20D-12-15 20 120S 150E 4300750099 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 4-20D-12-15 20 120S 150E 4300750100 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 4A-20D-12-15 20 120S 150E 4300750101 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 5-20D-12-15 20 120S 150E 4300750102 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 6-20D-12-15 20 120S 150E 4300750104 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 6A-20D-12-15 20 120S 150E 4300750105 14794 Federal. GW P PRICKLY PEAR

PRICKLY PEAR U FED llA-20D-12-15 20 120S 150E 4300750106 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 12A-20D-12-15 20 120S 150E 4300750107 14794 Federal GW P PRICKLY PEAR

PETERS POINT U FED 5-31D-12-17 36 120S 160E 4300750109 2470 Federal GW P PETERS POINT

PETERS POINT U FED 6-31D-12-17 36 120S 160E 4300750116 2470 Federal GW P PETERS POINT

PETERS POINT U FED 9X-36D-12-16 36 120S 160E 4300750117 2470 Federal GW P PETERS POINT

PETERS POINT U FED 1-36D-12-16 36 120S 160E 4300750118 2470 Federal GW P PETERS POINT

PETERS POINT U FED 10-6D-13-17 06 130S 170E 4300750119 2470 Federal GW P PETERS POINT

PETERS POINT U FED 15-31D-12-17 06 130S 170E 4300750123 2470 Federal GW P PETERS POINT

PRICKLY PEAR UF 7A-18D-12-15 17 120S 150E 4300750136 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR UF 8A-18D-12-15 17 120S 150E 4300750137 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR UF 9A-18D-12-15 17 120S 150E 4300750138 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR UF 12-20D-12-15 20 120S 150E 4300750139 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR UF 16A-8D-12-15 08 120S 150E 4300750140 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR UF 15A-8D-12-15 08 120S 150E 4300750141 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR UF 13A-9D-12-15 08 120S 150E 4300750142 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR UF 13-9D-12-15 08 120S 150E 4300750143 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR UF 12-9D-12-15 08 120S 150E 4300750144 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR UF 10-8D-12-15 08 120S 150E 4300750145 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR UF 9-8D-12-15 08 120S 150E 4300750146 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR UF 2A-17D-12-15 08 120S 150E 4300750147 14794 Federal GW P PRICKLY PEAR

PETERS POINT UF 12-5D-13-17 06 130S 170E 4300750151 2470 Federal GW P PETERS POINT

PETERS POINT UF 13-5D-13-17 06 130S 170E 4300750152 2470 Federal GW P PETERS POINT

PETERS POINT UF 13-30D-12-17 30 120S 170E 4300750153 18347 Federal GW P PETERS POINT

PETERS POINT UF 14-30D-12-17 30 120S 170E 4300750154 18350 Federal GW P PETERS POINT

PETERS POINT UF 12-30D-12-17 30 120S 170E 4300750155 18346 Federal GW P PETERS POINT

PETERS POINT UF ll-30D-12-17 30 120S 170E 4300750156 18348 Federal GW P PETERS POINT

PETERS POINT UF 3-31D-12-17 30 120S 170E 4300750157 2470 Federal GW P PETERS POINT

PETERS POINT UF 2-31D-12-17 30 120S 170E 4300750158 18349 Federal GW P PETERS POINT

PETERS POINT UF 16-25D-12-16 30 120S 170E 4300750159 2470 Federal GW P PETERS POINT

PETERS POINT UF 9-25D-12-16 30 120S 170E 4300750160 2470 Federal GW P PETERS POINT

PRICKLY PEAR UF lA-22D-12-15 22 120S 150E 4300750171 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR UF 6A-22D-12-15 22 120S 150E 4300750173 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR UF 7A-22D-12-15 22 120S 150E 4300750174 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR UF 8A-22D-12-15 22 120S 150E 4300750175 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR UF 14B-15D-12-15 22 120S 150E 4300750176 14794 Federal GW P PRICKLY PEAR

PRICIŒY PEAR UF 9-9D-12-15 09 120S 150E 4300750195 14794 Federal GW P PRICKLY PEAR

PRICIŒY PEAR UF 16-9D-12-15 09 120S 150E 4300750202 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR UF 8-14D-12-15 14 120S 150E 4300750216 18289 Federal GW P PRICKLY PEAR

PRICKLY PEAR UF 15-14D-12-15 14 120S 150E 4300750221 18290 Federal GW P PRICKLY PEAR

PETERS POINT UF 7X-36D-12-16 36 120S 160E 4300750231 2470 Federal GW P PETERS POINT

PETERS POINT UF 8-36D-12-16 36 120S 160E 4300750232 2470 Federal GW P PETERS POINT

PETERS POINT ST 6-2D-13-16 02 130S 160E 4300731017 14472 State D PA
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PTS 33-36 STATE 36 110S 140E 4301330486 6190 State GW PA ARGYLE

PRICKLY PEAR U FED 10-4 10 120S 140E 4300730823 14462 Federal GW S

PRICKLY PEAR U FASSELIN 5-19-12-15 19 120S 150E 4300730860 14853 Fee GW S

PRICKLY PEAR U ST 5-16 16 120S 150E 4300730943 14794 State GW S PRICKLY PEAR

PRICKLY PEAR U FED 7-33D-12-15 33 120S 150E 4300730985 14771 Federal GW S

PETERS POINT ST 8-2D-13-16 02 130S 160E 4300731016 14471 State GW S

PPU FED 4-35D-12-15 35 120S 150E 4300731285 16223 Federal GW S PRICKLY PEAR

PPU FED 5-36D-12-16 36 120S 160E 4300731350 2470 Federal GW S PETERS POINT

PRICKLY PEAR U FED 5A-20D-12-15 20 120S 150E 4300750103 14794 Federal GW S PRICKLY PEAR

PRICKLY PEAR U FED 13A-17D-12-15 20 120S 150E 4300750108 14794 Federal GW S PRICKLY PEAR

PRICKLY PEAR UF 2A-22D-12-15 22 120S 150E 4300750172 14794 Federal GW S PRICKLY PEAR
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